AX_

—
y 4 —
TECHNOLOGY ®

PCI 9080 Data Book

Version 1.05
September 1, 1998

Document Number: 9080-DB-015

Website: http://www.plxtech.com
Email: apps@plxtech.com
Phone: 408-774-9060
800-759-3735
FAX: 408-774-2169






PCI 9080 TABLE OF CONTENTS

TABLE OF CONTENTS

REVISION HISTORY ..ttt ettt et e e e e sttt e e e e s s s s b e ettt e e 244 s s e Ee e et e e e e a4 a R R R b et et e e e e e e e aeamn b be et e eeeeaanbnbneeeeeesennnn XVII
PREFACE ...ttt ettt oo oottt e e o4 oo e bt ettt e e e a4 e R R R e e ettt e e e o e AR R R e e et e e e e oo An AR R R e e et e e e e e e R e e e et e e e e e e R nnrreeeaeeeaan XIX
FE AT U R S .. oo oo o e oo R R R R R R R R R R R R R R R R R R R R R R R R R R e R R e e E e nnEnnnnnrnrnrnrnres 1
1. GENERAL DESCRIPTION ...ttt ee e es e e e s s e e s s ss e s s e e seseseres £2e e e e s e e eeaasnaaaeaaaannansnanannns 3
1.1 COMPANY AND PRODUCT BACKGROUND ....uuuuiiieiiiiittiiiiaeseesteeetstaseseeesssstanseaseesesasstnssaseeeseestssnnareeeesestmnnaeeereesrnmnn 3
1.2 PCl 9080 APPLICATIONS ..uttuuueeeeettetttutuateeeseeststanaasaaeteeetsttnnaaeeesarstnnaaeeeeerastmnaeeteertsmmnareereermmmarerereniareeerern 3
B2 R S O Vo - Vo (=] g O 1o A 3
2 =1 1] o =T [0 =0 IR VY =1 1 3
1.3 MAJOR FEATURES. ... ittttetite ettt e ettt e e e e ettt e e e 4o e bbb e e et e e e e 44 e b e E ettt e e e oo s a s b ae et e e e e e s e bbb e e et e e e e e s teeesasnnreeeaeeeenae 3
1.4  CoMPATIBILITY OF PCI 9080 wiTH PCI 9060, PCl 9060ES, AND PCI 9060SD...........cccviiiiieiiiiiiiiiiecc e 4
B R o W 0o o - V1 )/ 4
1.4.2  REGISLEr COMPALIDINLY .........oeeeeeeeeeeeee ettt oottt e e e e ettt e e e e e e e e e e e e e e asnnasnnees 4
1.5 CoMPARISON OF PCI 9060, PCI 9060ES, PCI 9060SD, AND PCl 9080 .........uuttiiiiiiiiiiiieeieeeiiiiireee e e e e s 5
P2 = 10 ST @ ]t N I L TP 7
2.1 O I S0 @ o I =1 RSP 7
2.1.1  PCI Target CommMANA COUEBS .............ooeae ettt et e oo ettt e e e e e s e e e e e e s ban e aaeeeaasanes 7
2.1.2  PCI Master COMMANA COUES ............cocuueuiiiieie ettt e et e e et e e et e e e sn e e et ee e enanr s 7
2.1.21 DMA MaSter COMMANT COUES ........oieiiuiiieiiiiieeeiri e e ettt e et e s e e e st e e e s et et e e et e e s n e e e e et re et e aanre e e e sane e e e s nneeenanneeeenenes 7
2.1.2.2 Direct LOCal-to-PCl COMMEANT COUES .......coiuriieiiiiiieitiie ettt e e ekt s et are e e e et e e e e anr et e e sne e e e s treeenanneeeenenes 7

D2 R B O YV o)1 = 11 o o B PP PPPPP 7
2.2 LOCAL BUS CYCLES ... ctiiiiiii ettt ettt e+ e 41kttt e e a4 4o s b e ettt e e e e e s n b e ettt e e e e e e e s b b e be et e e e s e aannbrnreeeeens 8
2.2.1  LOCAI BUS AIDIITALION ...ttt et a st e e e et e e et e e e 8
2.2.2  LOCAI BUS DIFECT MASTEN ..ottt ettt e ettt s et et nin s et nane e 8
2.2.3  LOCAI BUS DIFECT SIQVE ........cooee ettt ettt nt s ettt e e 8
P T R === Yo VT T ] v= L (= O 0 11 £ | IO ST P P PPPPPPPR 8
2.2.3. 1.1 WAt StAIE——LOCAI BUS ....ceeiiiiieiieie ittt et e et e e n et e e a e 8
2.2.3.1.2 WA STAIE—PCI BUS.......oiiiiiiiiieiiii ettt ettt e e ettt e s e e ek e e et e e r e e e e R e e na e e e e e a e 9
2.2.3.2 Burst Mode and Continuous Burst Mode (Bterm “Burst Terminate” MOGE)........c..uuueiiieiiiiiiiiiiee et e 9
2.2.3.2.1  BUISEIMOOE. ..ottt ettt e e ettt oot e e et et e ek et oo R et e e e R e R et e e Rt e e e e e e e R e e e n e e e e e e a e e e 9
2.2.3.2.2 Continuous Burst Mode (Bterm “Burst TErmMiNate” MOGAE) .........ccoiuuiiiiiiiiiiiiiiee ittt 9
2.2.3.2.3  Partial LWOIT ACCESSES. ...ccutiiiiiiiiee ittt e ettt e ettt e ettt e e ettt e se et a4t b et e e aabe e e e aa ket e e 4 b bt e e ek e kbt e e sas b e e e e ah b et e e anbb e e e nnneeeesnneeas 10
2.2.3.3  RECOVEIY SEATES ...ttt ie e ittt ettt e oo e ettt e e e e e ettt e e e e e e et e e et e e e e e s st ettt e e e e e e et e a b b e et e et e e e nea e n e e e e e e e n e e e e e e e e e 10
2.2.3.4  LOCAI BUS REAUA ACCESSES .....veiiiiieieeitiee ettt ettt ettt ettt e ettt e e et bt ookt et e 41k b et e e as b bt e e oa b et e e e 24 eh b e e e e anbb et e sabb e e e et b e e e enbe e e e nanee 10
2.2.3.5  LOCAI BUS WIE ACCESSES. ... .eeiiiuteeeeitrieeiatteteaateee e st ee e st et e e st e e et et e s mee e e s sk s et e e aaE e et e e et e e e e esne e e e annre e e nanne e e s s reeenanneeeenenes 10

OPLX Technology, Inc., 1998 Page iii Version 1.05



PCI 9080 TABLE OF CONTENTS

2.2.3.6 Direct Slave Write ACCESSES—8- aNd 16-Bit BUSES ........cccuiiiiiiiiiiiiieiit et e 10
2.2.3.7  LOCAI BUS DALA PAFILY.....eeiieeiiiiiiiiie e e e ieiitit s e e e e e ettt e e e e e sttt e e e e e s st e e e e e e e s satb e e e e eeeasan e e saatbebeeeaeesaassbebeeeaeessansnnneeeaeesannes 10
2.2.3.8  LoCaAl BUS BIig/LItte ENGIAN ......uviiiiieiiiiiiiiiie ettt e ettt e e e e et e e e e e e e et b et e e e e saaatb e aatbtaeeeaeessansbtbeeeeeesaannnnreaeaeesannes 10
2.2.3.8.1 32-Bit Local Bus—Big ENQIaN MOOE .........ceiiiiiiiiiiiiiiie et e et e e e e e e e e e e e e e et e e e e e e e e s sstbaaeeaeeasaeessasnnaeeeeas 10
2.2.3.8.2 16-Bit Local BuS—BIig ENAIAN IMOE ........coooiiiiiiieiiie ettt e ettt e e e e e e ettt e e e e e e s eeaeeeaanbbaeeeaaeesaansnnneeeans 11
2.2.3.8.3 8-Bit Local BUS—BIg ENAIAN IMOAE ..........oeiiiiiiiiiiiii ettt e ettt e e e e e e et e e e e e e eeeaeeaaanbbeeeeaaeesaannnnneeaans 11

3. FUNCTIONAL DESCRIPTION ...ociiitieitieitit sttt sttt sttt e s tee st sase s se e e amn e e sane e e ssneesmnee feeenneesnneesanneennneennnees 13
0 B ] ST S TR PPRRPRRTRIN 13
B.1.1 PCIBUS INPUE RSTH ..ottt ettt ettt ettt et e ettt e ettt ettt et e ts e e et e e et s entreennneeennes 13
3.1.2  SOMWAIE RESE LRESETOH . .....cccee ettt ettt s ettt e e e e e s e s e 13
3.1.3  LOCAI BUS INPUE LRESETIH . ...cooeeeeteeeee e eeee ettt e e e e ettt sttt e e e e e sttt e e s e e e s s ats et aaaeaeasssssssaanaaeeesnssnnenes 13
3.1.4  LOCAI BUS OUIDUL LRESETOH ........eieeieeeeeeeecstete e e ettt et e e e ettt e e e e e sttt e e e e e e s s ts et aaaeesssssssssnaaaaeeessnssnsenen 13

R 0 1 V= L= = R 13
3.2 PCl 080 INITIALIZATION. ....tttettteetiasetttetteee s e satsre ittt e e e s s st ettt e e e s s e s s e e et e e e e a1 s e r e ee e et e e e 1 e se b b e e et e e e e s st ne e e et e e e s e sassrneernreeeeees 13
3.2.1  Serial EEPROM INIHANZALION............ccuiiireestie ittt ettt a e st e s e s s eir e s e 14
3.2.2  LOCAI INIHANZALION ...ttt ettt e st e e e e e e e et a e e enr s 14
3.3 SERIAL EEPROM ... itttk s s e e e e et et e s Rt e e Rt e Rt e e R R et e eR e e nn e nn e e nnn e enree e 14
3.3.1  Short Serial EEPROM LOAU...........cccooueiiiie ettt ettt et e e e e ee e naar s 15
3.3.2  LONG Serial EEPROM LOAU............coiiieeiiiieee ettt ettt ettt e e e e e a e e naan s 15
3.3.3  Extra Long Serial EEPROM LOAQ ...........cccoouuuiiiie ettt ee e 17
3.34  Recommended SErial EEPROMS ...........ou ettt et e et e e a e e an s 17
3.3.5  Programming the SErial EEPROM...........ccuueiiise ettt e e ettt e e et s sttt e e e e e ssstaseataaeasasssssasssaaaaanessssssenes 17
3.4 INTERNAL REGISTER ACCESS ...iiiiiiiiutttittieeeiiatireetteae s s strs sttt te st s e s st e et e e e e e 1 e st e se e et e e o1 e sa b b e s et e e e e e st e r e et e e e s e s ebrnnreeeeeeeeeas 17
3.4.1  PCIl BUS ACCESS 10 INtEINAI REQGISIEIS .........eeveeeeeeeeeeteete ettt a e e ettt e e e e e sttt e e e e e e as st tssaaaaaeeessssnsenes 17
3.4.2  Local BUus ACCESS 10 INEINAI REQUSIEIS...........eveeeeeeeeesieiie e e et sttt e e e e et ttttaa e e e e s sttt e e e e s snsssaaaaaeeesssssseees 18
3.5 RESPONSE TO FULL AND EMPTY FIFOS ...coiiiiiiiiiiiiie ettt e e e e e e s e ee s 19
3.6 DIRECT DATA TRANSFER IMODES .......uuutttiitiieiiittieiiie e e s sttt e e s s s st et e e e s e b e et e e e e e s e e et e e e e e e s b b an e et e e e s s asnrrneeeneeas 19
3.6.1  Direct Master Operation (Local Master t0 PCIl TAIGEL) ..........ouiiureeiiee et 19
N 0 90 R 1= T Lo [T PO PR P PSP P P PORP PR 20
Tt 1 1 PO 20
RGP0t T /(=TT VY oo 1= PP PPRO 20
3.6.1.4  O/CFG ACCESS ...cceutiiiiiietit ettt ekttt ettt ettt e ettt s e bt e et e e e et e a b e e e et SR e R e Rkt e he e Rt e R bt h et e 21
120G 201 08T 1 PP ERUT S UUPUPRPP 21
3.6.1.6 CFG (PCI Configuration TYpe 0 OF TYPE 1 CYCIES) ..eetiiiiiiiiiiiiiee ettt ettt e e e e e ettt e e e e e e aaaeeenebeeeaaaeeeansaeeeaaaeaans 21
3.6.1.7  DIrECE BUS MBSTEN LOCK ....ceiiiriiiitieeeiittite ettt ettt e et e e st e e s s et e e s e e e e aee ee e e e s s e e e e e nE e e e sann e e e s s e e e nnne e e e nnnes 22

O POt I S T = 1 L= A 1= T o =T 0 o o TSRO PPPR 22
3.6.1.9  WILE AN INVAIITALE .......cocviiiiiiiiie ittt sttt h e e st b e e sk e e e ebe e e skt e bt e e b e e e ebe e et e e ne e e nees 22
3.6.1.9.1 DMA WHIte @Nnd INVALIALE ......ccoiieiieiiiiie ettt ekt e et b et e s bt e e e s s bb et e e anbb e e e snneeesnareeas 22

OPLX Technology, Inc., 1998 Page iv Version 1.05



PCI 9080 TABLE OF CONTENTS

3.6.1.9.2 Direct Master Write and INVAIIHALE ............ccciiiiiiiiieiii et sene e 22

3.6.2  Direct Slave Operation (PCl Master t0 LOCAI BUS ACCESS) ..........uuuueeeeeeessiirisieasaeeissiisetasasesssssssssssasesssssssssssnes 24

I ST R = O B0 R o o [PPSO PPPR 24
3.6.2.2  PCI-t0-LOCAl AQAIESS MAPPING +.veetieeiiiiitiiitteeeseiitietteeeseetttreeeeessaasaaaretaaeeaassataeetaaeesassstaaetaaeseaeaeessassstseeeeeessansssreesaeesaaes 25
G R =Y (= Y g = o] o PR 25
3.6.2.2.2 Local BUS INItIaliZAtiON SOFIWAIE ..........eeiiiiieei ittt e e e ettt e e e e e e et e e aete et e e e e e e anntbeeeeaeeaaannsaeeeaaens 26
3.6.2.2.3  PCI INItIAlZAtION SOFIWAIE ........eeeiiieee ittt e e e e ettt e e e e e e e tateeeeeaaeaan s e aannebeeeeaaeaaannsbeeeaaaseaannrsneeaaens 26

1T T2 T -7 Vo |Fo Tod Q=T T N T {1 o N 28
3iB8.2.3.1  BACKOT....eeitiiiiie ittt E e e e st r et e sr e ner e e nen e nrr e 28
3.6.2.3.2 Software/Hardware Solution for Systems without Backoff Capability..............cccceeiiiiiiiieiie e 29
3.6.2.3.3  Software SolutioNS t0 DEAIOCK ...........iiiiiiiiii e 29
3.6.2.4  DIFECE SIAVE LOCK .....ciiiiiiiieiiie ittt st b ettt b et e he e b bRt 29

R I B (= Tol B = 1V <IN o o) 29
3.7 DIMA OPERATION ..etiiiiiiiittttetteeetaaattts st e ae s et e ettt e e s s s sa st e e st et e e e 4a s b e R ettt e e e 4 a1 e bR e s e e et e e e e as e b ae et e e e e et s e Ea e e e et e e eeneeeeesnnrnneeeeeas 30
3.7.1  NON-CRAINING MOAE DMA ...ttt ettt e e e e ettt e e e e e sttt e e e e e s st s e taaeeaasasssssssnanaaenessnsnsenes 30
R N O - Va1 To I (oo (= 31
B3.7.3  DMA DALA TIANSTOIS..... ettt ettt e+ oottt e+ oo e bttt e e et e e e e e e e tbs e e ea e e e e asaasnneees 32
3.7.3.1  LOCAI-tO-PCl BUS DIMA TTANSTE ...ttt ettt et ebe et sbe e bt e st e et e nne e rees 33
3.7.3.2  PCI-t0-LOCaAl BUS DIMA TTANSTEI ...ttt ettt e sbe et eb et e esbe e et e eene e e 33
T T B U o= 1o g T=To I I -V g 1S3 (=T £ PPN SOPPPPPPR 34

3.7 4 DEMANT MOUE DMA ...ttt ettt ettt et st et n et nne s 34
R I D ) N o 4V 34
R D Y o1 1o o O 34
3.7.6.1 End of Transfer (EOTO# OF EOTLH) INPUL ....cceiiiiiiiiiiie ettt e et e e e st e e e e e s et ar e e e e e e sa e e s s satbaeaeaeeessntbaneeaaeeaans 34

I I 1Y N Y o o o A TSP PPPR 35
3.7.6.3  LoCal LAtENCY @Nd PAUSE TIMEIS ....cciuiiiiieiee e e iiitietee e e e e e ettt e e e e e e et e et e e e s aatataeeeaeessassataeeaae e seeaeesaasstseeeaeessansnnreeeaeesaanes 35

3.8 VENDOR AND DEVICE ID REGISTERS.....uttttttiiiiiitttiiiieeessiirsre ittt e e st s sttt e e e s s e ss e et e e e s s sa e e e e e e e s e s b an e et e e e s s assnrrareeneeas 35
3.9 DOORBELL REGISTERS......uuttttttieeiiiiitteetttessiattre ittt e e e s s ssbre sttt e e et s e s e et e e e e a1 s e r e se e et e e e 1 e s b bR e et e e e e e s e ran e et e e e e sesann s aanrnreeeee s 35
.10  MAILBOX REGISTERS. ....iiuuttttettieeieaititse et eee s st te ettt e e e s s s sttt e e e 4 e b s ettt e e a4 a1 e e e ettt e e e 41 e e n b ae et e e e e e e e s b nb e et teeese e e e e nnnrnreeeeeas 35
.11 USER INPUT AND OUTPUT ...itttitiieeiiiititreeteee s et eet e e e s s ssbre sttt s e e 4 e e s s e et e e e e a4 er e e ettt e e e 4 e sa s b e e et e e e e e e b nere et e e e s e sass e eernreeeeens 35
G 70 2 1N =1 T 1 36
B.12. 1 PCIINTEITUDLS (INTAZE). ..ottt oottt e+ oottt et e+ o4kttt e e et e e e e e e tts e e ea e e e e e atnnneeas 36
3.12.1.1 (I Tor= 1 Lo (=T T o] T o] o LU ) OO ERUTSUUPERPT 36
3.12.1.2 R T Tge [y A o Lo T a1 1= T4 U] o] RSO ERPT PSSP 36
I 2 B o o | a1 (=10 0] o1 3 (N Y I P 37
3.12.2.1 LOCaI-t0-PCl DOOIDEII INTEITUPL ...ceeieiiiieeiee ettt e e et e e e e s et e e e e e e e sasabb e e aeeeaeessansbeaeeeeeessasssnneeaeesannes 37
3.12.2.2 PCI-t0-LoCal DOOIDEII INTEITUPL ...t e ettt e e e e e e e s st e e e e e e s st b ta e e e aeeeaeessansbeaaeeeeesaassebeeeaaesannes 37
3.12.2.3 BUIlt-IN Self TESE INTEITUPL (BIST) .ottt ie e eec ettt e et e e e e e et e e e e e e s et b ta e e saeeeaeessantbtaeeeeeesaasssbeeaaeesaanes 37

OPLX Technology, Inc., 1998 Page v Version 1.05



PCI 9080 TABLE OF CONTENTS

3.12.24 DIMA Channel O/ L INEITUPES.....eeiieeiiiiiiiiit e e e eeit et e e e e e st e e e e e e s st bbeeeaaeessaatbseeeaae e e s stbtaeeeseeeaeessassseseeeeeessassssaeeaaesaanes 37
3.12.3  PCISERRH (PCINMI) ...t ee et e et e et e e s e et et ee e e e e e s e es s neeeens 38
I 2 B oo | IS g - (Moo T A ) P 38
3.13 150 COMPATIBLE IMESSAGE UNIT ...uiiiuiiiiieite ettt ettt ekttt ettt ettt b bt e b e ek e e bt eb e e b bt eab e et e e eb e e nbeenbeenbeenbeeebeeanneenne s 38
3.13. 1 INDOUNGA MESSAQES ...ttt ettt e+ e oottt a2+ 4ottt et e e e e e et n e e e e e anaannneeas 39
3.13.2  OULDOUNI MESSEGES ...ttt e e+ oottt 2o+ e et s et e e e e e e e e e ttsn e e e e e e asnnnneees 39
R I P O o) o =T a Y = Vg = To (=T =T o PRI 39
3.13.4  INBOUNI FIEE LIST FFIFO ........eoe ittt ettt et e e e e e e e et e e e tr e e anenr s 40
3.13.5  INBOUNA POSE LISE FIFO ...ttt et e et 2 e e e e et e e et e e aenr s 42
3.13.6  OUBOUNG POSE LISt FIFO........oeesiie ettt ettt s et e e et e e s a et nane e 42
3.13.7 OUutboUuNd POSt QUEUE. .............ccoeeeeeeeeeeeeeeeeeeeeeeeee e 42
3.13.8 INDOUNC FrEE QUEBUE ...ttt ettt ettt ettt ettt ettt e e e e e e e e 42
3.13.9  OUBOUNG FIEE LISt FIFO ......oocoieeeieee ettt ettt nn st nin e et nane e s 42
3.13.10 150 ENADBIE SE@QUENCE. .........coveeeeeeeeie ettt ettt e e e e ettt e e e e s sttt e e e e e s st s et taaeeaassssnsssnanaaeeessnsnnenes 43
4. REGISTERS ...ttt ettt ettt oot et e oo oot e e oo 4o oo oo e e oo e e e e e e e e e e e e e e e e e e e e e e et ettt ettt e et e et e e e et e e e e e e e e e e e aaaaaaaaaaaaaas 45
4.1 NEW REGISTER DEFINITIONS SUMMARY ....eouttettiteesteeiteesueeauteasteasseasseaseessessseesseesasesasessseaaseaseansessseessesssesssessesnsesnes 45
4.1.1  Register Differences between PCI 9080 and PCI 9060, PCI 9060ES, and PCIl 9060SD..............c.c.cccoccvuun... 46
4.2 REGISTER ADDRESS IMAPPING ... ..eiuttitttauttatteteeateesteesteestsesste s bt as bt e bt e bt e sbeesheesaeesabeaabeea bt e be e b e e abeeabeesheesmbeanbeanbeenbee e e 52
4.2.1  PCIl CONMIQUIALION REQUSTEIS ...ttt oottt e e+ e ettt e e e e e e e e e et n e e e e e asnssneees 52
4.2.2  Local COoNfIQUIALION REQISTELS ..........eeee ettt e e e e ettt e e e e e e e e et a e e e e e sssneees 53
G R {0 o1 L= o 1] =] £ 54
R D ) N o | = £ S 55
R |V (= XX T To [ o [ @ U= 10 = =T 11 =] £ 56
4.3  PCl CONFIGURATION REGISTERS ....cciiiuuttititiiesiiiiteette e e s s ittt e te s s s ettt re et e e e e e s s b b ettt e e et e s s et e e e e e e s b b nr e et e e e s e snnrnneeeneeas 57
4.3.1 (PCIIDR; PCI:00h, LOC:00h) PCI Configuration 1D REQGISIEN.............cceeeeeeeiireeiaaeeessiiiniaasaaesssiissssnasasssssisnsnes 57
4.3.2  (PCICR; PCI:04h, LOC:04h) PCI COMMANA REQISIEN ........c.ccessiieeiaaaeeesscisieasaeesssiisstaaaaaesssssssaaaaaesssssnsssnenes 57
4.3.3  (PCISR; PCIl:06h, LOC:06h) PCIl StAtUS REGISEN .........eeeeeeeeeeeeeeee ettt e e 58
4.3.4  (PCIREV; PCI:08h, LOC:08h) PCIl ReViSION ID REQGISIES ............uueeeeieeeeeeiieee e 58
4.3.5 (PCICCR; PCI:09-0Bh, LOC:09-0Bh) PCI Class COUE REQISLEN ..........ccuumeeeieeaeiieeee e 59
4.3.6  (PCICLSR; PCI:0Ch, LOC:0Ch) PCI Cache LiNe SiZ€ REQGISIES ............cccccuuueeaiaaeiaciiieae e 59
4.3.7 (PCILTR; PCI:0Dh, LOC:0Dh) PCI Latency TiMEr REQUSIEN ..........ccueui e 59
4.3.8 (PCIHTR; PCI:0Eh, LOC:0Eh) PCl Header TYPE REQISIEL ..........couai et 59
4.3.9 (PCIBISTR; PCI:0Fh, LOC:0Fh) PCI Built-In Self Test (BIST) REQISIEN ..........cccccvvrureeeeeeessiirieisaaesssiiissninanan s 60
4.3.10 (PCIBARO; PCI:10h, LOC:10h) PCI Base Address Register for Memory Accesses to Local,

RUNEIME, AN DIMA REQUSTEIS.........eveeieeee ettt ettt e e e e s sttt e e e e e sttt s et aa e e e e s ss e et aneaasasssssstntanaeeessssnssenes 60

4.3.11 (PCIBARI1; PCI:14h, LOC:14h) PCI Base Address Register for I/O Accesses to Local, Runtime,
2 Lo I N =T 1 (=] £ 61

OPLX Technology, Inc., 1998 Page vi Version 1.05



PCI 9080 TABLE OF CONTENTS

4.3.12 (PCIBAR2; PCI:18h, LOC:18h) PCI Base Address Register for Memory Accesses to

0ot 1l o [0 (=X o - Lol = O PR 61
4.3.13 (PCIBARS3; PCIl:1Ch, LOC:1Ch) PCI Base Address Register for Memory Accesses to

0ot 1 o [0 (=X o - Lol = I AT 62
4.3.14 (PCIBAR4; PCI:20h, LOC:20h) PCl Base AAAreSS REGISLEN ...........cuuui i 62
4.3.15 (PCIBAR5; PCl:24h, LOC:24h) PCl Base AAAreSS REGISLES ...........cuuaiii it 62
4.3.16 (PCICIS; PCI:28h, LOC:28h) PCI Cardbus CIS POINtEr REQGISIEN ..............ueeeeaeeeeaeeieeeee e 63
4.3.17 (PCISVID; PCI:2Ch, LOC:2Ch) PCI Subsystem Vendor ID REQISIEN ............cccceeeeeeveciirieisaaeesssisiisieiaaaaesssnsins 63
4.3.18 (PCISID; PCI:2Eh, LOC:2Eh) PCI SUDSYSIEM ID REQGISIEN .........ccecveeisiriesieeetie et nnes e e 63
4.3.19 (PCIERBAR; PCI:30h, LOC:30h) PCI Expansion ROM BaS€ REQGISIEN ............cccceeeeeeeciieeaaaeesssiiinisasaeesssinnans 63
4.3.20 (PCIILR; PCI:3Ch, LOC:3Ch) PCI INterrupt LIN€@ REQISTEN ..........uuuueeeeiisririeiaeseessiiisteaaaeesssssissaaaasassseesssssssnes 63
4.3.21 (PCIIPR; PCI:3Dh, LOC:3Dh) PCI INterrupt Pin REQGISLEN ...........uvueeeeeesesiriiiaeeeessiiiiiaaaaeesssisaaaaaaaaasseesssssnsnes 64
4.3.22 (PCIMGR; PCI:3Eh, LOC:3Eh) PCI Min_GNt REQGISTEN ........ccuei it 64
4.3.23 (PCIMLR; PCI:3Fh, LOC:3Fh) PCI MaXxX_Lat REQGISIEN .........ccccueiouieeie ettt 64

4.4 LOCAL CONFIGURATION REGISTERS.....uttieiitttteeiitteteeitueeesateeeesauteeeesasteeeesasseeesssseeesstaeessssseeesssbseessanseeeesasseeessnseeeesans 65

4.4.1 (LASORR; PCI:00h, LOC:80h) Local Address Space 0 Range Register for PCI-to-Local Bus........................ 65
4.4.2 (LASOBA,; PCI:04h, LOC:84h) Local Address Space 0 Local Base Address (Remap) Register..................... 65
4.4.3 (MARBR; PCI:08h or ACh, LOC:88h or 12Ch) Mode/Arbitration REQISIEr ............ccccvueeeieeeiiiciiiiiaaa e 66
4.4.4  (BIGEND; PCI:0Ch, LOC:8Ch) Big/Little Endian DeSCIiptOr REQISLES ...........ccuueeeeessiiririiaseeesssiisieaaeeesssiisneenns 67
4.4.5 (EROMRR; PCI:10h, LOC:90h) Expansion ROM RANGE REQISTEN ............cccevrrerereeisssirieisaassssisisssanssessssiisnsnns 68
4.4.6 (EROMBA; PCl:14h, LOC:94h) Expansion ROM Local Base Address (Remap) Register and

BREQO CONIIOL.........cccoooeeeeeeeeeeeeeeee ettt ettt ettt ettt e e e e, 68
4.4.7 (LBRDO; PCI:18h, LOC:98h) Local Address Space 0/Expansion ROM Bus Region Descriptor Register....... 69
4.4.8 (DMRR; PCIl:1Ch, LOC:9Ch) Local Range Register for Direct Master t0 PCl............ccccccueeeveeciiieinaeeeesiiirnnnnn, 70
4.4.9 (DMLBAM; PCI:20h, LOC:A0h) Local Bus Base Address Register for Direct Master to PCI Memotry............ 70
4.4.10 (DMLBAI; PCI:24h, LOC:A4h) Local Base Address Register for Direct Master to PCI IO/CFG...................... 70
4.4.11 (DMPBAM; PCI:28h, LOC:A8h) PCI Base Address (Remap) Register for Direct Master to PCI Memoty ...... 71
4.4.12 (DMCFGA; PCI:2Ch, LOC:ACh) PCI Configuration Address Register for Direct Master to PCI IO/CFG........ 72
4.4.13 (LASIRR; PCI:FOh, LOC:170h) Local Address Space 1 Range Register for PCl-to-Local Bus ..................... 72
4.4.14 (LAS1BA; PCI:F4h, LOC:174h) Local Address Space 1 Local Base Address (Remap) Register.................. 73
4.4.15 (LBRDI1; PCI:F8h, LOC:178h) Local Address Space 1 Bus Region Descriptor RegiSter.............ccccccuveeveeenn. 73

4.5  RUNTIME REGISTERS ...iiiiiiiittttiiiteeiaiittst et te s st sts st s e e s e s st a e et e e e s e e s b e e et e ee e e 1R b e b e et e e e e s e aa R b b e et e e e e et e e bbb aeeneeeseeneesnasnnrees 74

4.5.1  (MBOXO; PCI:40h or 78h, LOC:COR) MailboX REQGISLEN O ...........ovveeeeeeeessiiiiaaeeeessisieaaaeaeassistaaaaaeessssinsneees 74
4.5.2 (MBOXI1,; PCIl:44h or 7Ch, LOC:C4h) MaIlDOX REQGISLES 1 ........eeeveeeeeeeeeiieaa e ettt e e e essiataaaa e e essnnnneees 74
4.5.3 (MBOX2; PCI:48h, LOC:C8h) MAIIDOX REQGISIEN 2 ........eveeeeeeeeesseeee e eesttte et e e essttttaa e e e esstnsaaaaaaeneenssinsnenes 74
4.5.4 (MBOX3; PCI:ACh, LOC:CCh) MailDOX REQISIES 3 .......ceeeeeiiee ettt ettt a e 74
4.5.5 (MBOX4; PCI:50h, LOC:DOR) MAIIDOX REGISLEI 4 ..ottt 74
4.5.6 (MBOX5; PCl:54h, LOC:D4h) MAIIDOX REGISIEI 5 ........ee ottt 75

OPLX Technology, Inc., 1998 Page vii Version 1.05



PCI 9080 TABLE OF CONTENTS

4.5.7  (MBOX6,; PCI:58h, LOC:D8h) MaIlDOX REQGISLEL 6 .........oeeeeeeeeeeireeie e eeestttteaa e e essttttaa e e e esstssaaaaaaeneenssnsnenes 75
4.5.8 (MBOX7; PCI:5Ch, LOC:DCh) MAIIDOX REQUSIEE 7 ... 75
4.5.9 (P2LDBELL; PCI:60h, LOC:EQOh) PCI-to-Local DOOIBEN REQGISLES ..........ceueeieeiaeeeeiaee e 75
4.5.10 (L2PDBELL; PCI:64h, LOC:E4h) Local-to-PCl DOOIBEN REQGISIES ... 75
4.5.11 (INTCSR; PCI:68h, LOC:E8h) Interrupt Control/Status REQGISLEN ..............umeeeieeiiiiiieeea e e 76
4.5.12 (CNTRL; PCI:6Ch, LOC:ECh) Serial EEPROM Control, PCI Command Codes, User I/O Control,
I Oal g1 o)l L=To I =] TR 78
4.5.13 (PCIHIDR; PCI:70h, LOC:FOh) PCI Permanent Configuration ID REQISIES ..............cccovurerreeesssiiieeaaaaessssienens 79
4.5.14 (PCIHREV, PCI:74h, LOC:F4h) PCI Permanent ReViSiON ID REQGISLE ..............ccccecvireeereeeessiiiiriiaasaessssiisaeannns 79
4.6 DIMA REGISTERS .. .utttiiitittiiitittttie e et e sttt e te s s 1 e e e e e e s et s b e e et et e e a1 s e b b e e et e e e e e 1 b b e b e et e e e e e e aa e b s e et et e e e sa b b e b e n e e e e e e s n s 80
4.6.1 (DMAMODEQ; PCI:80h, LOC:100h) DMA Channel 0 Mode REQISIEN ............cccueureeeeeseciiiiaasaeisssiisieiaasasssssinnns 80
4.6.2 (DMAPADRO; PCI:84h, LOC:104h) DMA Channel 0 PC| AddreSs REQISIEr .............cccevvreeeseeisssiiirniassansssiinns 81
4.6.3 (DMALADRO; PCI:88h, LOC:108h) DMA Channel O Local AQAress REQISLEN ...........cccccumeeeieeiiieiiiiaaaaeeein 81
4.6.4 (DMASIZO; PCI:8Ch, LOC:10Ch) DMA Channel O Transfer Size (Bytes) REQISIEr .............coucccmeeieeeeiiaaiinee 81
4.6.5 (DMADPRO; PCI:90h, LOC:110h) DMA Channel O Descriptor Pointer REQISIer............c.couuwceeeeeeeaascciiaaaan 81
4.6.6 (DMAMODEI1; PCI:94h, LOC:114h) DMA Channel 1 Mode REQISIE ...............cuuuiiiiiacieiiaaeeeiiieea e 82
4.6.7 (DMAPADRI1; PCI:98h, LOC:118h) DMA Channel 1 PCI AddreSs REQISIEr ...........ccoucccumeeeiaaaiisciiiaaaeeeeins 83
4.6.8 (DMALADRI1; PCI:9Ch, LOC:11Ch) DMA Channel 1 Local Address ReQiSter..............ccccueiuieccieeeaaaaaaainee 83
4.6.9 (DMASIZ1; PCI:AOh, LOC:120h) DMA Channel 1 Transfer Size (Bytes) REQISIEr ............cccevcvvreeeseeesssiirreenn. 83
4.6.10 (DMADPRI1; PCI:A4h, LOC:124h) DMA Channel 1 Descriptor Pointer REQISIEr .......c.cccccevevccreeneeesssiirivenannn, 83
4.6.11 (DMACSRO; PCI:A8h, LOC:128h) DMA Channel 0 Command/Status REQISES ............ccueereeeeeseiirieraaaessninns 84
4.6.12 (DMACSRI1; PCI:A9h, LOC:129h) DMA Channel 1 Command/Status ReQISLES ............ccvueereeeeeseiiiriiraaaessninns 84
4.6.13 (DMAARB; PCI:ACh, LOC:12Ch) DMA Arbitration REQISIEN ..........eeueeeeeesesiiieeiaeeesssiiisiaaaaeesssiisaaaaasesessssnsnes 84
4.6.14 (DMATHR; PCI:BOh, LOC:130h) DMA TRIeShOIQ REGISIES ..........uveeeeeeeeeiieiaaeeeescsttaaa e e esssiseaaaaeeessisansees 85
4.7  MESSAGING QUEUE REGISTERS .....uttiutteuttettettesteesteesieesssessteasteas bt ebeesseesbeeaseeaasesabeoabeea b e e be e b e e abeeabeeahseaaneanbeanbeebeennes 86
4.7.1  (OPLFIS; PCI:30h, LOC:B0) Outbound Post List FIFO Interrupt Status RegiSter ...........ccccceuuiecouueeeraaenasnn. 86
4.7.2  (OPLFIM; PCI:34h, LOC:B4) Outbound Post List FIFO Interrupt Mask REQISLEr ............ccceeuuaicciieeaaaaaaiann 86
4.7.3  (IQP; PCI:40h) Inbound QUEUE POIT REQGISIEN ...........cceeeeeeeee ettt e e 86
4.7.4  (OQP; PCl:44h) Outbound QUEUE POIt REGUSIEN ...........ueeeeeeeeeeeeee et ea e 87
4.7.5 (MQCR; PCI:COh, LOC:140h) Messaging Queue Configuration REQGISIES ...............cccvvvureeesssiiirieirasesssssirnsenns 87
4.7.6  (QBAR; PCI:C4h, LOC:144h) Queue Base AdAreSS REQISIEN ............cuceeeeccireeiseeesssiiisiaasaeesssisiaanasesssssissssnes 87
4.7.7  (IFHPR; PCI:C8h, LOC:148h) Inbound Free Head POiNter REQISIEr ...............uuueeeeesecciieeaaaessssiciieeaasaessssisssenns 88
4.7.8 (IFTPR; PCI:CCh, LOC:14Ch) Inbound Free Tail POINtEr REQGISIEN ............ccueeeeeseciriiiiaaeeesssiisieiaaseesssissinnns e 88
4.7.9 (IPHPR; PCI:DOh, LOC:150h) Inbound Post Head POINter REQISTEN .............c.uueeereeesssiiriiiaaseessiiininssaeasssinsnns 88
4.7.10 (IPTPR; PCI:D4h, LOC:154h) Inbound Post Tail POINtEr REQGISLES ...........ccccureeeeeeeeissciieiaaeaesssiiisseaasaeesssisnsnns 88
4.7.11 (OFHPR; PCI:D8h, LOC:158h) Outbound Free Head PoOINter REGISIES ............ccouoecumeeeiaieiiiiieiaae e 89
4.7.12 (OFTPR; PCI:DCh, LOC:15Ch) Outbound Free Tail POINter REQISLEN ..........ccoueeiiieiiieiaaeeeeeiieeaa e 89

OPLX Technology, Inc., 1998 Page viii Version 1.05



PCI 9080 TABLE OF CONTENTS

4.7.13 (OPHPR; PCI:EOh, LOC:160h) Outbound Post Head Pointer REQISTEN..............ceuueeeeessciirieiiaaasissiiiiinaaaaesnsinns 89
4.7.14 (OPTPR; PCIl:E4h, LOC:164h) Outbound Post Tail POINter REQGISLES ...............cuuuieiiiiciieiaae e 89
4.7.15 (QSR; PCI:E8h, LOC:168h) Queue Status/CONtrol REQGISILES ............oueiii i 90

5. PIN DESCRIPTION . ..t e e e e e e e e e e e e e e e e e e e e a e a e a e s e raae e 91
B.1 PIN SUMMARY ...ttt ettt ettt ettt ste et se e sa bt ea bt e bt ekt o1 h e e 1h e e 4h e e 4h e 4R bt 4H bt e AR e oAb e oAb e e h £ e AR e e AR et AR R e e R bR R bt b e b e e enn e n e nns 91
5.2 PINOUT COMMON TO ALL BUS MODES .......uiitiitieitieitie sttt sttt ettt sb etk ettt sb et ettt e nbe e nbe e s beenbeenbeenbne s 92
T N O = 101 IV [0 o] = o | N @ LU OO PSP OP PP TR PP 96
5.4 J BUS MODE PIN OUT ...ttt ettt e e s et e e et e e e 1 e b e et e e e e e s st b e et e e e e s e sas s e sanrareeeee s 98
5.5 S BUS MODE PIN OUT...iiiiiiiiiiiie sttt ettt ettt e e e e st et e e e s e 1 e b ettt e e s e e sa b e et e e e e e s s b b r e e e r e e e e e s teeesasennrees 100
6. ELECTRICAL SPECIFICATIONS ....eeiitititututututttattietatatetabataeebeaesssesesssssssssssesssesssesasseaeseseseaeaeseeeeeeeaes faaeateaeeaaasaaeaeaaaanns 103
7. PACKAGE, SIGNAL, AND PIN OUT SPECS ... .o itiiittiititiiiieieiiieieeeeeeeeeeeeeeeeeeeeeeteeeeeettteettttettaetatatatatatates taaaaaaaaaaaaaaas 109
7.1  PACKAGE MECHANICAL DIMENSIONS.....uttttteeiiiiitttiitieeeiasttres et e e e s s sttt s e e s s s e s et et e s e s e b b e et r e e e s s s b are et e e e s s s aanrreneenee s 109
7.2 TYPICAL PCl BUS MASTER ADAPTER ....uttetteiteeiteeitetstttasstasseeattesteesteesbeesbee st st as st esbeasbe e bt e nbe e sbeenbeenb b e ab b e asbeenbeeneennee e 110
7.3 9080 PIN OUT (S, J, AND C IMODES) ..uutttttteeeiiiutttereeeeessasssteeesesesssassssteessaesssaassssssesesssaasssseneseeeesinmssssneeeeeesannnsnnmreeeen 111
8. TIMING DIAGRAMS .. e e e s e e e e e e s e e e e e e e e s s e e s s s s e s s s s e fe e e e e e e e eeee £eeeeea e e e e e e e e e e e e e e e e n e e e aeaean s 113
8.1 LIST OF TIMING DIAGRAMS ......ciiutiiuttitteteeitteste ettt skttt e sttt b e eh e e b e sb e e ke e eh et ee bt e bt e bt e eb e e nbe e ebeeeb bt eb bt eab e e b e e nbeenbe e nnne s 113
8.2 INITIALIZATION ...ttt eute ettt ettt e et sae e e ekt e e et e bt e ehe e ehe e 4o bt 4o bt 42 b e e b e e R e oAbt e b e e 4 H £ e 4 h bt 4ot 4o b e e b e e b e e b e e et nbe e ebeenbeenbeenbnenbne s 116
S T O3 IV [0 o = TP TSP T ST UPPTPPUPRPPRPON 119
8.3.1  DIIECE SIQVE ...ttt ettt ettt ettt 119

E I B 1 Tor B [ = K1 = OSSPSR 141
B.3.3  DIMA ..ottt ettt ettt 162

Bid T MODE .. e —h——— £ e e e e e e e e e e e e e e e e e e e e e e e e e e e 174
841 DIFECE SIQVE ...ttt ettt ettt ettt 174
e B 1 Yo B = K1 = RSP URSIRR 181
B.4.3 DM A e 184

ST S 1Y o0 TP RO TP UPPPPUPRPPRPTN 188

OPLX Technology, Inc., 1998 Page ix Version 1.05



This page intentionally left blank.

OPLX Technology, Inc., 1998 Page x Version 1.05



PCI 9080

LIST OF FIGURES

LIST OF FIGURES

Typical Adapter Block Diagram
PCI 9080 Internal Block Diagram

Figure 2-1.
Figure 2-2.
Figure 2-3.
Figure 2-4.
Figure 3-1.
Figure 3-2.
Figure 3-3.
Figure 3-4.
Figure 3-5.
Figure 3-6.
Figure 3-7.
Figure 3-8.
Figure 3-9.

Figure 3-10.
Figure 3-11.
Figure 3-12.
Figure 3-13.
Figure 3-14.
Figure 3-15.
Figure 3-16.
Figure 3-17.
Figure 3-18.
Figure 3-19.
Figure 3-20.
Figure 3-21.
Figure 3-22.
Figure 3-23.
Figure 3-24.
PCI 9080 Local Input Setup and Hold Waveform ...........cccccceeiiiiiiiienieennnnns
PCI 9080 Local OUtpUt DEIAY .........eeeiiiiiiiiiiiiieia et
F Y @] oT=] = 1o ] o PO TP UPPRTTRP

Figure 6-1.
Figure 6-2.
Figure 6-3.

Wait States

Big/Little Endian—32-Bit LOCAl BUS ........ccooviviiiiieree it
Big/Little Endian—216-Bit LOCAl BUS ........ccccoivviiiiiiee it
Big/Little Endian—=8-Bit LOCAl BUS .......cccceiviiiiiiiiiie e e e
Reset and Initialization ProCeSS.........cueviiiiiiieiiiiie e
PCI 9080 Internal RegISIEr ACCESS ...ciiiiiiiiiiiiiiaee ettt
Dual Address DeCOdE MOUE .........cooiiiiiieiiiiee et
Direct Master, Direct Slave, and DMA ..........coooiiiiiiiie e
Mailbox/Doorbell MeSSage PasSSiNg.....ccccuuiiuiiiiiiiaeaiiiiieiee et
DireCt MASEEr WIE ...eeiiiieiiii e
DireCt MaSster REAA ..........ccioiiiiiiiciiee et
Local Master Direct Master Access of PCIBUS ........ccccovvevieniicniene e,
PCI Specification v2.1 Delayed Reads ..........ccccvevveeiiiiiiiiiiiee e ccciiiieeee e
PC1 9080 Read Ahead MOdE............ceevieiiiiiiiee e

(DTt Y P Y ST AT A 1 (=

DireCt SIave REAT ........cccoiiiiiii i
Direct Slave AcCeSS Of LOCAl BUS .........coeeiiiiiieeiiiiee e
Non-Chaining DMA INitialization ...
DMA, PCI-t0-LOCAI ......eeiiiiiiiiiiiiiee e
DMA, LOCAI-O-PCl ...ttt
Chaining DMA INItIaliZation ............oooiiiiiiiiiee e
Chaining Mode DMA from PCI-t0-LOCaAl .........cccvvvveveeeeiiiiiieeee e,
Local-to-PCl Bus DMA Data Transfer Operation..........ccccccveevviicvniieneeenninns
PCI-to-Local Bus DMA Data Transfer Operation..........cccccceeevviiiviieeneeennnnns
INterrupt @and ErTOr SOUICES .......c.uvveiieeeeeiiiiiiieee e e e s s st e e e e e s e snnvenneeaeeesnnnnnes
1,0 SyStem ArChItECIUrE .....ccoi it
150 SOftWAre ArCHITECIUIE.......uueieieie et e e eaa
Circular FIFO OPeration...........coiiuuiieeiieeaeiiiiiee et e e eeaa e

OPLX Techno

logy, Inc., 1998 Page xi

Version 1.05



PCI 9080 LIST OF FIGURES

Figure 7-1. Package MechaniCal DIMENSIONS .........uuuiiiiiiiiiiiiieieeeesesstteee e e e e e sssteteeeeeeesssnsteeeeeeeesaasnsaneeeeesesnnsaseeeaeeesannsnrenes 109
Figure 7-2. Typical PCl BUS MASTIEr AGAPLET ........eeiiiiiiiiiiei ettt e e e e e ettt e e e e e s e aabsbe e e beeeeaa e e e s nbaneeeaaeeeaannreees 110
Figure 7-3. PCI 9080 Pin OUut (S, J, 8N C IMOUES) ...ttt e ettt e e e e e s bbbt e e e e e s e e e e e e snbbeaeeaaeeeaannreees 111

OPLX Technology, Inc., 1998

Page xii Version 1.05



PCI 9080 LIST OF TABLES

LIST OF TABLES

Table 1-1. Programmable LOCAI BUS IMOUES ........cuiieiiiiiiiiiiie e e s sttt e e e e s s s e e e e s e st e e e e e e s s ansste e e e e aeeee e s s nnnnaeeeeeesesnsnsannneeees 4
JLIE= Lo L= R o T o T o =] 1 ] 7SR 4
Table 1-3. Comparison of the PCI 9060, PCI 9060ES, PCI 9060SD, and PCl 9080.........ccccceiiiiuiiiereeeiniiiiieneeeeeessnnnneeeeeee s 5
Table 2-1. PCl Target COMMANT COUEBS........cuuviiiieie e i ittt ie e e e e e st e e e e e s e e eeeaeesastetaeeeeeesesasteteeeeeeeeessnnsssaeeeeeessannnrannneeens 7
Table 2-2. DMA Master COMMANT COUES ........oiiiiiiiiiieeiie et s ettt et ss e e s e s r et ss e e s e e e re e e sm e e s reesne e e anneenreeaneeens 7
Table 2-3. LOCAI-tO-PCI MEMOIY ACCESS. ... .. uuuiiiieeeiiiititeeteteesiasttteeeeeeessasttteretaeeaaaassteeeeaaeesaaasssteeeeaertaeeesaasssaeeeeeessaasrannneeenes 7
Table 2-4. LOCAI-TO-PCI 1/Q ACCESS ......eeiiiiiiite ittt ettt e ettt e e e st e a4 s bt e oo s b et e e o a bbbt e e e st e e e e e s be e e e esbn e e e enbeeeeannnes 7
Table 2-5. LOCal-t0-PCl CONfIQUIALION ACCESS .....ciiieiiiiiiiieeee ettt e e e e e eeb bttt e e e e e s e beee e e e e e e s e aasbbeeeeeeeaaeesaanbebeeeaaeseaasnbanneaaaens 7
Table 2-6. LOCAI PrOCESSOI BUS TYPES ..coeiiiiiiiiiiiieae ettt et e e e e e ettte et e e e e e s o aa bbb e e e e e e e e e s ab b e et e eae e e e s aabbbesbeeeeaaeesanbbbeeeeaeeseaannbsenaaaanas 8
Table 2-7. Burst and Bterm 0N the LOCAI BUS .........coiiiiiiiiiiiie ittt sttt e e st e e e e e e e s e e e e nnes 9
TaADIE 2-8. BUISTIMOOE ...ttt ettt e a ket e s a b et e 4R bt e+ 4R b et e ook b et et o4 s R et e e ek b et e e e s b et e e e s be e e e e nnb e e e e ennnes 9
Table 2-9. Partial LWOIT ACCESSES ......ccuuiiiieieiiiie et sttt st s et e ss e e st e e et e s m et e s Ee e e Re e e s as e e e ane e e amneennre e s ane e e nnreeenneeenes 10
Table 2-10. Big/Little Endian Program MOGE ..........cceeiiiiiiiiiiiiee s iiiiiie e e e e s e st ee e e e e s s sssteae e e e e e s s ssnstaeeeeaeessnssateeeeeessannraneneeees 10
LI oL L= B I O o] o 1Y ATV o oY =T I - g1 (= SO 11
LI oL L= B B o] o1 VAV Mo o N = U = I = ) = RSO 11
Table 2-13. LOWer WOrd Lane TraNSTEE ........vi ittt rn e s e e e nnne e sne e e nne e e 11
LI oL L= I A B o] o1 g =Y (T = T L I - Vg ) = SO 11
Table 2-15. LOWET BYLE LANE TraANSTEI ... ittt ettt e e e e e e e bbbttt e e e e s e s aa bt e et st eea e e e e s nbbbbeeeaaeseaannbanaeaeaeas 11
Table 3-1. NB# and Serial EEPROM GUIAEINES .....ccouiiiiiiiiiie ittt ettt ettt et e e e e s e e s abn e e s snnn e e e e e 14
Table 3-2. Short Serial EEPROM LOAA REQISIEIS ... ...ttt ettt et e e e e e ettt e e e e e e e s e nbnbe e e e e e e s e anbbeaeaeaeas 15
Table 3-3. Long Serial EEPROM LOAA REQISIEIS ...ttt ettt e e e e e st e et e e e e e e s e abbbe e e e e e e s e anbbeaeaeaeas 16
Table 3-4. Extra Long Serial EEPROM LOAO REQISIEIS......ciii ittt ettt ettt e e e e e e iabbe e e e e e e s e snbaeaeeeaeas 17
Table 3-5. Recommended Serial EEPROM LOAAS ........cociiiiiiiiiiiie ettt ettt sttt et e s e s e s nre e s snnneeeeneee 17
Table 3-6. Response to Full and EMPLY FIFOS ...t e st e e e e e e s e s e e e e e e s s e e e s nsna e e e e e e e s e nnrnnaneeees 19
Table 3-7. QUEUE StArtiNG AGUIESS .....cuii e e i ittt e e e e e et ee e e e e e e s e et e e et s st eeeeaeesaa s eeaereaeessanssteesteeeeeaeessassntneeaeessansnrnnnneeens 39
Table 3-8. CirCUIAr FIFO SUMMIAIY .....cciiiiiiiiieeiee e iistieee e e e e s s st e e e e e e s s asataaeeeaeessaasseteeeeaeesaassssaaeeee aeeeeaesssnnssnnneeeeessannsnnnneeenes 43
Table 4-1. New Registers DefinitioNS SUMMIAIY.........cc.uuiiiieeiiiiiieire e e s et e e e e s s s eeer e e e e s s s st eeeeeeeaseeesanssrtneeeeessannreneneeaees 45
Table 4-2. Register Differences between PCI 9080 and PCl 9060...........ccoiuiiiiieeeiiiiiiieeeee e s sssiiieer e e e e s ssteneeeeee e e s s snnsnaeeeeees 46
Table 4-3. Register Differences between PCI 9080 and PCI 9060ES .............ooiii it ee e 48
Table 4-4. Register Differences between PCI 9080 and PCl 9060SD............cciiiiiiiiiiiiiiiaaae it e e siaeeeeaaa e 50
Table 4-5. PCI Configuration RegiStErs DESCIIPLION.........uuuiiiiiei ittt e e et e e e e e e e e e s bbb e e e e e e e e e anbneeeaeaeas 52
Table 4-6. Local Configuration RegiSters DESCIIPIION ........uuiiiiiiii ittt e e e e s s e e e e e e e e s abbbe e e e e e e s e anbbeaeeeaeas 53
Table 4-7. RUNtIME REQIStErS DESCIIPIION. .......uuiiiiie ittt e ettt e e e e e e e bbbttt e e e e e e s abbeeeeeeeaaeeeaanbbbbeeeaaeseaannbaeeeaeaeas 54
Table 4-8. DMA ReEQIStEIS DESCIIPIION ....ceeiiiiiiieeiie ettt ettt e e e e e ettt et e e e e e s s s e bb e et e aa e e o s ababeeeeeaaeeesanbbnbeeeaaeseaannbnsaaaeaeas 55
Table 4-9. Messaging QUeue REQISIErS DESCIIPON........uuuiiiieeiiiiiieire e e e e iere e e e e s s s e e e e e e s s s areerreeesssaanssaterreeeeseannnarareeeees 56

OPLX Technology, Inc., 1998 Page xiii Version 1.05



PCI 9080 LIST OF TABLES

Table 4-10. (PCIIDR; PCI:00h, LOC:00h) PCI Configuration ID Register DeSCrption ..........occcuueeeiieaiiiiiiiiieee e 57
Table 4-11. (PCICR; PCI:04h, LOC:04h) PCI Command Register DESCHPON..........ccvviiiieeeieiiiieie e e e e s e e e e e sinaeeeee s 57
Table 4-12. (PCISR; PCI:06h, LOC:06h) PCI Status RegiSter DESCIIPLION ......cciieiiiiiiiiiieeee e ssriiieee e e e e s srrerer e e e e e s e snnreaeeeee s 58
Table 4-13. (PCIREV; PCI:08h, LOC:08h) PCI Revision ID Register DESCHPLION..........uuviieeeiiiiiiiieeee e serieieeee e e e e sninaeeeee s 58
Table 4-14. (PCICCR; PCI:09-0Bh, LOC:09-0Bh) PCI Class Code Register DeSCrPtioN ..........ccvveeriiiiviieeeeeeiesiiieneeeeeeeeens 59
Table 4-15. (PCICLSR; PCI:0Ch, LOC:0Ch) PCI Cache Line Size Register DeSCrption.........cccvvevveeeiiiiiiiieeee e siiieeee e 59
Table 4-16. (PCILTR; PCI:0Dh, LOC:0Dh) PCI Latency Timer Register DeSCIiPtiON...........coccvvviieieeeiiiiiieee e e e sevveeeeeeeeees 59
Table 4-17. (PCIHTR; PCI:0Eh, LOC:0Eh) PCI Header Type Register DeSCHPON. ........coiiiiiiiiiieie it 59
Table 4-18. (PCIBISTR; PCI:0Fh, LOC:0Fh) PCI Built-In Self Test (BIST) Register Description...........cccouveeeieeiiiiiiiieeeeeenn. 60
Table 4-19. (PCIBARO; PCI:10h, LOC:10h) PCI Base Address Register for Memory Accesses to Local,

Runtime, and DMA ReQiSters DESCHPLION .......coiiiiiiiiiiiieee et e et e e e e e ennreeeeeae s 60
Table 4-20. (PCIBAR1; PCIl:14h, LOC:14h) PCI Base Address Register for I/O Accesses to Local,

Runtime, and DMA RegiSters DESCIIPLION ........uuuiiieeiiiiiiiiiieee e e sesiiiee e e e e e s st e e e e e s s snnnraeereaeessnnnnneeees 61
Table 4-21. (PCIBARZ2; PCI:18h, LOC:18h) PCI Base Address Register for Memory Accesses to

Local Address SPace 0 DESCIPLION .....uuiiie i it e e e e e e e e s e s e e e e e e st ae e e e e e e s e snrreaeaaeeesennnnnenes 61
Table 4-22. (PCIBAR3; PCI:1Ch, LOC:1Ch) PCI Base Address Register for Memory Accesses to

Local Address SPaCE 1 DESCHPLON .....uuiieeiiiicieieiee e e e e e et e e e e s e e e e e e e st ar e e e e e s s s snntrearaaeessannrenenns 62
Table 4-23. (PCIBAR4; PCI:20h, LOC:20h) PCI Base Address Register DeSCIIPLION..........cocvvrieiieeeiiiiiiieee e e e e e sivveeeeeeaens 62
Table 4-24. (PCIBARS; PCl:24h, LOC:24h) PCI Base Address Register DeSCrPLioN..........covuiiieiiiiieeiiiiie e 62
Table 4-25. (PCICIS; PCI:28h, LOC:28h) PCI Cardbus CIS Pointer Register DeSCHPtiON. ..........coviieeiiiiieeiiiee e 63
Table 4-26. (PCISVID; PCI:2Ch, LOC:2Ch) PCI Subsystem Vendor ID Register DesCription ...........cccccovvveeiiiiireiniiieeeenn 63
Table 4-27. (PCISID; PCI:2Eh, LOC:2Eh) PCI Subsystem ID Register DeSCIPLON ........c.cceiviiiiieiiiiiie e 63
Table 4-28. (PCIERBAR; PCI:30h, LOC:30h) PCI Expansion ROM Base Register Description..........cccccooeiuveeeieeeeniiiinnen. 63
Table 4-29. (PCIILR; PCI:3Ch, LOC:3Ch) PCI Interrupt Line Register DeSCHPLION. ........coiiiiiiiiiiiee e 63
Table 4-30. (PCIIPR; PCI:3Dh, LOC:3Dh) PCI Interrupt Pin Register DeSCIIPLON.......ccieeiiiiiiiiiee e seivireee e e reaeeee s 64
Table 4-31. (PCIMGR; PCI:3Eh, LOC:3Eh) PCI Min_Gnt Register DeSCHPLON.........uuviiieiieiiiiiieeee e rrae e 64
Table 4-32. (PCIMLR; PCI:3Fh, LOC:3Fh) PCIl Max_Lat Register DeSCHPtiON..........uuviieeiiiieiieee e ree e 64
Table 4-33. (LASORR; PCI:00h, LOC:80h) Local Address Space 0 Range Register for PCI-to-Local

[ T0 I LYY d ] o) 4o ) o PSS 65
Table 4-34. (LASOBA; PCI:04h, LOC:84h) Local Address Space 0 Local Base Address (Remap)

R LETo RS (T g DT T Yol o] (o] o F P PP UPUPPTPI 65
Table 4-35. (MARBR; PCI:08h or ACh, LOC:88h or 12Ch) Mode/Arbitration Register Description ...........ccccovvveeeeiiiereenen 66
Table 4-36. (BIGEND; PCI:0Ch, LOC:8Ch) Big/Little Endian Descriptor Register DesCription ...........cccoccvveeiniieeeiiieeeeen 67
Table 4-37. (EROMRR; PCI:10h, LOC:90h) Expansion ROM Range Register DesCriptioN............covcvieeiniieeeiiiiee e 68
Table 4-38. (EROMBA; PCl:14h, LOC:94h) Expansion ROM Local Base Address (Remap) Register and

BREQO CONtrol DESCIIPLION ..eeeiiiiiieiiie ettt et e e e e e e st e e e e e e s et e e e e e s s snnaraeeeaeesesnnnnnrenes 68
Table 4-39. (LBRDO; PCI:18h, LOC:98h) Local Address Space O/Expansion ROM Bus Region Descriptor

[T o 1S (=T g T=Y T od 110 o PSR 69
Table 4-40. (DMRR; PCI:1Ch, LOC:9Ch) Local Range Register for Direct Master to PCI Description..........ccccceevcvvvveeeennn. 70

OPLX Technology, Inc., 1998 Page xiv Version 1.05



PCI 9080 LIST OF TABLES

Table 4-41. (DMLBAM; PCI:20h, LOC:AO0h) Local Bus Base Address Register for Direct Master to

L@ IV =T g Lo VA = ETox o] (o] o TS 70
Table 4-42. (DMLBAI; PCIl:24h, LOC:A4h) Local Base Address Register for Direct Master to

[ O I (@ 7 @8 =l R TSl T o) o o 1SS 70
Table 4-43. (DMPBAM; PCI:28h, LOC:A8h) PCI Base Address (Remap) Register for Direct Master to

[ O I\ =T a o Y 1= Yo ] o) (o o OSSR 71
Table 4-44. (DMCFGA; PCI:2Ch, LOC:ACh) PCI Configuration Address Register for Direct Master to

O R (@& R B =TTol 1] ] i o] PP PP PUPPPPTPI 72
Table 4-45. (LAS1RR; PCI:FOh, LOC:170h) Local Address Space 1 Range Register for PCl-to-Local

2T O S B LoE Yol (] o] 1 o] o WO PP PT TP PUPPTPI 72
Table 4-46. (LAS1BA; PCI:F4h, LOC:174h) Local Address Space 1 Local Base Address (Remap)

R ETo RS (T g Lo T Yol o] (o] o F PO PP SPUPPTPI 73
Table 4-47. (LBRD1; PCI:F8h, LOC:178h) Local Address Space 1 Bus Region Descriptor

[T oIS (=T g T=Y T od 110 o SR 73
Table 4-48. (MBOXO; PCI:40h or 78h, LOC:C0h) Mailbox Register 0 DeSCIPLON .......ccieeeiiiiiiiiieee e e ciiiiieee e e e e e s vraeeeee s 74
Table 4-49. (MBOX1; PCl:44h or 7Ch, LOC:C4h) Mailbox Register 1 DESCIIPLION ......ccveeeiiiiiiiiieeee e e iiiiiieeee e e e e ssnvvneeeeeeeee s 74
Table 4-50. (MBOX2; PCI:48h, LOC:C8h) Mailbox RegisSter 2 DESCIPLION .....cciieiiiiciiiiieee e e e sttt e e e e e s s steer e e e e e s s sranaeeeee s 74
Table 4-51. (MBOX3; PCI:4Ch, LOC:CCh) Mailbox Register 3 DESCHPLON .........coiiiuiiiiieee e iiiiieeec e eesveee e e e e e searae e e 74
Table 4-52. (MBOX4; PCI:50h, LOC:DO0h) Mailbox Register 4 DeSCHPLION .........eiiiiiiieeiiiite ettt 74
Table 4-53. (MBOX5; PCI:54h, LOC:D4h) Mailbox Register 5 DeSCHPLION .........eieiiiiiieiiiiie ettt 75
Table 4-54. (MBOX6; PCI:58h, LOC:D8h) Mailbox Register 6 DeSCHPLION .........eeiiiiiiieiiiiie ettt 75
Table 4-55. (MBOX7; PCI:5Ch, LOC:DCh) Mailbox Register 7 DeSCHPLION ........cccoiiiiieiiiiieeaiet ettt 75
Table 4-56. (P2LDBELL; PCI:60h, LOC:EOh) PCI-to-Local Doorbell Register DeSCription...........coccvveiriieeeniiieee i 75
Table 4-57. (L2PDBELL; PCI:64h, LOC:E4h) Local-to-PCl Doorbell Register DeSCription ..........ccovcveieiriiieeiniiee e 75
Table 4-58. (INTCSR; PCI:68h, LOC:E8h) Interrupt Control/Status Register Description.........cccccceevviviiiieiree e, 76
Table 4-59. (CNTRL; PCI:6Ch, LOC:ECh) Serial EEPROM Control, PCI Command Codes, User I/O Control,

INit CoNtrol REQIStEr DESCHPLION ....iiiiee it e e e e e e e e e s s s e e e e e e e snnreaeeaneeeees 78
Table 4-60. (PCIHIDR; PCI:70h, LOC:F0Oh) PCI Permanent Configuration ID Register Description............ccccccvveeeeeicvvnnnnn. 79
Table 4-61. (PCIHREV; PCI:74h, LOC:F4h) PCI Permanent Revision ID Register Description .........cccccceovvcvvvveveeeeesscvvnnnn, 79
Table 4-62. (DMAMODEQ; PCI:80h, LOC:100h) DMA Channel 0 Mode Register DeSCHptioNn .........ccccovvvveeeiniireeiiieeeeee 80
Table 4-63. (DMAPADRO; PCI:84h, LOC:104h) DMA Channel 0 PCI Address Register Description.............ccvvevcveeeninnen. 81
Table 4-64. (DMALADRO; PCI:88h, LOC:108h) DMA Channel O Local Address Register Description...........cccccevcvveernneee. 81
Table 4-65. (DMASIZO0; PCI:8Ch, LOC:10Ch) DMA Channel 0 Transfer Size (Bytes) Register Description .............c......... 81
Table 4-66. (DMADPRO; PCI:90h, LOC:110h) DMA Channel O Descriptor Pointer Register Description.............c.cccvveeenee. 81
Table 4-67. (DMAMODELZ; PCI:94h, LOC:114h) DMA Channel 1 Mode Register DeSCription ..........ccccovcveeeiniereeiiieeeenee 82
Table 4-68. (DMAPADR1; PCI:98h, LOC:118h) DMA Channel 1 PCI Address Register Description.........cccccccevccvveeeeennnnns 83
Table 4-69. (DMALADR1; PCI:9Ch, LOC:11Ch) DMA Channel 1 Local Address Register Description ...........ccccccvvvveeeennn. 83
Table 4-70. (DMASIZ1; PCI:AOh, LOC:120h) DMA Channel 1 Transfer Size (Bytes) Register Description...............c......... 83
Table 4-71. (DMADPR1; PCl:Adh, LOC:124h) DMA Channel 1 Descriptor Pointer Register Description ..............cccvveeen... 83
Table 4-72. (DMACSRO; PCI:A8h, LOC:128h) DMA Channel 0 Command/Status Register Description .............ccccveeeeene 84

OPLX Technology, Inc., 1998 Page xv Version 1.05



PCI 9080 LIST OF TABLES

Table 4-73. (DMACSR1; PCI:A9h, LOC:129h) DMA Channel 1 Command/Status Register Description .............cccccceeeeen. 84
Table 4-74. (DMATHR; PCI:BOh, LOC:130h) DMA Threshold Register DesCription............coccuuiiiieeeiiiiiiieee e ssvveeeeaeeees 85
Table 4-75. (OPLFIS; PCI:30h, LOC:B0) Outbound Post List FIFO Interrupt Status Register Description............cccccvveeenn. 86
Table 4-76. (OPLFIM; PCI:34h, LOC:B4) Outbound Post List FIFO Interrupt Mask Register Description...........cccccvvveeenn. 86
Table 4-77. (IQP; PCI:40h) Inbound Queue Port Register DESCIHPLION .......cc.uviiiiiiee i s s e e s e e e e ssnrrreeeee s 86
Table 4-78. (OQP; PCl:44h) Outbound Queue Port Register DESCIPLION .........uuiiiieeiiiiiieiee e e e st e e s e e e srnrraeee s 87
Table 4-79. (MQCR; PCI:C0h, LOC:140h) Messaging Queue Configuration Register Description ...........ccccccveeevvvivvvnennnn. 87
Table 4-80. (QBAR; PCI:C4h, LOC:144h) Queue Base Address Register DeSCHPLON..........couiiiiiiiiieeniiiiieeee e 87
Table 4-81. (IFHPR; PCI:C8h, LOC:148h) Inbound Free Head Pointer Register DescCription...........ccccccovviiiiieeieeiiiiiiieeenn. 88
Table 4-82. (IFTPR; PCI:CCh, LOC:14Ch) Inbound Free Tail Pointer Register DeSCription...........ccooiuvviieieiiiniiiiieeeee e 88
Table 4-83. (IPHPR; PCI:D0Oh, LOC:150h) Inbound Post Head Pointer Register Description...........cccccooeuiiieiieeinnnciiiieeeenn. 88
Table 4-84. (IPTPR; PCI:D4h, LOC:154h) Inbound Post Tail Pointer Register DeScription.............cceveeriiiiiiiiiieee e 88
Table 4-85. (OFHPR; PCI:D8h, LOC:158h) Outbound Free Head Pointer Register DescCription ............ccccvvveveeeeieicciiennenenn. 89
Table 4-86. (OFTPR; PCI:DCh, LOC:15Ch) Outbound Free Tail Pointer Register Description .........cccccoevecvvvveeeeesieivvnennnn. 89
Table 4-87. (OPHPR; PCI:EOh, LOC:160h) Outbound Post Head Pointer Register DesSCription ............cccccvveeeviiciiieeeeeennns 89
Table 4-88. (OPTPR; PCI:E4h, LOC:164h) Outbound Post Tail Pointer Register Description .........ccccccovveiviiveeeeeiiiciiieeennn. 89
Table 4-89. (QSR; PCI:E8h, LOC:168h) Queue Status/Control REQISIEN ..........uuviieeiiiiiiiiiiiee e e e erre e 90
Table 5-1. PiN TYPE ADDIEVIALIONS ......eiiiiiiiiiiiiiiet et e e e s ettt r e e e s e ettt eeee e e sa s et e e e eeeaesanteasteeeeeeeesannsneneeeeeeseannntnnnneeens 91
Table 5-2. Power and Ground Pin DESCIIPIION .....c.iii ittt e e e e e ettt e e e e e s et abe e e e e e aeeesasbbbeeeaaessaanbaeeeaaaeas 92
Table 5-3. Serial EEPROM Interface Pin DESCIPLION .......ciiiiiiiiiiiiiie ettt e e e e e s e st e e e e e e s e snbaeaeaeaeas 92
Table 5-4. PCI System Bus INterface Pin DESCHPLION..........iiiiiiiiiiiiii ettt e e e e e e e e e abb e e e e e e e s e sabaeaeeeaeas 93
Table 5-5. Local Bus Mode and Processor Independent Interface Pin DeSCHPLION. ........ccoouiiiiiiiiiiiiiiieee e e 94
Table 5-6. C Bus Mode INterface Pin DESCHIPHON ..ottt ettt e e e e e e st e e e e e e e e bbnbe e e e e e e s e anbaeeeaeaeas 96
Table 5-7. J Bus Mode Interface Pin DESCIPLION ......co i ittt e e e e e sttt e e e e e e s bbbbeee e e e e e e annbaeeeaaaeas 98
Table 5-8. S Bus Mode Interface Pin DESCIPLION .....ccciiii et s s er e e e e e s e e e e e e s e st e e e e e e e s e snnnaeeeeeeeeeennnnnnees 100
Table 6-1. Absolute MaximMUM RALNGS ...eeeeeiiiiiiiiieiie e e is i e e e e s s s s e e e e e e s st e eeeeesssssbearreeeesaaasnsesaeeeeeessaasssannreeeeesannsnnnnes 103
LI ol Ry @ o T=T o ] o = U o 1= SRR 103
Table 6-3. Capacitance (SAMPIE tESIEA ONIY) .....uuiiiiie i e e e e e e e e s s s ae e e e e e e s e snranereaeeesannnnnnees 103
Table 6-4. Electrical Characteristics Estimated over Operating RANGE ...........uuvviieeiiiiiiiiiieee e eseeer e e e e e e e e 104
Table 6-5. AC Electrical Characteristics (Local Inputs) Estimated over Operating Range ..........ccuuveeveeeiiiiiiiiiieee e 105
Table 6-6. AC Electrical Characteristics (Local Outputs) Estimated over Operating Range ..., 106
TADIE B-7. ALE OPEIALION .....eeiiieiiiiiittiie et e e ettt e e e ettt et a e e e e o ettt et e ea e e s e aaa b be et e e e e e e e nbebee e e e e e e e e e e e amnbbeeeaeaeesaannbbeeeaaeeeaannrnbnees 107

OPLX Technology, Inc., 1998 Page xvi Version 1.05



PCI 9080 REVISION HISTORY

REVISION HISTORY

Date Revision Comment
713197 1.0 . Initial release.

. Release timing diagrams.

. Corrected typos and matched spec.

. Changed Pin 170 to NC.

. Changed LARBR (Local/Arbitration Register) to MARBR (Mode/Arbitration Register).
7/10/97 1.01 . Set up hold and output timings

. Change mechanical package dimension.
. Complete electrical tables in Section 6.

. Correct timing diagrams.

. Matched spec.

7124197 1.02 *  Changed the title of Section 7.

. Added READYo# value to Table 6-6.

. Removed WR# and RD# signals from and corrected signal LA[31:0] reference in Timing Diagram 8-20.

. Corrected titles of Timing Diagrams 8-20 and 8-68.
. Corrected titles of Sections 8.3.3 and 8.4.3.
8/19/97 1.03 . Corrected Bterm mode reference in Section 2.2.3.2.

. Corrected reference to Note in Table 4-7.

. Corrected information for bits [23:20] in Table 4-74.

. Corrected package mechanical dimension to 30.6 x 30.6 mm in Figure 7-1.
. Corrected LBE[3:0]# signal information in Timing Diagram 8-15.

. Corrected signal LA[31:0] reference in Timing Diagram 8-21.

. Corrected all “Bterm enabled” and “Bterm disabled” references to
“BTERM# enabled” and “BTERM# disabled” in all affected timing diagrams in Section 8.

. Applied general editing to register and pin out tables.

1/26/98 1.04 . Corrected values in Table 3-5.

. Corrected direction of DEVSEL#, TRDY# signal in Figure 3-16.

. Corrected name of Figure “Typical Adapter Block Diagram” and Table 6-3.

. Changed VIL and VIH values to include both CMOS and TTL values in Table 6-4.

. Significantly revised Table 6-5 and Table 6-6.
. Updated timing diagrams.
. Reversed "BTERM# enabled/disabled" changes made in v1.03 back to "Bterm enabled/disabled."

. Corrected text for DMATHR [31:28, 15:12] now reads "...before requesting PCI Bus
for reads" and bits [27:24, 11:8] now reads "...before requesting PCI Bus for writes."

OPLX Technology, Inc., 1998 Page xvii Version 1.05



PCI 9080 REVISION HISTORY

Date Revision Comment
9/1/98 1.05 . Changed document title from “Data Sheet” to “Data Book.”

. Added company background information.

. Corrected register bit number in section 3.7.6.1.

. Corrected Serial EEPROM Writable capability of 30h PCI CFG Register in Table 4-5.
. Corrected Bterm information on bit 23 of Table 4-39.

. Revised DMA Channel 1 number of full entries (delete divide by 2 operation) in Table 4-74.
. Updated timing diagrams.

. Added ALE Operation section after Electrical Specification page 103, Section 6.

*  Added values in Table 6-1.

. Revised operating range temperature values in Table 6-2.

. Added values in Table 6-4 for VOH3, VOL3, VIH3, and VIL3.

. Revised LAD values in Table 6-6.

. Revised timing diagrams 8-10, 8-17, 8-30, 8-31, 8-70, and 8-71.

. Cosmetic changes (capitalizations of specific terms, etc.).

OPLX Technology, Inc., 1998 Page xviii Version 1.05



PCI 9080

PREFACE

PREFACE

The information contained in this document should be considered preliminary. Although an effort has been made to keep
the information accurate, there may be misleading or even incorrect statements made herein. The document is being
written in parallel with actual chip development and, as such, it is subject to change. This description is intended to be a
living document, to be updated throughout the PCI 9080 design effort. It provides a broad technical overview of the
PCI1 9080.

The following is a list of additional documentation to provide the reader with further information about the PCI 9080 and
related subjects:

PCI Local Bus Specification, Revision 2.1

PCI Special Interest Group

5200 N.E. Elam Young Parkway, Hillsboro, OR, 97124-6497 USA
503-696-2000, http://www.pcisig.com

PCI Hot-Plug Specification, Revision 1.0

PCI Special Interest Group

5200 N.E. Elam Young Parkway, Hillsboro, OR, 97124-6497 USA
503-696-2000, http://www.pcisig.com

PCI Power Management Interface Specification, Rev. 1.0, June 30, 1997
PCI Special Interest Group

5200 N.E. Elam Young Parkway, Hillsboro, OR, 97124-6497 USA
503-696-2000, http://www.pcisig.com

PICMG 2.0, CompactPCI (registered) Specification, Revision 2.1 or greater
PCI Industrial Computer Manufacturers Group (PICMG)

301 Edgewater Place, Suite 220, Wakefield, MA 01880, USA

Tel: 781-224-1100, Fax: 617-224-1239, http://www.picmg.org

Intelligent I/O (1,0) Architecture Specification Rev 1.5

1,0 Special Interest Group

404 Balboa Street, San Francisco, CA 94118 USA

Tel: 415-750-8352, Fax: 415-751-4829, http://www.i20sig.com
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PCI I/O ACCELERATOR

SEPTEMBER 1, 1998 1LO COMPATIBLE PCI BUS MASTER INTERFACE CHIP
VERSION 1.05 FOR ADAPTERS AND EMBEDDED SYSTEMS
FEATURES « PCI ¢ Local Data transfers up to 132 MB/sec

* Programmable Local Bus supports nonmultiplexed
32-bit address/data, multiplexed 32- or 16-bit,
and Slave accesses of 32-, 16-, or 8-bit Local

PCI Specification 2.1 (v2.1) compliant Bus Master
Interface chip for adapters and embedded systems

* 1,0 Compatible Messaging Unit Bus devices
» 3.3 or 5volt PCI signaling, 5 volt core, low-power * Local Bus runs asynchronously to the PCI Bus
CMOS in a 208-pin PQFP . . . .
! Pin PQ »  Eight 32-bit Mailbox and two 32-bit Doorbell
* Two independent DMA channels for Local Bus registers

memory to and from PCI Host Bus Data transfers . . . . .
y * Performs Big Endian/Little Endian conversion

*  Upward compatibility with the PCI 9060, PCI 9060ES,
and PCI 9060SD

* Eight programmable FIFOs for zero wait state
burst operation
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SECTION 1 PCI1 9080

GENERAL DESCRIPTION

1. GENERAL DESCRIPTION

1.1 Company and Product Background

PLX Technology, Inc., the world leader in PCI-to-Local
Bus I/O accelerator chips, supports more than 500 OEM
customers in a wide variety of PCI applications.
Customer applications include PC workstations and
servers, PCI add-in boards, embedded PCI
communication systems such as routers and switches,
and industrial PCl implementations  such as
CompactPCI, PMC, and Passive Backplane PCI.

PLX Technology, Inc., is an active participant in industry
standard committees, including the PCI SIG™ 1,0 SIG",
and PICMG", and maintains active developer technology
and cross-marketing partnerships with industry leaders,
such as Intel, IBM, Hewlett-Packard, Motorola,
Integrated Systems, WindRiver and others.

Focused on providing complete solutions for
PCIl implementations, PLX provides design assistance to
customers in the form of Reference Design and Software
Development kits. Depending upon the application,
these kits may include reference boards, API libraries,
software debug tools, and sample device drivers with
source, enabling customers to quickly bring new designs
to production. New tools, application notes, FAQs, and
information updates are constantly added to the website
for the convenience of PLX customers. Our expertise
and total solutions for the PCI interface allow customers
to focus on adding value in their designs without
worrying about the complexities of implementing PCI,
1,0, and CompactPClI.

1.2 PCI 9080 Applications

1.2.1 PCI Adapter Cards

Major PCI adapter card applications for the PCI 9080
include high performance communications, networking,
disk control, multimedia, and video adapters. The
PCI1 9080 moves data between the host PCl Bus and
adapter Local Bus in several ways. First, the local CPU
or host processor may program the DMA controller of
the PCI 9080 to move data between the adapter memory
and host PCI Bus. Second, the PCI 9080 can perform
Direct Master Transfers, whereby a local CPU or
controller accesses the PCIBus directly through a
PCI Master transfer. The PCI 9080 also supports Slave
transfers in which another PCI device is the Master.
Finally, the PCI 9080 contains a complete messaging
unit with mailbox registers, doorbell registers, and queue

management pointers that can be used for message
passing under the 1,0 protocol or a custom protocol.

1.2.2 Embedded Systems

Another application for the PCI 9080 is in embedded
systems, such as network hubs and routers, printer
engines, and industrial equipment. In this configuration,
all four of the above-mentioned Data Transfer modes are
used. In addition, the PCI 9080 supports Type 0 and
Type 1 PCI Configuration cycles, which allows
embedded CPU to act as the embedded system host
and to configure other PCI devices in the system.

1.3 Major Features

PCI 2.1 Compliant. The PCI 9080 is compliant with all
aspects of PCI Specification v2.1.

[,O Messaging Unit. The PCI 9080 incorporates an 1,0
messaging unit. This enables the adapter or embedded
system to communicate with other [,0-supported
devices. The 1,0 messaging unit is fully compatible with
the PCI extension of the 1,0 specification v1.5.

Dual Independent Programmable DMA Controllers
with Programmable FIFOs. The PCI 9080 provides two
independently programmable DMA controllers with
programmable FIFOs for each channel. Each channel
supports Non-chaining and Chaining DMA modes,
Demand mode DMA, and End of Transfer (EOT) mode.

Direct Bus Master. The PCI 9080 supports Memory-
Mapped bursts, Transfer accesses, and 1/O-Mapped
Single-Transfer accesses to the PCI Bus from the Local
Bus Master. The PCI9080 also supports PCIBus
Interlock (LOCK#) cycles. The Read and Write FIFOs
enable high-performance bursting.

PCl Host Capability. In Direct Master mode, the
PCI9080 can generate Type O or Type 1
PCI Configuration cycles.

Direct Slave. The PCI 9080 supports Burst Memory-
Mapped and single 1/0-Mapped accesses to the Local
Bus. The Read and Write FIFOs enable high-
performance bursting.

Programmable Local Bus Modes. The PCI 9080 is a
PCI Bus Master interface chip that connects a PCI Bus
to one of three Local Bus types, selected through mode
pins. The PCI 9080 may be connected to any Local Bus
with a similar design with little or no glue logic. Table 1-1
lists the three modes.
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Table 1-1. Programmable Local Bus Modes
Mode Description
C 32-bit address/32-bit data, nonmultiplexed
J 32-bit address/32-bit data, multiplexed
S 32-bit address/16-bit data, multiplexed

Interrupt Generator. The PCI9080 can generate
PCI and Local interrupts from several sources.

Clock. The PCI 9080 Local Bus interface runs from a
local TTL clock and generates the necessary internal
clocks. This clock runs asynchronously to the PCI clock.
There is a buffered PCI clock (BPCLKo) for the Local
Bus to use. BPCLKo may be connected to LCLK.

3.3 Volt and 5 Volt Operation. The PCI 9080 core
requires 5V Vcc. The PCI 9080 provides 3.3V or 5V
signaling on the PCI Bus. The Local Bus operates at a
5V signaling level.

Serial EEPROM Interface. The PCI 9080 contains an
optional serial EEPROM interface that can be used to
load configuration information. This is useful for loading
information unique to a particular adapter (such as
Network ID or Vendor ID).

Mailbox registers. The PCI 9080 contains eight 32-bit
mailbox registers that may be accessed from the PCI or
Local Bus.

Doorbell registers. The PCI 9080 includes two 32-bit
doorbell registers. One generates interrupts from the
PCI Bus to Local Bus. The other generates interrupts
from the Local Bus to the PCI Bus.

Unaligned DMA Transfer Support. The PCI 9080 can
transfer data on any byte boundary.

Big/Little Endian Conversion.  The PCI 9080 supports
dynamic switching between Big Endian and Little Endian
operations for Direct Slave, Direct Master, DMA, and the
Internal register accesses on the Local Bus.

The PCI 9080 supports on-the-fly Endian conversion for
Space 0, Space 1, and Expansion ROM space. The
Local Bus can be Big/Little Endian by using the
BIGEND# input pin or programmable internal register
configuration. When BIGEND# is asserted, it overrides
the internal register configuration.

Note: The PCI Bus is always Little Endian.

Read Ahead Mode. The PCI9080 supports Read
Ahead mode, where prefetched data can be read from
the PCI 9080 internal FIFO instead of from the Local
Bus. Address must be subsequent to previous address
and 32-bit aligned (next address = current address + 4).

Programmable Bus Wait States. The PCI 9080 can be
programmed to keep the PCI Bus by generating a wait
state(s), thereby de-asserting TRDY#, if the Write FIFO
becomes full. The PCI 9080 can also be programmed to
keep the Local Bus. LHOLD is asserted if the Direct
Slave Write FIFO becomes empty or the Direct Slave
Read FIFO becomes full. The Local Bus is dropped in
either case when the Local Bus Latency Timer is
enabled and expires.

1.4 Compatibility of PCI 9080 with PCI 9060,
PCI 9060ES, and PCI 9060SD

The PCI 9080 is upward compatible with the PCI 9060,
PCI 9060ES and PCI 9060SD, except as noted in Table
1-2 and Section 4.1, “New Register Definitions
Summary.”

1.4.1 Pin Compatibility
When upgrading from the PCI 9060, 9060ES or 9060SD,

observe the following new pin definitions listed in
Table 1-2.

Table 1-2. Pin Compatibility

Pin | PCI 9060/9060ES/9060SD PCI 9080
# Pin Pin
Name Description Name Description
170 | CLKSEL Serial NC —
EEPROM
Clock Select
175 | EEIMC Optional EESEL Serial EEPROM
Serial Select
EEPROM
1=93CS46
Clock Source (1K bit)
0=93CS56
(2K bit)

1.4.2 Register Compatibility

All registers implemented in the PCI 9060, PCI 9060ES,
and PCl 9060SD are implemented in the PCI 9080.
There are a limited number of new bit definitions and
several new registers. Refer to Section 4.1, “New
Register Definitions Summary.”
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1.5 Comparison of PCI 9060, PCI 9060ES, PCI 9060SD, and PCI 9080

Table 1-3. Comparison of the PCI 9060, PCI 9060ES, PCI 9060SD, and PCI 9080

Feature PCI 9060 PCI 9060ES PCI 9060SD PCI 9080
Number of DMA Channel(s) 2 0 1 2
Local Address Spaces 2 2 3 3
Direct Master Mode Yes Yes No Yes
Mailbox Registers Eight 32-bit Four 32-bit Four 32-bit Eight 32-bit
Doorbell Registers Two 32-bit Two 8-bit Two 8-bit Two 32-bit
FIFOs 8 4 4 8
FIFO Depth—Direct Slave Write, Direct Master 8 Lwords 16 Lwords 16 Lwords 32 Lwords
Write, DMA 0 Read and DMA 0 Write (32 bytes) (64 bytes) (64 bytes) (128 bytes)
FIFO Depth—Direct Slave Read, Direct Master 8 Lwords 16 Lwords 16 Lwords 16 Lwords
Read, DMA 1 Read and DMA 1 Write (32 bytes) (64 bytes) (64 bytes) (64 bytes)
LLOCKao# Pin for Lock Cycles No Yes Yes Yes
WAITI# Pin for Wait State Generation No Yes Yes Yes
BPCLKo Pin; Buffered PCI Clock No Yes Yes Yes
DREQ# and DACK# Pins for Demand Mode Yes No Yes Yes
DMA Support (Channel 1 only)
Register Addresses — Identical except Identical, except Identical except
9060ES has no 9060SD has one PCI 9080 has
DMA registers and DMA register and additional 1,0 related
Tables 25, 26, and 43 | Tables 4-29 and 4-30 registers and 30h,
were added were added 34h, 40h, and 44h
were remapped
Pin Out — Signals deleted: Signals deleted: Input signal added:
Note:  The PCI 9080 includes all Bigggz (pin gg) DBSEEF?”-Z% EOT1# (pin 163)
changes made for PCI 9060, PCI 9060ES, (pin 30) DREOO# (pm 2 g Signal changed:
and PCI 9060SD. Input signals added: QO# (pin 29) EESEL (pin 175)
; DACKO# (pin 30)
WAITI# (pin 6) BTERMo# (oin 28
BIGEND¥# (pin 48) o# (pin 28)
; . Input signals added:
Output S|gnal_s added: WAITI% (pin 6)
BPCLKo (pin 168) .
LLOCKo# (pin 7) BIGEND# (pin 48)
EOTO# (pin 164 in
C mode, Pin5in
J and S modes)
Output signals added:
BPCLKo (pin 168)
LLOCKo# (pin 7)
Big/Little Endian Conversion No Yes Yes Yes
PCI Specification v2.1 Deferred Reads No Yes Yes Yes
Programmable Prefetch Counter No Yes Yes Yes
Write and Invalidate Cycle No Yes Yes Yes
Additional Device and Vendor ID Register No Yes Yes Yes
1,0 Messaging Unit No No No Yes
3.3V PCI Bus Signaling No No No Yes
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2. BUS OPERATION

2.1 PCI Bus Cycles

The PCI 9080 is compliant with PCI Specification v2.1.
Refer to the PCI 2.1 spec for any specific features of the
PCI Bus.

2.1.1 PCI Target Command Codes

As a Target, the PCI 9080 allows access to its Internal
registers and the Local Bus, using the commands listed
in Table 2-1.

Table 2-1. PCI Target Command Codes

Command Type Code (C/BE[3:0]#)
I/0 Read 0010 (2h)
I/O Write 0011 (3h)
Memory Read 0110 (6h)
Memory Write 0111 (7h)
Memory Read Multiple 1100 (Ch)
Memory Read Line 1110 (Eh)
Memory Write and Invalidate 1111 (Fh)
Configuration Read 1010 (Ah)
Configuration Write 1011 (Bh)

All Read or Write accesses to the PCI 9080 can be Byte,
Word, or Longword (Lword) accesses. All memory
commands are aliased to the basic memory commands.
All I/O accesses to the PCI 9080 are decoded to an
Lword boundary. The byte enables are used to
determine which bytes are read or written. An I/O access
with illegal byte enable combinations is terminated with a
Target Abort.

2.1.2 PCI Master Command Codes

The PCI 9080 can access the PCI Bus to perform DMA
transfers or Direct Master Local-to-PCl Bus transfers.
During the Direct Master or DMA transfer, the command
code assigned to the PCI 9080 Internal register location,
(CNTRL[15:0], is used as the PCl command code. Table
2-2 through Table 2-5 lists the various PCIl Master
Command codes.

Notes: Programmable Internal registers determine
PCI command codes when the PCI 9080 is Master.

DMA cannot perform I/O or Configuration accesses.

2.1.2.1 DMA Master Command Codes

DMA controllers of the PCI9080 can generate the
Memory cycles listed in Table 2-2.

Table 2-2. DMA Master Command Codes

Command Type Code (C/BE[3:0]#)
Memory Read 0110 (6h)
Memory Write 0111 (7h)

Memory Read Multiple 1100 (Ch)
Memory Read Line 1110 (Eh)
Memory Write and Invalidate 1111 (Fh)

2.1.2.2 Direct Local-to-PCI
Command Codes

For direct Local-to-PCl Bus accesses, the PCI 9080

generates the cycles listed in Table 2-3 through
Table 2-5.

Table 2-3. Local-to-PCI Memory Access

Command Type Code (C/BE[3:0]#)
Memory Read 0110 (6h)
Memory Write 0111 (7h)

Memory Read Multiple 1100 (Ch)
Memory Read Line 1110 (Eh)

Table 2-4. Local-to-PCI I/O Access

Command Type Code (C/BE[3:0]#)
I/0 Read 0010 (2h)
1/0 Write 0011 (3h)

Table 2-5. Local-to-PCI Configuration Access

Command Type Code (C/BE[3:0]#)
Configuration Memory Read 1010 (Ah)
Configuration Memory Write 1011 (Bh)

2.1.3 PCI Arbitration

The PCI9080 asserts output REQ# to request the
PCIBus. The PCI9080 can be programmed using
MARBR[23] to de-assert REQ# when it asserts FRAME#
during a Bus Master cycle, or to keep REQ# asserted for
the entire Bus Master cycle. The PCI 9080 always de-
asserts REQ# for a minimum of two PCI clocks between
Bus Master ownership that includes a Target disconnect.

The Direct Master Write Delay bits (DMPBAM[15:14])
can be programmed to delay assertion of the PCI 9080
PCI REQ# signal during a Direct Master Write cycle.
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This register can be programmed to wait 0O, 4, 8, or 16
PCI Bus clocks after the PCI 9080 has received its first
Write data from the Local Master and is ready to begin
the PCI Write transaction. This feature is useful in
applications where the Local Master is bursting and the
Local Bus clock is slower than the PCI Bus clock. This
allows Write data to accumulate in the Direct Master
Write FIFO of the PCI 9080, which provides for better
utilization of the PCI Bus.

2.2 LOCAL BUS CYCLES

The PCI 9080 connects a PCI Host bus to several Local
processor bus types, as listed in Table 2-6. It operates in
one of three modes, selected through mode pins 9 and
10, corresponding to three bus types—C, J, and S.

Table 2-6. Local Processor Bus Types

Bit 9 Bit 10 Mode Bus Type
0 0 C 32-bit nonmultiplexed
0 1 J 32-bit multiplexed
1 0 S 16-bit multiplexed
1 1 Reserved —

2.2.1 Local Bus Arbitration

When the PCI 9080 owns the Local Bus, both its LHOLD
output and LHOLDA input are asserted. When the
PCI 9080 samples that BREQ is asserted during a DMA
transfer or Direct Slave Write transfer, it gives up the
Local Bus within two Lword transfers by de-asserting
LHOLD and floating its Local Bus outputs if:

* BREQ is gated or disabled; or

e Gating is enabled and the Local Bus Latency
Timer expires

The Local Arbiter can now grant the Local Bus to
another Local Master. After the PCI 9080 samples that
its LHOLDA is de-asserted and its Local Pause Timer is
zero, it re-asserts LHOLD to request the Local Bus.
When the PCI 9080 receives LHOLDA, it drives the bus
and continues from where it left off.

2.2.2 Local Bus Direct Master

Local Bus cycles can be Continuous Single or Burst
cycles (programmable by way of the PCI 9080 Internal
registers). As a Local Bus Target, the PCI 9080 allows
access to its Internal registers and the PCI Bus.

In C and J modes, Local Bus Direct Master accesses to
the PCI 9080 must be for a 32-bit nonpipelined bus.

In S mode, Local Bus Direct Master accesses to the
PCI 9080 must be for a 16-bit nonpipelined bus.

2.2.3 Local Bus Direct Slave

PCI Bus Master Read/Write to Local Bus (the PCI 9080
is a PCI Bus Target and Local Bus Master).

2.2.3.1 Ready/Wait State Control

Accessing PC1 9080 Accessing PC19080
from PCI Bus from Local Bus

—) K—

PC1 9080 de-asserts
TRDY# when waiting
on the Local Bus

PC19080 generates READYo#
when data is valid on
the following clock edge

PCI Bus de-asserts Local Processor
IRDY# or simply end the generates wait states
cycle when it's not ready P C I with WAITI#

PC19080 <: 9080 :> PC19080
Accessing PCI Bus Accessing Local Bus
PC19080 can be
programmed
to de-assert IRDY#
when its FIFOs are on
a Direct Master Read

PC1 9080 generates wait
states with WAITO#
(programmable)

PCI Bus de-asse_rt’s Local Bus can respond
TRDY# when it's to PCI 9080 requests with
not ready READYi#

Figure 2-1. Wait States

Note: The figure represents a sequence of Bus cycles.

If READYi# input is disabled, the external READYi#
input has no effect on wait states for a local access. Wait
states between Data cycles are generated internally by
a wait state counter. Wait state counter is initialized with
its Configuration register value at the start of each
data access.

If READYi# is enabled, READYi# has no effect until the
wait state counter is 0. READYi# then controls the
number of additional wait states.

BTERM# input is not sampled until the wait state counter
is 0. BTERM# overrides READYi# when BTERM#
is asserted.

2.2.3.1.1 Wait State—Local Bus

With Direct Master mode and accessing the PCI 9080
registers (PCI 9080 local as Slave):

e PCI 9080 generates wait states with READY o#

* Local processor generates wait states with WAITI#
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With Direct Slave and DMA modes (PCI 9080 Local Bus
as Master):

* The PCI 9080 generates wait states with WAITO#
» Local processor generates wait states with READY i#

e Use LBRDO0[21:18, 5:2], DMAMODEQI[5:2], and
DMAMODE1[5:2] to program the number of
wait states

2.2.3.1.2 Wait State—PCI Bus

When the wait state occurs on the PCI Bus, Master
throttles IRDY# and Slave throttles TRDY#.

2.2.3.2 Burst Mode and Continuous Burst
Mode (Bterm “Burst Terminate” Mode)

Table 2-7. Burst and Bterm on the Local Bus

Notes: If Bterm is disabled, the PCI 9080 performs
the following:

e 32-bit Local Bus—Burst up to four Lwords
e 16-bit Local Bus—Burst up to two Lwords
e 8-bit Local Bus—Burst up to one Lword
In every case, it performs four transactions.

In the following sections, Bterm refers to the PCI 9080
Internal register bit. BTERM# refers to the PCI 9080
external signal.

2.2.3.2.1 Burst Mode

If bursting is enabled and BTERM# input is not enabled,
bursting can start on any boundary and continue up to
an address boundary, as described in Table 2-8. After
the data at the boundary is transferred, the PCI 9080
generates a new Address cycle (ADS#).

Mode Burst Bterm Result
Single Cycle 0 0 One ADS# per data (default) Table 2-8. Burst Mode
Single Cycle 0 1 Still one ADS# per data Bus Mode Burst
Burst-4 1 0 One ADS# per four data C,J 32-bit bus—Four Lwords or up to a quad Lword
(use this mode for i960) boundary (LA3, LA2 =11)
Burst Forever 1 1 One ADS# per BTERM# C,J 16-bit bus—Four words or up to a quad word
boundary (LA2, LA1 = 11)
C,J 8-bit bus—Four bytes or up to a quad byte
On the Local Bus, BLAST# and BTERM# perform boun_dary (LA_l’ LA0=1D
the following: S égijt;]lgg?;(—l_iég?h&vzor:dilc;r up to a quad Lword

e If burstis enabled (LBRDO0[26,24] for non-DMA,
DMAMODEQ[8] and DMAMODEZ1[8] for DMA), but
Bterm mode is disabled (LBRDO[7], DMAMODEOQ[7]
and DMAMODEZ1][7]), then the PCI 9080 bursts four
Lwords. BLAST# is generated at the fourth Lword
(LA[3:2]=11), new ADS# at the first Lword
(LA[3:2]=00) of the next burst.

e If BTERM# sampling is enabled and BTERM# is
low, the PCI 9080 forces a new ADS#, but does
not generate a new BLAST# signal.

* BTERM# input is valid only when the PCI 9080
is the Master of the Local Bus (Direct Slave or
DMA modes).

« BTERM# is generated by external logic. It is input
to the PCI 9080 (and i960) and used to tell the
PCI 9080 (and i960) to break up a Burst cycle.

 BTERM# is used, for example, to signal that a
Memory access is crossing the page boundary.

On the PCI Bus, burst is always enabled.

2.2.3.2.2 Continuous Burst Mode
(Bterm “Burst Terminate” Mode)

Bterm mode enables the PCI 9080 to perform long
bursts to devices that can accept longer than four Lword
bursts. The PCI 9080 generates one Address cycle and
continues to burst data. If a device requires a new
Address cycle after a certain address boundary, it can
assert BTERM# input to cause the PCI 9080 to generate
a new Address cycle. BTERM# input acknowledges the
current Data transfer and requests that a new Address
cycle be generated (ADS#). This address is used for the
next Data transfer. If Bterm mode is enabled, the
PCI 9080 asserts BLAST# only if its FIFOs become full
or empty, or if a transfer is complete.

Note: If BTERM# is asserted, BLAST# does not assert
until the previously described conditions are met.
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2.2.3.2.3 Partial Lword Accesses
Lword accesses in which not all byte enables are

asserted are broken into Single Address and Data
cycles, as listed in Table 2-9.

Table 2-9. Partial Lword Accesses

Register Value for LBRDO Result
Burst Enable Bterm Enable (Number of Transfers)
0 0 Single Cycle (Default)
0 1 Single Cycle
1 0 Burst four Lwords at a time
1 1 Continuous Burst Mode

2.2.3.3 Recovery States

In J and S modes, the PCI 9080 inserts one recovery
state between the last Data transfer and next Address
cycle.

The PCI 9080 does not support the 80960J feature of
using READYi# input to add recovery states. No
additional recovery states are added if READYi# input
remains asserted during the last Data cycle.

2.2.3.4 Local Bus Read Accesses

For all Single Cycle Local Bus Read accesses,
the PCI1 9080 reads only bytes corresponding to byte
enables requested by the PClinitiator. For all
Burst Cycle Bus Read accesses, the PCI 9080 reads
only Lwords.

2.2.3.5 Local Bus Write Accesses

For Local Bus writes, only the bytes specified by a
PCl Bus Master or the PCI9080 DMA controller are
written. Access to an 8- or 16-bit bus results in the
PCI Bus Lword being broken into multiple Local Bus
transfers. For each transfer, the byte enables are
encoded as in the 80960C to provide Local Address bits
LA[1:0].

2.2.3.6 Direct Slave Write Accesses—8- and
16-Bit Buses

A Direct PCl access to an 8- or 16-bit bus results in the
PCI Bus Lword being broken into multiple Local Bus
transfers. For each transfer, the byte enables are
encoded as in the 80960C to provide Local Address bits
LA[1:0].

2.2.3.7 Local Bus Data Parity

There is one data parity pin for each byte lane of the
PCI 9080 data bus (DP[3:0]). Even data parity is
generated for each lane during Local Bus reads from the
PCI1 9080 and during PCI 9080 Master writes to the
Local Bus.

Even data parity is checked during Local Bus writes to
the PCI 9080 and during PCI 9080 reads from the Local
Bus. Parity is checked for each byte lane with an
asserted byte enable. PCHK# is asserted in the Clock
cycle following the data being checked if a parity error
is detected.

Generation or use of Local Bus data parity is optional.
Signals on data parity pins do not affect operation of
the PCI 9080. PCI Bus parity checking and generation
isindependent of Local Bus parity checking
and generation.

2.2.3.8 Local Bus Big/Little Endian

PCI Bus is a Little Endian bus (that is, data is Lword
aligned to the lowermost byte lane). Byte 0 (address 0)
appears in AD[7:0], Byte 1 appears in AD[15:8], Byte 2
appears in AD[23:16] and Byte 3 appears in AD[31:24].

The PCI 9080 Local Bus can be programmed to operate
in Big or Little Endian mode, as listed in Table 2-10.

Table 2-10. Big/Little Endian Program Mode

BIGEND# Pin Register Endian
1=Big, O=Little
0 0 Big
0 1 Big
1 0 Little
1 1 Big

For Configuration cycles, refer to BIGEND[OQ]. For Direct
Master, Memory, and I/O cycles, refer to BIGEND[1]. For
Direct Slave cycles, refer to BIGEND[2], Space 0, and
BIGEND]I3], Expansion ROM.

In Big Endian mode, the PCI 9080 transposes data byte
lanes. Data is transferred as listed in Table 2-11 through
Table 2-15.

2.2.3.8.1 32-Bit Local Bus—Big Endian
Mode

Data is Lword aligned to the uppermost byte lane. Byte
lanes and burst orders are listed in Table 2-11 and
illustrated in Figure 2-2.
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Table 2-11. Upper Lword Lane Transfer

Burst Order
First Transfer

Byte Lane
Byte 0 appears on Local Data [31:24]

Byte 1 appears on Local Data [23:16]

Byte 2 appears on Local Data [15:8]

Byte 3 appears on Local Data [7:0]

31 Little Endian 0
BYTE 3 BYTE 2 BYTE 1 BYTE O
31 0
BYTE O BYTE 1 BYTE 2 BYTE 3

Big Endian

Figure 2-2. Big/Little Endian—32-Bit Local Bus

2.2.3.8.2 16-Bit Local Bus—Big
Endian Mode

Little Endian
31 0
BYTE 3 BYTE 2 BYTE 1 BYTE 0
Second Cycle BYTE 0 BYTE 1
31 16
15 0
BYTE 0 BYTE 1 Big Endian
31 16
15 0
Big Endian

Figure 2-3. Big/Little Endian—16-Bit Local Bus

2.2.3.8.3 8-Bit Local Bus—Big Endian Mode

For an 8-bit Local Bus, the PCI9080 can be
programmed to use the upper or lower byte lane.
Byte lanes and burst order are listed in Table 2-14 and
Table 2-15 and illustrated in Figure 2-4.

Table 2-14. Upper Byte Lane Transfer

Burst Order

Byte Lane

For a 16-bit

Local Bus,

the PCI9080 can be
programmed to use the upper or lower word lane.

Byte lanes and burst order are listed in Table 2-12 and
Table 2-13 and illustrated in Figure 2-3.

Table 2-12. Upper Word Lane Transfer

Burst Order

Byte Lane

First Transfer

Byte O appears on Local Data [31:24]

Byte 1 appears on Local Data [23:16]

Second Transfer

Byte 2 appears on Local Data [31:24]

Byte 3 appears on Local Data [23:16]

Table 2-13. Low

er Word Lane Transfer

Burst Order

Byte Lane

First Transfer

Byte 0 appears on Local Data [15:8]

Byte 1 appears on Local Data [7:0]

Second Transfer

Byte 2 appears on Local Data [15:8]

Byte 3 appears on Local Data [7:0]

First transfer

Byte 0 appears on Local Data [31:24]

Second transfer

Byte 1 appears on Local Data [31:24]

Third transfer

Byte 2 appears on Local Data [31:24]

Fourth transfer

Byte 3 appears on Local Data [31:24]

Table 2-15. Low

er Byte Lane Transfer

Burst Order

Byte Lane

First Transfer

Byte O appears on Local Data [7:0]

Second Transfer

Byte 1 appears on Local Data [7:0]

Third Transfer

Byte 2 appears on Local Data [7:0]

Fourth Transfer

Byte 3 appears on Local Data [7:0]
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31 Little Endian 0 For each of the following transfer types, the PCI 9080

BYTE 3 BYTE 2 BYTE 1 BYTE 0 Local Bus can be independently programmed to operate
in Little Endian or Big Endian mode:

N\
e Local Bus accesses to the PCI 9080
First Cycle Configuration registers
BYTE 0 » Direct Slave PCI accesses to Local Address
Second Cycle Space 0
31 24
Third Gycle BYTEO |7 0 « Direct Slave PCl accesses to Local Address
31 24 Space 1
\V4 BYTEO |7 0 ) .
Fourth Cycle - ” » Direct Slave PCI accesses to Expansion ROM
BYTE O 7 0 Big Endian  DMA Channel 0 accesses to the Local Bus
3; 23 « DMA Channel 1 accesses to the Local Bus

e Direct Master accesses to PCI Bus
Figure 2-4. Big/Little Endian—8-Bit Local Bus

For Local Bus Configuration accesses, an input pin can
be used to dynamically change the Endian mode.
Notes: The PCI Bus is always Little Endian mode.

Only byte lanes are swapped, not individual bits.
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3. FUNCTIONAL DESCRIPTION

Functional operation described can be changed or
modified, depending on the register configuration.

3.1 RESET

3.1.1 PCI Bus Input RST#

PCI Bus RST# input pin is a PCI Host reset. It causes all
PCI Bus outputs to float, resets the entire PCI 9080 and
causes the local reset output, LRESETo#, to be
asserted. If you have a PCI Host (PCICR[2:0]), Master
Enable, Memory Space, /0 Space is programmed by
the host after initialization is complete (CNTRL[31]=1).
(Refer to Figure 3-1.)

PCIl Reset

y

4

Local Processor
Sets CNTRLJ[3]
Local Init = Done

Serial EEPROM
Initialization

4 4

Local Processor Host Configures
Configures PC1 9080 PC19080

Figure 3-1. Reset and Initialization Process

3.1.2 Software Reset LRESETo#

When asserted, the LRESETo# Software Reset
CNTRL[30] resets the PCI 9080 Local Configuration and
Local DMA registers. However, it does not reset the
PCI Configuration and Shared Runtime registers. When
the bit is set, the PCI 9080 responds to PCIl accesses,
but not to local accesses. The PCI 9080 remains in this
condition until PClI Host clears the bit. The serial
EEPROM is reloaded if CNTRL[29] is set.

3.1.3 Local Bus Input LRESETi#

When asserted, the LRESETIi# input resets the Local
Bus portion of the PCI 9080, clears all local configuration
and DMA registers and causes LRESETo# output to be
asserted.

3.1.4 Local Bus Output LRESETo#

LRESETo# is asserted when PCIBus RST# input is
asserted, the LRESETi# input is asserted, or the
Software Reset bit in the Init Control register is set to 1.

3.1.5 Software Reset

A host on the PCI Bus can set the software Software
Reset bit in the Init Control register to reset the PCI 9080
and assert the LRESETo# output. All Local
Configuration and DMA registers reset. PCI
Configuration registers do not reset. When the Software
Reset bit is set, the PCI 9080 responds to PCl accesses,
but not to Local accesses. The PCI 9080 remains in this
reset condition until the PCI Host clears the bit.

Note: The Local Bus cannot clear this reset bit
because the Local Bus is in a reset state.

3.2 PCI 9080 Initialization

The PCI9080 Configuration registers can be
programmed by an optional serial EEPROM and/or by a
Local processor, as listed in Table 3-1. The serial
EEPROM can be reloaded by setting CNTRL[29].

In general, the PCI 9080 retries all PCI cycles until the
Local Init Done bit is set or until NB# is low.

Note: The PCIl Host processor can also access the
internal Configuration register after power-on.
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Table 3-1. NB# and Serial EEPROM Guidelines

NB# Serial System Boot Condition
EEPROM
Low No Boot with PCI 9080 default values.

Programmed | Boot with serial EEPROM values.

Blank Not recommended (uses default
values).
High No Local processor programs the

PCI 9080 registers, then sets Local Init
Status (CNTRL[31] = done).

Note: Some systems hang if Direct
Slave reads and writes take too long
(during initialization, the PCI Host also
performs Direct Slave accesses). Value
of PCI Target Retry Delay Clocks
(LBRDO0[31:28]) may resolve this
problem.

Programmed | Load serial EEPROM, but Local
processor can reprogram the
PCI 9080.

Blank Load serial EEPROM (default values),
but Local processor can reprogram the
PCI 9080. The system can boot.

Note: The serial EEPROM can be
programmed through the PCI 9080
after system boots in this condition.

3.2.1 Serial EEPROM Initialization

During serial EEPROM initialization, the PCI 9080
response to PCI Target accesses is Retry. During serial
EEPROM initialization, the PCI 9080 response to a Local
processor is to hold off READYo#.

3.2.2 Local Initialization

The PCI 9080 issues a Retry to all PCl accesses until
the Local Init Done bit in the Init Control register is set.
The Init Done bit is programmable through Local Bus
Configuration accesses. If this bit is not going to be set
by a Local processor, then NB# input should be tied low.
Holding NB# input low externally forces the Local Init
Done bit to 1.

The PCI9080 default values are used if a serial
EEPROM is not present and Local Init Status bit is set
to 1 by holding the NB# input low or set by the
Local processor.

3.3 SERIAL EEPROM

After reset, the PCI 9080 attempts to read the serial
EEPROM to determine its presence. An active low start
bit indicates the serial EEPROM is present (the
PCI1 9080 supports 93CS46 (1K) or 93CS56 (2K),
selectable by way of the EESEL pin). (Refer to
manufacturer’s data sheet for particular serial EEPROM
being used.) The first word is then checked to verify the
serial EEPROM is programmed. If the first word (16 bit)
is all ones, a blank serial EEPROM the PCI 9080 uses
default values instead.

The 5V serial EEPROM clock (EESK, pin 173) is derived
from the PCI clock. The PCI 9080 generates the serial
EEPROM clock by internally dividing the PCI clock
by 32.

The serial EEPROM can be read or programmed from
the PCI or Local Bus. Bits [27:24] of the Serial EEPROM
Control register (CNTRL[27:24]) control the PCI 9080
pins that enable the reading or writing of serial EEPROM
data bits. (Refer to manufacturer's data sheet for
particular serial EEPROM being used.)

The PCI 9080 has three serial EEPROM load options:

e Short Load Mode —SHORT# input pin is pulled
down and the PCI 9080 loads five Lwords from the
serial EEPROM

e Long Load Mode —SHORT# input pin is pulled up,
bit 25 of the Local Bus Region Descriptor Register is
set to 0, and the PCI 9080 loads 17 Lwords from the
serial EEPROM (LBRDO[25])

e Extra Long Load Mode —SHORT# input pin is
pulled up, bit 25 of the Local Bus Region Descriptor
Register is set to 1 during Long Load from the serial
EEPROM, and the PCI 9080 loads 21 Lwords from
the serial EEPROM (LBRDOJ[25])
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3.3.1 Short Serial EEPROM Load

The registers listed in Table 3-2 are loaded from serial
EEPROM after reset is de-asserted if SHORT# pin is
low. The serial EEPROM is organized in 16-bit words.
The PCI 9080 first loads MSW (Most Significant Word;
bits [31:16]), starting from the most significant bit [31].
The PCI 9080 then loads LSW (Least Significant Word;
bits [15:0]), starting again from the most significant bit
[15]. Therefore, the PCI 9080 loads Device ID, Vendor
ID, class code, and so forth. The five 32-bit words are
stored sequentially in the serial EEPROM.

Table 3-2. Short Serial EEPROM Load Registers

Serial Description Sample
EEPROM Serial
Offset EEPROM
Value
0 Device ID 9080
2 Vendor ID 10B5
4 Class Code 0680
6 Class Code, Revision 0002
8 Maximum Latency, Minimum Grant 0000
A Interrupt Pin, Interrupt Line Routing 0100
C MSW of Mailbox 0 (User Defined) XXXX
E LSW of Mailbox O (User Defined) XXXX
10 MSW of Mailbox 1 (User Defined) XXXX
12 LSW of Mailbox 1 (User Defined) XXXX

3.3.2 Long Serial EEPROM Load

The registers listed in LBRDO are loaded from serial
EEPROM after reset is de-asserted if SHORT# pin is
high. The serial EEPROM is organized in 16-bit words.
The PCI 9080 first loads MSW (Most Significant Word;
bits [31:16]), starting from the most significant bit [31].
The PCI 9080 then loads LSW (Least Significant Word;
bits [15:0]), starting again from the most significant bit
[15]. Therefore, the PCI 9080 loads Device ID, Vendor
ID, class code, and so forth.

The serial EEPROM value can be entered into a DATA
I/O programmer in the order shown below. The values
shown are examples and must be modified for each
particular application. The 34 16-bit words listed in the
table are stored sequentially in the serial EEPROM.
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Table 3-3. Long Serial EEPROM Load Registers

Serial EEPROM Offset Description
0 Device ID
2 Vendor ID
4 Class Code
6 Class Code, Revision
8 Maximum Latency, Minimum Grant
A Interrupt Pin, Interrupt Line Routing
C MSW of Mailbox 0 (User Defined)
E LSW of Mailbox O (User Defined)
10 MSW of Mailbox 1 (User Defined)
12 LSW of Mailbox 1 (User Defined)
14 MSW of Range for PCI-to-Local Address Space 0
16 LSW of Range for PCI-to-Local Address Space 0
18 MSW of Local Base Address (Remap) for PCI-to-Local Address Space 0
1A LSW of Local Base Address (Remap) for PCI-to-Local Address Space 0
1C MSW of Local Arbitration Register
1E LSW of Local Arbitration Register
20 MSW of Local Bus Big/Little Endian Descriptor Register
22 LSW of Local Bus Big/Little Endian Descriptor Register
24 MSW of Range for PCI-to-Local Expansion ROM
26 LSW of Range for PCI-to-Local Expansion ROM
28 MSW of Local Base Address (Remap) for PCI-to-Local Expansion ROM
2A LSW of Local Base Address (Remap) for PCI-to-Local Expansion ROM
2C MSW of Bus Region Descriptors for PCI-to-Local Accesses
2E LSW of Bus Region Descriptors for PCI-to-Local Accesses
30 MSW of range for Direct Master to PCI
32 LSW of range for Direct Master to PCI
34 MSW of Local Base Address for Direct Master to PCI Memory
36 LSW of Local Base Address for Direct Master to PCl Memory
38 MSW of Local Bus Address for Direct Master to PCI I0/CFG
3A LSW of Local Bus Address for Direct Master to PCI IO/CFG
3C MSW of PCI Base Address (Remap) for Direct Master to PCI
3E LSW of PCI Base Address (Remap) for Direct Master to PCI
40 MSW of PCI Configuration Address Register for Direct Master to PCI I0/CFG
42 LSW of PCI Configuration Address Register for Direct Master to PCI IO/CFG
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3.3.3 Extra Long Serial EEPROM Load

An Extra Long Load mode is provided in the PCI 9080
(LBRDO) to load an additional five Lwords from the
serial EEPROM. If bit 25 is set to 1 in the Local Bus
Region Descriptor register (LBRDO), the following five
Lword registers are loaded in addition to normal Long
Load process (refer to Section 3.3.2, “Long Serial
EEPROM Load"). Bit 25 must be set to 1 during the
Long Load Process. (Refer to Table 3-4.)

Table 3-4. Extra Long Serial EEPROM
Load Registers

Serial Description
EEPROM
Offset

44 Subsystem ID

46 Subsystem Vendor ID

48 MSW of Range for PCI-to-Local Address Space 1
(1 MB)

4A LSW of Range for PCI-to-Local Address Space 1
(1 MB)

4C MSW of Local Base Address (Remap)
for PCI-to-Local Address Space 1

4E LSW of Local Base Address (Remap)
for PCI-to-Local Address Space 1

50 MSW of Bus Region Descriptors (Space 1)
for PCI-to-Local accesses

52 LSW of Bus Region Descriptors (Space 1)
for PCI-to-Local accesses

54 MSW of PCI Base Address for Local
Expansion ROM

56 LSW of PCI Base Address for Local Expansion
ROM

3.3.4 Recommended Serial EEPROMSs

A 1K-bit (National NM93CS46 or compatible) or 2K-bit
(National NM93CS56 or compatible) device can be
used. Table 3-5 lists the recommended serial EEPROM
loads. Refer also to Table 5-2 in Section 5,
“Pin Description.”

Table 3-5. Recommended Serial EEPROM Loads

Load Unused Bytes for Unused Bytes for
CS46 (1K bit) CS56 (2K bit)
Short 108 236
Long 60 188
Extra Long 40 168

Note: The PCI9080 does not support serial
EEPROMSs that do not support sequential read and write
(such as the NM93C46 or NM93C56).

3.3.5 Programming the Serial EEPROM

The serial EEPROM can be written or read, using bits
[28:24] of the Serial EEPROM Control register
(CNTRL[28:24]).

3.4 Internal Register Access

The PCI 9080 chip provides several Internal registers,
allowing for maximum flexibility in bus interface design
and performance. The register types are accessible from
both the PCI and Local Buses, including the following:

» PCI Configuration registers

e Local Configuration registers

e Mailbox registers

* Doorbell registers

 DMA registers

* Messaging queue registers (1,0)

Figure 3-2 illustrates how these registers are accessed.

PCI Local
Bus Bus
Master Master
PCI 9080
PCI Configuration
¢ > Registers < >
Local Configuration
<__________'_ Registers B L
- > DMA Registers =
e U L > =
= o
E » Mailbox Registers < =
- ©
(&) lear o
o Set R PCl-to-Local Clea S
Doorbell Register | | __ __ L
Clear
Local-to-PCI . Set
l [ Doorbell Register
Messaging <«
g Queue Registers

Figure 3-2. PCI 9080 Internal Register Access

3.4.1 PCI Bus Access to Internal Registers

The PCI9080 PCI Configuration registers can be
accessed from the PCI Bus with a Type 0 Configuration
cycle.

The PCI 9080 Internal registers can be accessed by a
Memory cycle, with the PCl Bus address that matches
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the base address specified in the PCI Base Address 0
for Memory-Mapped Configuration register of the
PCI1 9080. They can also be accessed by an 1/O cycle,
with the PCI Bus address matching the base address
specified in the PCI Base Address 1 for the 1/0O-Mapped
Configuration register of the PCI 9080.

All PClIRead or Write accesses to the PCI9080
registers can be Byte, Word, or Lword accesses. All
PCIl Memory accesses to the PCI 9080 registers can be
Burst or Non-burst. The PCI9080 responds with a
PCI Disconnect for all Burst I/O accesses to the
PCI 9080 registers.

3.4.2 Local Bus Access to
Internal Registers

The Local processor can access all the Internal registers
of the PCI 9080 through either internal or external
address decode logic. The PCI9080 provides an
Address Decode Mode Pin (ADMODE) that selects
whether the internal address decode logic is used or the
designer supplies an external chip select from an
external address decoder. Figure 3-3 illustrates how dual
address decode logic works.

If the Address Decode Mode pin is set to 1, internal
PCI 9080 address decode logic is enabled. In this mode,
the PCI 9080 Internal registers are selected when Local
Address bits LA[31:29] match input address select pins
S[2:0]. If the Address Decode Mode pin is set to 0, the
PCI 9080 responds to Local Bus access when SO is
asserted low through external chip select logic.

Notes: SO must be decoded while ADS# is low.

If ADMODE is 1 LA[31:29], specify 512 MB of Local
Memory space allocated for accessing Internal registers.

All Local Read or Write accesses to the PCI 9080
registers can be Byte, Word, or Lword accesses. All
Local accesses to the PCI 9080 registers can be Burst
or Non-burst.

For C and J modes, accesses must be for a 32-bit
nonpipelined bus. The PCI 9080 READYo# indicates a
Data transfer is complete.

For S mode, accesses must be for a 16-bit nonpipelined
bus. The PCI 9080 READYo# indicates a Data transfer
is complete.

Address Decode Mode Pin

SN
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3.5 Response to Full and Empty FIFOs

Table 3-6 lists the response of the PCI 9080 to full and empty FIFOs.

Table 3-6. Response to Full and Empty FIFOs

Mode Direction FIFO PCI Bus Local Bus
Direct Master Write Local-to-PClI Full No action Negate READYo#
Empty Negate REQ# (off PCI Bus) No action
Direct Master Read PCl-to-Local Full Negate REQ# or throttle IRDY# No action
Empty No action Negate READYo#
Direct Slave Write PClI-to-Local Full Disconnect or throttle TRDY# No action
Empty No action Negate LHOLD, assert BLAST#
(see Note)
Direct Slave Read Local-to-PCI Full No action Negate LHOLD, assert BLAST#
(see Note)
Empty Throttle TRDY# No action
DMA Local-to-PClI Full No action Negate LHOLD, assert BLAST#
Empty Negate REQ# No action
PCI-to-Local Full Negate REQ# No action
Empty No action Negate LHOLD, assert BLAST#

Note:

De-assertion of LHOLD depends on MARBR[21].

3.6 Direct Data Transfer Modes

Figure 3-4 and Figure 3-5 illustrate the direct Data
Transfer modes. Refer also to Table 3-6 for responses to

full and empty FIFOs.

Host CPU. ‘ - Physical
PLX or System
“System~ Memory
Chipset
\
PCIBus
‘ * Address Translation
* DMA, Memory, I/0O Cycles
PLX « Interrupts
Local . « Software Protocol
Memory
orl/fo - “Local CPU

Host CPU accesses Local Memory or /O = Direct Slave read/write
Local CPU accesses System Memory = Direct Master read/write
PC19080 read/write from System Memory and write/read to

Local memory = DMA read/write

Figure 3-4. Direct Master, Direct Slave, and DMA

Mailbox Registers can be
read or written from both sides

Doorbell Registers set
and clear interrupts

> Mailbox 0 [—> S;l» PCl-to-Local
. Clear
Mailbox 1 Local-to-PCl
Mailbox 2
Mailbox 3
Mailbox 4 Used for Passing
+ Commands
Mailbox 5 * Pointers
» Status
Mailbox 6
Mailbox 7

Figure 3-5. Mailbox/Doorbell Message Passing

3.6.1 Direct Master Operation (Local Master

to PCI Target)

The PCI 9080 supports direct access of the PCI Bus by
the Local processor or an intelligent controller. Master
mode must be enabled in the PClI Command register.
Five registers are used to define Local-to-PCl access:

e Range

* Local Base Address for Direct Master to
PCI Memory Register
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* Local Base Address for Direct Master to PCI IO/CFG
Register

» PCI Configuration Address Register for Direct
Master to PCI IO/CFG

 PCI Base Address

3.6.1.1 Decode

The Range register specifies the Local Address bits to
use for decoding a Local-to-PCl access. The Local
processor can perform only Memory cycles. Therefore,
the Local Base Address for Direct Master to PCI Memory
register is used to decode an access to PCl memory
space. The Local Base Address for Direct Master to
PCI IO/CFG register is used to decode an access to
PCI 1/0 space or PCI Bus Configuration cycle access.

3.6.1.2 FIFOs

For Direct Master Memory access to the PCI Bus, the
PCI 9080 has a 32-Lword (128 byte) Write FIFO and a
16-Lword (64 byte) Read FIFO. The FIFOs enable the
Local Bus to operate independently of the PCI Bus and
allows high-performance bursting on the Local and
PCI Buses. In a Direct Master Write, the Local processor
(Master) writes data to the PCI (Slave). In a Direct
Master Read, the Local processor (Master) reads data
from the PCI (Slave). Figure 3-6 and Figure 3-7 illustrate
the FIFOs during a Direct Master Write and Read.

Slave Master Slave Master

/\ LA, ADS#, LBE#, /\

LD, LW/R#, BLAST#

READYo#
REQ#

GNT#

— —> PCI

FRAME#, C/BE#

AD (addr) 9080

IRDY#

<—

DEVSEL#, TRDY#

PCIBus
Local Bus

AD (data)

v<}: v

Figure 3-6. Direct Master Write

Note: The figure represents a sequence of Bus cycles.

Slave Master Slave Master

/\ LA, ADS#, LW/R# /\

——>

GNT#

FRAME#, C/BE#,
AD (addr)

PCI
IRDY# 9080

DEVSEL#, TRDY#,
AD (data)

PCI Bus
Local Bus

LD, READYo#

BLAST#

N/ N

Figure 3-7. Direct Master Read

Note: The figure represents a sequence of Bus cycles.

3.6.1.3 Memory Access

The Local processor can read or write to the
PCl memory. The PCI9080 converts the Local
Read/Write access. The Local Address space starts
from the Direct Master Local Base Address up to the
range. Remap (PClBase Address) defines the
PCI starting address.

Writes —The PCI 9080 continues to accept writes and
returns READYo# until the Write FIFO is full. It then
holds off READYo# until space becomes available in the
Write FIFO. A programmable Direct Master FIFO “almost
full” status output is provided (DMPAF#).

Reads—The PCI 9080 holds off READYo# while
gathering an Lword from the PCI Bus. Programmable
Prefetch modes are available if prefetch is enabled:
prefetch, 4, 8, 16, or continuous until the Direct Master
cycle ends. The Read cycle is terminated when the
Local BLAST# input is asserted. Unused Read data is
then flushed from the FIFO.

The PCI 9080 does not prefetch Read data for Single
Cycle Direct Master reads (Local BLAST# input asserted
during first Data phase). In this case, the PCI 9080 reads
a single PCI Lword.

For Direct Master Single Cycle reads, the PCI 9080
asserts the same PCI Bus byte enables as asserted on
the Local Bus.

For Multiple Cycle reads, the PCI 9080 reads entire
Lwords (all PCI byte enables are asserted), regardless
of local byte enables.
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If the Prefetch Limit bit DMPBAM[11] is enabled, the
PCI 9080 does not prefetch past a 4 KB boundary. Also,
the Local Bus must not cross a 4 KB boundary during a
Burst read.

The PCI9080 never prefetches beyond the region
specified for Direct Master accesses.

3.6.1.4 IO/CFG Access

When a Local Direct Master 1/O access to the PCI Bus is
made, the Configuration Enable bit of the
PCI Configuration Address register determines if I/O or
Configuration access is to be made to the PCI Bus.

Local Burst accesses are broken into Single PCI I/O
Address/Data cycles. The PCI 9080 does not prefetch
Read data for 1/0 and CFG reads.

For Direct Master I/O or Configuration cycles, the
PCI 9080 asserts the same PCI Bus byte enables as
asserted on the Local Bus.

3.6.1.5 1/O

If the Configuration Enable bit is clear, a single I/O
access is made to the PCIlBus. The Local Address,
remapped decode address bits and the local byte
enables are encoded to provide the address and is
output with an 1/O Read or Write command during the
PCI Address cycle.

For writes, data is loaded into the Write FIFO and
READYo# returned to the Local Bus. For reads, the
PCI 9080 holds off READYo# while gathering an Lword
from the PCI Bus.

When the 1/0 Remap Select bit is set to a value of 1,
these PCI Address bits [31:16] are forced to a value of 0
(DMPBAM[13]).

3.6.1.6 CFG (PCI Configuration Type 0 or
Type 1 Cycles)

If the Configuration Enable bit is set, a CFG access is
made to the PCIBus. In addition to enabling the
Configuration bit of DMCFGA[31], the user must provide
all register information. The register number (bits [7:2])
or the device number (bits [15:11]) must be modified and
a new CFG Read/Write cycle must be performed before
other registers or devices can be accessed.

If the PCI Configuration Address register selects a
Type 0 command, bits [10:0] from the register are copied
to address bits [10:0]. Bits [15:11] (device number) are
translated into a single bit being set in PCI Address bits
[31:11]. PCI Address bits [31:11] can be used as a
device select. For a Type 1 command, bits [23:0] are

copied from the register to bits [23:0] of the PCI Address.
PCI Address bits [31:24] are 0. A Configuration Read or
Write command code is output with the address during
the PCI Address cycle (DMCFGA).

For writes, Local data is loaded into the Write FIFO and
READYo# is returned. For reads, the PCI 9080 holds off
READYo# while gathering an Lword from the PCI Bus.

Example 1 —To perform a Type 0 Configuration cycle to
PCI device on AD[21]:

1. The PCI 9080 must be configured to allow Direct
Master access to the PCI Bus. The PCI 9080
must also be set to respond to I/O Space accesses.
Set PCICR][2,0] as follows:

e Bit0O=1/O Space=1
e« Bit 2 = Master Enable = 1

2. The board designer selects the Direct Master range.
For this example, use a range of 1 MB:

+ 1 MB = 2% = 000FFFFFh

The value to program into the range register is the
inverse of 000FFFFFh, which is FFFO0000h:

+ DMRR = FFF00000h

3. The board designer determines local Base Address
for Direct Master to PCI IO/CFG. For this example,
use 40000000h:

* DMLBAI = 40000000h

4. The PCI Address (Remap) for Direct Master to
PCI Memory register must enable Direct Master
I/O access. Set DMPBAM]I1] as follows:

* Bit 1 = Direct Master I/O Access Enable =1

5. The PCIBus must know which PCIldevice and
PCI Configuration register the PCI Configuration
cycle is accessing. For this example, access the
PCl device on AD[21], as well as PCIBARO, the
PClBase Address 0 for Memory-Mapped
Configuration register (the fourth register, counting
from O0—use Table 4-5, “PCI Configuration
Registers,” for reference). Set DMCFGA[31, 23:0]
as follows:

e Bits 1.0 = Configuration Type 0 = 00b

« Bits 7:2 = Register Number = The fourth
register, and therefore must program a 4
into this bit, beginning with bit 2 = 000100b

e Bits 10:8 = Function Number = 000b

 Bits 15:11 = Device Number = n-11, where n
is the value in AD[n]=21-11 = 10 = 01010b

OPLX Technology, Inc., 1998 Page 21

Version 1.05



SECTION 3 PCI 9080

FUNCTIONAL DESCRIPTION

e Bits 23:16 = Bus Number = 00000000b

» Bit 31 = Configuration Enable =1

The Register Number (bits [7:2]) or Device Number
(bits [15:11]) must be modified and a new CFG
Read/Write cycle must be performed before other
registers or devices can be accessed.

3.6.1.7 Direct Bus Master Lock

The PCI9080 supports direct Local-to-PCl Bus
exclusive accesses (locked atomic operations). A locked
operation must start with the Local Bus input LLOCK#
being asserted during a Direct Master Bus Read cycle.
Refer to the timing in Section 8, “Timing Diagrams.”

3.6.1.8 Master/Target Abort

The PCI 9080 Master/Target abort logic enables a Local
Bus Master to perform a Direct Master Bus poll of
devices to determine whether the devices exist (typically
when the Local Bus performs Configuration cycles to the
PCI Bus).

If a PCl Master, Target Abort, or Retry Time-out is
encountered during a transfer, the PCI 9080 asserts
LSERR# if enabled (INTCSR[1:0]) (can be used as an
NMI). If the Local Bus Master is waiting for a READYo#,
it is asserted along with BTERMo#. The Local Master’'s
interrupt handler can take the appropriate application
specific action. It can then clear the Abort bits in the
PCI Status Configuration register (PCISR) to clear the
LSERR# interrupt and re-enable Direct Master transfers.

If a Local Bus Master is attempting a Burst read from a
nonresponding PCI device (Master/Target abort), it
receives the READYo# and BTERMo# for the first cycle
only. If the Local processor cannot terminate its Burst
cycle, it may cause the Local processor to hang. The
Local Bus must then be reset from the PCI Bus or by a
local watchdog timer asserting RESETIi#. If the Local
Bus Master cannot terminate its cycle with BTERMo#, it
should not perform Burst cycles when attempting to
determine whether a PCI device exists.

3.6.1.9 Write and Invalidate

The PCI 9080 can be programmed to perform Write and
Invalidate cycles to the PCI for DMA and Direct Master
transfers. The PCI 9080 supports Write and Invalidate
transfers for cache line sizes of 8 or 16 Lwords. The size
is specified in the PCI Cache Line Size register. If a size
other than 8 or 16 is specified, the PCI 9080 performs
Write transfers rather than Write and Invalidate transfers.

3.6.1.9.1 DMA Write and Invalidate

DMA Write and Invalidate transfers are enabled when
the Write and Invalidate Enable bit of a DMA controller is
set in its Mode register and the Memory Write and
Invalidate Enable bit is set in the PCI Command register.

In Write and Invalidate mode, the PCI 9080 waits until
the number of Lwords required for the specified cache
line size have been read from the Local Bus before
starting the PCl access. This ensures that a complete
cache line write can be completed in one PCIBus
ownership. If a Target disconnects before a cache line is
completed, the PCI 9080 completes the remainder of
that cache line using normal writes before resuming
Write and Invalidate transfers. If a Write and Invalidate
cycle is in progress, the PCI 9080 continues to burst if
another cache line has been read from the Local Bus
before the cycle completes. Otherwise, the PCI 9080
terminates the burst and waits for the next cache line to
be read from the Local Bus. If the final transfer is not a
complete cache line, the PCI 9080 completes the DMA
transfer, using normal writes.

3.6.1.9.2 Direct Master Write and Invalidate

Direct Master Write and Invalidate transfers are enabled
when the Invalidate Enable bit is set in the PCI Base
Address (Remap) register for Direct Master to
PClI Memory and the Memory Write and Invalidate
Enable bit is set in the PCI Command register (PCICR).

In Write and Invalidate mode, if the start address of the
Direct Master transfer is on a cache line boundary, the
PCI1 9080 waits until the number of Lwords required for
specified cache line size have been written from the
Local Bus before starting PCI Write and Invalidate
access. This ensures that a complete cache line write
can be completed in one PCI Bus ownership. If the start
address is not on a cache line boundary, the PCI 9080
starts a normal PCIWrite access. The PCI 9080
terminates a cycle at a cache line boundary if it is
performing a normal write or if it is performing a Write
and Invalidate cycle and another cache line of data is not
available. If an entire cache line is available by the time
the PCI 9080 regains use of the PCI Bus, the PCI 9080
resumes Write and Invalidate cycles. Otherwise, it
continues with a normal write. If a Target disconnects
before a cache line is completed, the PCI 9080
completes the remainder of that cache line using
normal writes.

OPLX Technology, Inc., 1998 Page 22

Version 1.05



SECTION 3 PCI 9080 FUNCTIONAL DESCRIPTION

PCIBus Local
Master Processor
1
R Initialize
’ Local
Direct
‘ Local Range for Direct Master to PCI }47 Master
Access
‘ Local Base Address for Direct Master to PCI Memory ‘47 Registers
‘ PClBase Address (Remap) for Direct Master to PCI ‘47
CEG or I/O ‘ Local Base Address for Direct Master to PCI IO/CFG ki
0=10 - :
1=Cre |- J(PCI CFG Address Register for Direct Master to PCI IO/CFQ}di inII(::CéG'l'ype
4* PCI Command Register ‘ Enabled
3 2
PCIBus ~------ N Lo Local Bus
Access ‘_> FIFOs <_> Access
32 LW Deep Write
16 LW Deep Read
Local Base Address N Local Base
for Direct Master N Local Address for Direct
to PClI Memory Space N /" Memor Masterto PCI
Bit13 =1 PCI I/O AN y / Memory Space
LA[31:16] =0 \ -
) _ Mamory — Range
PCI Base *.Cominand
Address \ \ | LocalBase
Vs Address for
! i~ Direct Master to
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Command
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Command 1= CFG
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Figure 3-8. Local Master Direct Master Access of PCI Bus
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3.6.2 Direct Slave Operation (PCI Master to
Local Bus Access)

The PCI 9080 supports both Burst Memory-Mapped
Transfer accesses and 1/O-Mapped, Single-Transfer
accesses to the Local Bus from the PCI Bus. PCI Base
Address registers are provided to set up the location of
the adapter in PClI memory and 1/O space. In addition,
local mapping registers allow address translation from
PCl Address space to Local Address Space. Three
spaces are available:

e Space0
e Spacel
e Expansion ROM space

Expansion ROM space is intended to support a bootable
ROM device for the host. Each Local space can be
programmed to operate 8-, 16, or 32-bit Local Bus width.
The PCI 9080 has an internal wait state generator and
external wait state input, READYi#, which can be
disabled or enabled with the Internal Configuration
register. The Local Bus, independent of the PCI Bus,
can:

e Burstas long as data is available
Continuous Burst (mode)

e Burst four Lwords at a time

e Perform continuous single cycle,
with or without wait state(s)

For Single Cycle Direct Slave reads, the PCI 9080 reads
a single Local Bus Lword or partial Lword. The PCI 9080
disconnects after one transfer for all Direct Slave
I/0O accesses.

For the highest Data transfer rate, the PCI 9080
supports posted writes and can be programmed to
prefetch data during PCI Burst reads. The prefetch size,
when enabled, can be from one to 16 Lwords, or until
the PCI stops requesting. The PCI 9080 prefetches,
if enabled, and drops the Local Bus after the Prefetch
Counter is reached. In Continuous Prefetch mode, the
PCI 9080 prefetches as long as any FIFO space
is available and terminates the prefetch when the
PCl terminates the request. If Read prefetching
is disabled, the PCI9080 disconnects after one
Read transfer.

3.6.2.1 PCI 2.1 Mode

The PCI 9080 can be programmed through the Local
Arbitration and PCI Mode register to perform delayed
reads, as specified in PCI Specification v2.1.

PCI Bus Local Bus

PCI Read request |:> S AL G
setin
PC19080 tells
Host to “Retry” <:

Internal registers
Read cycle later PC19080 requests

> Read data from

PCI Bus is free to Data stored

L Local Bus
perform other in 16 Lword
cycles during Internal FIFO : Local memor
this time y

returns requested
data to PC1 9080

PCI host returns to |:>
fetch Read data again PCI9080 returns

prefetched data
Read data is now immediately
ready for the Host <:

Figure 3-9. PCI Specification v2.1 Delayed Reads

Note: The figure represents a sequence of Bus cycles.

In addition to delayed read, the PCI 9080 supports the
following PCI Specification v2.1 features:

* No write while read is pending (Retry for reads)

e Write and flush pending read

The PCI 9080 also supports Read Ahead mode (refer to
Figure 3-10), where prefetched data can be read from
the internal PCI 9080 FIFO instead of from the Local
Bus. The address must be subsequent to the previous
address and must be 32-bit aligned (next address =
current address + 4).

PCI Bus Local Bus

PCI 9080

PCl Read request PC19080 prefetches

|:> Read Ahead mode data from
set via Local Bus device
Internal register |:>

Read data

PCI Master read

Prefetched data

returns with stored in
“Sequential Address” Internal FIFO PC19080 prefetches
more data if FIFO
|:> PCI 9080 returns space is available
prefetched data :>
<:I immediately from
Read data Internal FIFO <:
without reading again
from Local Bus PC19080 prefetches

more data from
Local memory

Figure 3-10. PCI 9080 Read Ahead Mode

Note: The figure represents a sequence of Bus cycles.
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The PCI 9080 can be programmed to keep the PCI Bus
by generating a wait state(s), thereby de-asserting
TRDY#, if the Write FIFO becomes full. The PCI 9080
can also be programmed to keep the Local Bus, thereby
asserting LHOLD, if the Direct Slave Write FIFO
becomes empty or the Direct Slave Read FIFO becomes
full. The Local Bus is dropped in either case when the
Local Bus Latency Timer is enabled and expires. (Refer
to Figure 3-11 and Figure 3-12.)

For Direct Slave writes, the PCI (Master) writes data to
the Local Bus (Slave). Direct Slave is the “Command
from the PCI Host,” which has the highest priority. Direct
Slave or Direct Master pre-empts DMA; however, Direct
Slave does not pre-empt Direct Master (refer to Section
3.6.2.3.1, “Backoff”).

Master Slave Master Slave
/\ FRAME#, C/BE#, /\
AD (addr)
IRDY#, AD (data)

DEVSEL#, TRDY#

PC | LHOLD
9080 LHOLDA

LA, ADS#, LW/R#

PCI Bus
Local Bus

LD, BLAST#

READYi#

<—
A4 N4

Figure 3-11. Direct Slave Write

Master Slave Master Slave
/\ FRAME#, C/BE#, /\
AD (addr)
IRDY#
DEVSEL#
3 3
=S
a LHOLD @
5 PCI — =
a5 9080 LHOLDA S
< -

LA, ADS#, LW/R#,
BLAST#

READYi#, LD
TRDY#, AD (data)

\4 A4

Figure 3-12. Direct Slave Read

Note: The figures represent a sequence of Bus cycles.

For Direct Slave reads, the PCI (Master) reads data from
the Local Bus (Slave).

The PCI 9080 supports on-the-fly Endian conversion for
Space 0, Space 1, and Expansion ROM space. The
Local Bus can be Big/Little Endian by either using the
BIGEND# input pin or the programmable internal register
configuration. When BIGEND# is asserted, it overrides
the internal register configuration.

Note: The PCI Bus is always Little Endian.

3.6.2.2 PCI-to-Local Address Mapping

Note: Not applicable if I,O mode.

Three Local Address spaces—Space 0, Space 1, and
Expansion ROM—are accessible from the PCI Bus.
Each is defined by a set of three registers:

e Local Address Range
* Local Base Address
« PCIl Base Address

A fourth register, Bus Region Descriptor for PCI-to-Local
Accesses, defines the Local Bus characteristics for both
regions (refer to Figure 3-13).

3.6.2.2.1 Byte Enables

LBE[3:0]# (pins 139-142) are encoded based on the
configured bus width, as follows:

32-Bit Bus —For a 32-bit bus, the four byte enables
indicate which of the four bytes are active during a Data
cycle.

» BE3# Byte Enable 3—LD[31:24]
* BE2# Byte Enable 2—LD[23:16]
* BE1# Byte Enable 1—LD[15:8]
« BEO# Byte Enable 0—LD[7:0]

16-Bit Bus —For a 16-bit bus, BE3#, BE1# and BEO#
are encoded to provide BHE#, LAl, and BLE#,
respectively.

» BE3# Byte High Enable (BHE#)—LD[15:8]
* BE2# not used

e BE1# Address bit 1 (LA1)

» BEO# Byte Low Enable (BLE#)— LD[7:0]
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8-Bit Bus —For an 8-bit bus, BE1# and BEO# are
encoded to provide LA1 and LAO, respectively.

* BE3# not used
*  BE2# not used
* BE1# Address bit 1 (LA1)
« BEO# Address bit 0 (LAO)

Each PCI-to-Local Address space is defined as part of
reset initialization as described in the next section.

3.6.2.2.2 Local Bus Initialization Software

Range—Specifies which PCl Address bits to use for
decoding a PClaccess to Local Bus space. Each
Prefetch Limit bit corresponds to a PCl Address bit. Bit
31 corresponds to Address bit 31. Write 1 to all bits that
must be included in decode and 0 to all others.

Remap PCI-to-Local Addresses into a Local Address
Space—Bits in this register remap (replace) the PCI
Address bits used in decode as the Local Address bits.

Local Bus Region Descriptor —Specifies the Local Bus
characteristics.

3.6.2.2.3 PCI Initialization Software

PCI reset software determines how much address space
is required by writing a value of all ones (1) to a
PCIl Base Address register and then reading back the
value. The PCI9080 return zeroes in Don't Care
Address bits, effectively specifying the address space
required. The PCI software then maps the Local Address
space into the PCI Address space by programming the
PCI Base Address register. (Refer to Figure 3-13.)
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PCIBus Local
Master Processor
1
—___ Initialize Local
. Direct Access
2 Registers
Initialize PCI __ __ ‘ Range for PCI-to-Local Address Space 0 ‘47
Base Address AN
Registers A ‘Local Base Address (Remap) for PCI-to-Local Address Space 0 ‘47

‘ Bus Region Descriptors for PCI-to-Local Accesses ‘47

‘ Range for PCl-to-Local Expansion ROM ki

‘ Local Base Address (Remap) for PCl-to-Local Expansion ROM }47

‘ Bus Region Descriptors for PCI-to-Local Accesses \ki Local Bus
******* Hardware
Characteristics

4?‘ PCl Base Address to Local Address Space 0 ‘
H‘ PCl Base Address to Local Expansion ROM ‘
3 4
PCIBus ------- N e Local Bus

Access —> FIFOs —> Access

32 LW Deep Write
16 LW Deep Read

PCI Address

/ Space
PCl Base ___|

Address Local
Memory

Local Base
Address

\\\\\\\\\\A ——Range

Figure 3-13. Direct Slave Access of Local Bus
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Example 2—A 1 MB Local Address Space 12300000h
through 123FFFFFh is accessible from the PCI Bus at
PCI Addresses 78900000h through 789FFFFFh.

a. Local initialization software sets the Range and
Local Base Address registers, as follows:

e« Range—FFF00000h (1 MB, decode the upper
12 PCI Address bits)

e Local Base Address (remap) —123XXXXXh
(Local Base Address for PCI-to-Local accesses)
(bit 0, the Space Enable bit, must be setto 1 to
be recognized by the Host)

b. PCI Initialization software writes all ones to the
PCI Base Address, then reads it back again.

 The PCI 9080 returns a value FFF00000h.
The PCI software then writes to PCI Base
Address register

» PCIl Base Address —789XXXXXh (PCI Base
Address for access to Local Address Space)

For PCI direct access to the Local Bus, the PCI 9080
has a 32-Lword (128 byte) Write FIFO and a 16-Lword
(64 byte) Read FIFO. The FIFOs enable the Local Bus
to operate independently of the PCI Bus. The PCI 9080
can be programmed to return a Retry response or to
throttle TRDY# for any PCI Bus transaction attempting to
write to the PCI 9080 Local Bus when the FIFO is full.

For PCI Read transactions from the PCI 9080 Local Bus,
the PCI 9080 holds off TRDY# while gathering the Local
Bus Lword to be returned. For Read accesses mapped
to the PCI memory space, the PCI 9080 prefetches up to
16 Lwords (has Continuous Prefetch mode) from the
Local Bus. Unused Read data is flushed from the FIFO.
For Read accesses mapped to the PCI I/O space, the
PCI 9080 does not prefetch Read data. Rather, it breaks
each read of the Burst cycle into a Single Address/Data
cycle on the Local Bus.

The period of time the PCI 9080 holds off TRDY# can be
programmed (the Target Retry Timer) in the Local Bus
Region Descriptor register (LBRDO0). The PCI 9080
issues a Retry to the PCI Bus transaction Master when
the programmed time period expires. This occurs when
the PCI 9080 cannot gain control of the Local Bus and
return TRDY# within the programmed time period.

3.6.2.3 Deadlock and BREQo

Deadlock can occur when a Master on the PCIBus
wants to access the PCI 9080 Local Bus at the same
time a Master on the PCI 9080 Local Bus requires
access to the PCI Bus. Two types of deadlock situations
can occur:

* Partial Deadlock —Master on Local Bus is
performing a direct Bus Master access to a PCI Bus
device other than the PCI Bus device concurrently
trying to access the Local Bus.

e Full Deadlock —Master on Local Bus is performing
a direct Bus Master access to the same PCI Bus
device concurrently trying to access the Local Bus.

This applies only to Direct (“pass through”) Master and
Slave accesses through the PCI 9080. Deadlock does
not occur in transfers through the PCI9080 DMA
controller or the mailboxes.

For partial deadlock, the PCl access to the Local Bus
times out (the Target Retry Timer, which s
programmable through the Local Bus Region Descriptor
register for PCI-to-Local accesses) and the PCI 9080
responds with a PCI Retry. PCI specification requires
that a PCIl Master release its request for the PCI Bus
(de-asserts REQ#) for a minimum of two PCI clocks after
receiving a Retry. This allows the PCI Bus arbiter to
grant the PCIBus to the PCI9080 so that it can
complete its Direct Master access and free up the Local
Bus. Possible solutions are described below for cases in
which the PCI Bus arbiter does not function as described
(PCI Bus architecture dependent), waiting for a time-out
is undesirable, or a full deadlock condition exists.

For full deadlock, the only solution is to back off the
Local Master.

3.6.2.3.1 Backoff

The PCI 9080 contains a pin (BREQOo) that indicates a
possible deadlock condition exists. The PCI 9080 starts
the BREQo timer (programmable through registers)
when it detects the following conditions:

* A Master on the PCI Bus is trying to access memory
or an I/O device on the Local Bus and is not gaining
access (for example, LHOLDA not received).

e A Master on the Local Bus is performing a direct Bus
Master Read access to the PCI Bus or a Master on
the Local Bus is performing a direct Bus Master
Write access to the PCI Bus and the PCI 9080
Direct Master Write FIFO cannot accept another
Write cycle.
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If the timer expires and the PCI 9080 has not received
the LHOLDA signal, the PCI 9080 asserts BREQo.
External bus logic can use this as a signal to perform
Backoff.

A Backoff cycle is device/bus architecture dependent.
External logic (arbiter) can assert the necessary signals
to cause the Local Master to release the Local Bus
(Backoff). After backing off the Local Master, it can grant
the bus to the PCI 9080 (by asserting LHOLDA).

Once BREQo is asserted, READYo# for the current Data
cycle is never asserted (the Local Bus Master must
perform Backoff). When the PCI 9080 detects LHOLDA,
It proceeds with the PCI Master to Local Bus access.
When this access is complete and the PCI 9080
releases the Local Bus, the external logic can release
Backoff and the Local Master can resume the cycle
interrupted by the Backoff cycle. The Write FIFO of the
PCI1 9080 retains all the data it has acknowledged (that
is, the last data for which READYo# was asserted).

After the Backoff condition ends, the Local Master
restarts the last cycle with ADS#. For writes, the data
following this ADS# should be the data that was not
acknowledged by the PCI 9080 prior to the Backoff cycle
(for instance, the last data for which there was no
READYo# asserted).

If a PCI Read cycle is completed when the Local Bus is
backed off, the Local Bus Master receives that data if
Local Master restarts the same last cycle (data is not
read twice). A new read is performed, if the resumed
Local Bus cycle is not the same as the backed-off cycle.

3.6.2.3.2 Software/Hardware Solution for
Systems without Backoff Capability

For adapters that do not support Backoff, a possible
deadlock solution is as follows.

PCI Host software, external Local Bus hardware, general
purpose output USERO and general purpose input
(USERI) can be used by PCI Host software to prevent
deadlock. USERO can be set to request that the external
arbiter not grant the bus to any Local Bus Master except
the PCI 9080. A status output from the local arbiter can
be connected to general-purpose input USERI to
indicate that no Local Bus Master owns the Local Bus.
The PCI Host to determine that no Local Bus Master
currently owns the Local Bus can read the input. PCI
Host can then perform a Direct Slave access. When the
host is done, it clears USERO. For devices that support
pre-empt, USERO can be used to pre-empt the current
Bus Master device. The current Local Bus Master device
completes its current cycle and gives up the Local Bus
(de-asserts LHOLD).

3.6.2.3.3 Software Solutions to Deadlock

PCI Host software and Local Bus software can use a
combination of mailbox registers, doorbell registers,
interrupts, direct Local-to-PClaccesses and direct
PCl-to-Local accesses to avoid deadlock.

3.6.2.4 Direct Slave Lock

The PCI9080 supports direct PCIl-to-Local Bus
exclusive accesses (locked atomic operations). A
PCI locked operation to Local Bus results in the entire
address Space 0, Space 1 and Expansion ROM space
being locked until they are released by the PCI Bus
Master. The PCI 9080 asserts LLOCKo# during the first
clock of an atomic operation (Address cycle) and de-
asserts it a minimum of one clock, following the last Bus
access for the atomic operation. LLOCKo# is de-
asserted after the PCI1 9080 detects PClI FRAME# and
PCI LOCK# de-asserted at the same time. Refer to the
timing diagrams in Section 8, “Timing Diagrams.” Locked
operations are enabled or disabled with the Local Bus
Region Descriptor register for PCI-to-Local accesses.

It is the responsibility of external arbitration logic to
monitor the LLOCKo# pin and enforce the meaning for
an atomic operation. For example, if a Local Master
initiates a locked operation, the local arbiter may choose
to not grant use of the Local Bus to other Masters until
the locked operation is complete.

3.6.3 Direct Slave Priority

Direct Slave accesses have higher priority than DMA
accesses.

Direct Slave accesses pre-empt DMA transfers. When
the PCI 9080 DMA controller owns the Local Bus, its
LHOLD output and LHOLDA input are asserted and its
LDSHOLD output is de-asserted. When a Direct Slave
access occurs, the PCI 9080 gives up the Local Bus
within two Lword transfers by de-asserting LHOLD and
floating its Local Bus outputs. After the PCI 9080
samples its LHOLDA input de-asserted, it requests the
Local Bus for a Direct Slave transfer by asserting
LHOLD and LDSHOLD. When the PCI 9080 receives
LHOLDA, it drives the bus and performs the Direct Slave
transfer. Upon completion of the Direct Slave transfer,
the PCI 9080 gives up the Local Bus by de-asserting
both LHOLD and LDSHOLD and floating its Local Bus
outputs. After the PCI 9080 samples its LHOLDA de-
asserted and its local pause timer is zero, it requests the
Local Bus for a DMA transfer by re-asserting LHOLD.
When it receives LHOLDA, it drives the bus and
continues with the DMA transfer.
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3.7 DMA Operation

The PCI 9080 supports two independent DMA channels
capable of transferring data from the Local Bus to the
PCI Bus or from the PCI Bus to the Local Bus. Each
channel consists of a DMA controller and a
programmable FIFO. Both channels support Chaining
and Non-chaining transfers, Demand mode DMA, and
End of Transfer (EOT) pins. Master mode must be
enabled in the PClI Command register.

3.7.1 Non-Chaining Mode DMA

The host processor or the Local processor sets the Local
Address, PCI Address, transfer count and transfer
direction. The host or Local processor then sets a control
bit to initiate the transfer. The PCI 9080 arbitrates the
PCl and Local Buses and transfer data. Once the
transfer is complete, the PCI 9080 sets the Channel
Done bit to a value of 1 and generates an interrupt to the
Local processor or the PCI Host (programmable). DMA
Done bit in the internal DMA register can be pooled to
indicate the status of DMA transfer.

DMA registers are accessible from the PCIBus and
Local Bus. (Refer to Figure 3-14.)

Set DMA Mode
to Non-Chaining™ ™"~~~ "~ "

PCl Host

‘ Mode Register

‘ / Memory

Set up Transfer
Parameters

Memory Block
to Transfer

‘ PCI Address Register

‘ Local Address Register

‘ Transfer Size (byte count) Register

‘ Local

Descriptor Pointer Register
(set direction only)

Memory

Memory Block

Command/Status Register

to Transfer

Setthe Enableand
Go bits in the DMA
Command/Status Register

to Initiate DMA Transfer

Figure 3-14. Non-Chaining DMA Initialization
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The Local processor or PClrequires DMA. The
PCI 9080 is Master on both the PCl and Local Buses.
Direct Slave or Direct Master pre-empts DMA.

The PCI9080 releases the PCIBus if one of the
following occurs (refer to Figure 3-15):

e  FIFO is full
* Terminal count is reached

* PCI Latency Timer (PCILTR[7:0]) expires—
normally programmed by the Host PCI BIOS—
and PCI GNT# de-asserts

* PCl Host asserts STOP
e Direct Master request pending

Slave Master Master Slave
/\ DMA Start DMA Start /\
(Table 4-72) (Table 4-72)

I:DRE%# <—
GNT# :
FRAME#, C/BE#,
AD (addr)
@ IRDY# 3
2| </ PCI @
- ©
O DEVSEL#, TRDY#, S
o AD (data) 9 O 8 O S

LHOLD
LHOLDA

LA, ADS#, LW/R#,
BLAST#

v <}:|\/

Figure 3-15. DMA, PCI-to-Local

Note: The figure represents a sequence of Bus cycles.

The PCI 9080 releases the Local Bus if one of the
following occurs (refer to Figure 3-16):

* FIFO is empty

* Terminal count is reached

* Local Bus Latency Timer (MARBR[7:0]) expires
 BREQ# input is asserted

» Direct Slave request is pending

Slave Master Master Slave
DMA Start DMA Start
/\ (Table 4-72) (Table 4-72) /\
: : LHOLD
: LHOLDA
LA, ADS#, LW/R#
w LD w
=1
@ PCI < |a
o REQ# ©
a 9080 S
GNT# -
IRDY#
DEVSEL#, TRDY#
AD (addr & data)

v:{> v

Figure 3-16. DMA, Local-to-PClI

Note: The figure represents a sequence of Bus cycles.

3.7.2 Chaining Mode DMA

In Chaining mode DMA, the Host Processor or the Local
Processor sets up descriptor blocks in local or host
memory that are composed of a PCI Address, Local
Address, transfer count, transfer direction, and address
of the next descriptor block (refer to Figure 3-18). Host
or Local Processor then sets up the address of the initial
descriptor block in the Descriptor Pointer register of the
PCI1 9080 and initiates the transfer by setting a control
bit. The PCI 9080 loads the first descriptor block and
initiates the Data transfer. The PCI 9080 continues to
load descriptor blocks and transfer data until it detects
the End of Chain bit is set in the Next Descriptor Pointer
register. The PCI 9080 can be programmed to interrupt
the Local processor by setting the Interrupt after
Terminal Count bit or PCI Host upon completion of each
block transfer and after all block transfers are complete
(done) (refer to Figure 3-17). If chaining descriptors are
located in Local memory, the DMA controller can be
programmed to clear the transfer size at the completion
of each DMA (DMAMODEOQ[16] and DMAMODEZ1[16]).

Notes: In Chaining mode DMA, the descriptor includes
PCI Address, Local Address, Transfer Size and the Next
Descriptor  Pointer (DMAPADRO-DMADPROQ). The
Descriptor Pointer register contains the End of Chain bit,
Direction of Transfer, Next Descriptor Address, and Next
Descriptor Location.

The DMA descriptor can be on Local or PCI memory, or
both (first descriptor on Local memory, and second
descriptor on PCI memory).
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Set DMA Mode
to Chaining

Mode Register

Setup First Descriptor
Pointer Register

(First only requires
Descriptor Pointer)

)

‘ Descriptor Pointer Register

Command/Status Register

Setthe Enable and

«

Go bits in DMA B

Command/Status Register

to Initate DMA Transfer

Figure 3-17. Chaining DMA Initialization

PC19080 initiates read
from PCI Bus <:
PC19080 initiates read

from PCI Bus <:

PC19080 initiates read

from PCI Bus <:

PC19080 initiates read |
from PCI Bus <:

PCI
9080

ITTIILT

Local or

Host
/ Memory

First PCI Address

First Local Address

First Transfer Size (byte count) PCI Host
Next Descriptor Pointer Memory
PCI Address nd

First Memory Block
Local Address to Transfer

Transfer Size (byte count)

Next Descriptor Pointer ‘ ‘ L
4 Next Memory Block

End of Chain --~ to Transfer
Specification Bit

47
First Memory Block
to Transfer
47
Next Memory Block
to Transfer
Setup chains DMA 3.7.3 DMA Data Transfers
for PCI-to-Local
Efa'ifﬁgomrfeg;min The PCI 9080 DMA controller can be programmed to
from Local memory transfer data from the Local Bus side to the PCI Bus side
PC19080 writes data or from the PCI Bus side to the Local Bus side. Refer to

° LocalBusv Figure 3-19 and Figure 3-20 for a description of the
PC19080 writes data

to Local Bus operation.
PC19080 retrieves

chaining information
from Local memory

PC19080 writes data
to Local Bus

PC19080 writes data
to Local Bus

Read and Write Cycles continue...

Figure 3-18. Chaining Mode DMA from PCI-to-Local

Note: The figure represents a sequence of Bus cycles.
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3.7.3.1 Local-to-PCl Bus DMA Transfer

PClI Interrupt Generation
(Programmable)

Local Interrupt Generation

e Done
® Chaining: Terminal =77 77777 T~
Count for Current < -
Descriptor Unload FIFO with
PCI Bus
Write Cycles

<
<

Chaining Mode Descriptors; ———————

At start of each block transfer—in
Chaining mode only—loads DMA
registers by reading four Lwords

from address specified in

Next Descriptor Pointer register.

PCI Bus Arbitration:

Releases control of PCI Bus
whenever FIFO becomes empty,
PClI latency timer expires and

PCI GRANT de-asserts, PCI
Disconnect is received, or Direct
Local-to-PCI Bus request is pending.

Rearbitrates for control of PCI Bus when
preprogrammed number of entries in FIFO
become available, or after two PCI clocks
if disconnect is received.

FIFO

(Programmable)
* Done
et ® Chaining: Terminal
= > Count for Current
Load FIFO with Descriptor
Local Bus
Read Cycles

PClI
Arbitration

Local Bus
Arbitration

GNT# REQ# LHOLDA LHOLD

Figure 3-19. Local-to-PCI Bus DMA Data Transfer Operation

3.7.3.2 PCI-to-Local Bus DMA Transfer

PCI Interrupt Generation
(Programmable)

Chaining Mode Descriptors:

At start of each block transfer—

in Chaining mode only—loads DMA
registers by reading four Lwords
from address specified in

Next Descriptor Pointer register.

Local Bus Arbitration:

Releases control of Local Bus whenever
FIFO becomes full, terminal count is
reached, Local latency timer expires,
BREQ inputis asserted, or Direct
PCl-to-Local Bus request is pending.

Rearbitrates for control of Local Bus
when preprogrammed number of
empty entries in FIFO become
available. If Local latency timer has
expired, waits until pause timer expires.

Local Interrupt Generation
(Programmable)
* Done
LemTTTTTTTT ® Chaining: Terminal
- Count for Current

* Done
® Chaining: Terminal ~ "~~~ -l
Count for Current < -
Descriptor Load FIFO with
PCI Bus
Read Cycles

Chaining Mode Descriptors:

At start of each block transfer—in
Chaining mode only—loads DMA
registers by reading four Lwords

from address specified in

Next Descriptor Pointer register.

PCI Bus Arbitration:

Releases control of PCI Bus

whenever FIFO becomes full,

terminal count is reached, PCI

latency timer expires and PCI GRANT
de-asserts, PCI Disconnect is received,

or Direct Local-to-PCI Bus request is pending.

Rearbitrates for control of PCI Bus when
preprogrammed number of empty entries
in FIFO become available, or after two
PClI clocks if disconnect is received.

FIFO

Unload FIFO with Descriptor
Local Bus
Write Cycles

PClI
Arbitration

Local Bus
Arbitration

GNT# REQ# LHOLDA LHOLD

Figure 3-20. PCI-to-Local Bus DMA Data Transfer Operation

v

Chaining Mode Descriptors:

At start of each block transfer—in
Chaining mode only—loads DMA
registers by reading four Lwords

from address specified in

Next Descriptor Pointer register.

Local Bus Arbitration:

Releases control of Local Bus whenever
FIFO becomes empty, Local latency

timer expires, BREQ input is asserted, or
Direct PCl-to-Local Bus request is pending.

Rearbitrates for control of Local Bus
when preprogrammed number of
entries become available in FIFO or
PClI terminal count is reached. If Local
latency timer has expired, waits until
pause timer expires.
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3.7.3.3 Unaligned Transfers

For unaligned Local-to-PCl transfers, the PCI 9080
reads a partial Lword from the Local Bus. It continues to
read Lwords from the Local Bus. Lwords are assembled,
aligned to the PCIlBus address and loaded into
the FIFO.

For PCl-to-Local transfers, Lwords are read from the
PCI Bus and loaded into the FIFO. On the Local Bus, the
Lwords are assembled from the FIFO, aligned to the
Local Bus address and written to the Local Bus. On both
the Local and PCI Buses, the byte enables for writes
determine LA[1:0] for the start of a transfer. For the last
transfer, the byte enables specify the bytes to be written.
All reads are Lwords.

3.7.4 Demand Mode DMA

DMA Mode register bit 15 (BLAST mode for Demand
mode DMA), determines the number of Lwords
transferred after a DMA controllers DREQ[1:0]# input
is de-asserted.

If BLAST# output is not required for the last Lword of the
DMA transfer (bit 15 = 1), the DMA controller releases
the data bus after it receives an external READYi# or the
internal wait state counter decrements to a value of O for
the current Lword. If DMA controller is currently bursting
data, which is not the last Data phase for the burst,
BLAST# output is not asserted.

If BLAST# output is required for the last Lword of the
DMA transfer (bit 15 = 0), the DMA controller transfers
one or two Lwords. If DREQ[1:0]# is de-asserted during
the Address phase of the first transfer in a PCI 9080
Local Bus ownership (ADS#, LHOLDA asserted), the
DMA controller completes the current Lword. If
DREQ[1:0)# is de-asserted during any phase other than
the Address phase of the first transfer in a PCIl 9080
Local Bus ownership, the DMA controller completes the
current Lword, and one additional Lword (this allows
BLAST# output to be asserted during the final Lword). If
the DMA FIFO is full or empty after the Data phase in
which DREQ[1:0)# is de-asserted, the second Lword is
not transferred. DREQ[1:0]# controls only the number of
Lword transfers. For an 8-bit bus, the PCI 9080 gives up
the bus after the last byte for the Lword is transferred.
For a 16-bit bus, the PCI 9080 gives up the bus after the
last word for the Lword is transferred.

3.7.5 DMA Priority

DMA Channel 0 priority, DMA Channel 1 priority, or
rotating priority can be specified in the DMA Arbitration
register.

3.7.6 DMA Arbitration

The PCI 9080 DMA controller releases control of the
Local Bus (de-asserts LHOLD) when one of the following
occurs:

* FIFOs are full in a Local-to-PCI transfer
e FIFOs are empty in a PCI-to-Local transfer
* Local Bus Latency Timer expires (if enabled)

 BREQ input is asserted (BREQ can be enabled or
disabled, or gated with a latency timer before the
PCI 9080 gives up the Local Bus)

» Direct Slave access is pending
e EOT input is received (if enabled)

The DMA controller releases control of the PCI Bus
when one of the following occurs:

* FIFOs are full or empty

* PCI Latency Timer expires and loses the
PCI GNT# signal

e Target Disconnect response is received

DMA controller de-asserts its PCl Bus request (REQ#)
for a minimum of two PCI clocks.

3.7.6.1 End of Transfer (EOTO# or
EOT1#) Input

DMA Mode register bit 15 (BLAST mode for EOT),
determines the number of Lwords transferred after a
DMA controller EOT[1:0]# input is asserted.

If BLAST# output is not required for the last Lword of the
DMA transfer (bit 15 = 1), the DMA controller releases
the data bus and terminates DMA after it receives an
external READYi# or the internal wait state counter
decrements to a value of 0 for the current Lword. If the
DMA controller is currently bursting data, which is not
the last Data phase for the burst, BLAST# output is not
asserted.

If BLAST# output is required for the last Lword of the
DMA transfer (bit 14 = 0), the DMA controller transfers
one or two Lwords. If EOT[1:0)# is asserted, the DMA
controller completes the current Lword, and one
additional Lword (this allows BLAST# output to be
asserted during the final Lword). If the DMA FIFO is full
or empty after the Data phase in which EOT[1:0)# is
asserted, the second Lword is not transferred.

The DMA controller terminates a transfer on an Lword
boundary after EOT[1:0]# is asserted. For an 8-bit bus,
the PCI 9080 terminates after the last byte for the Lword
is transferred. For a 16-bit bus, the PCI 9080 terminates
after the last word for the Lword is transferred.
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3.7.6.2 DMA Abort

A DMA transfer can be aborted. The abort process is
as follows:

1. DMA Channel must be enabled (DMACSRO0[0]=1).
2. DMA Channel must be started (DMACSRO0[1]=1).

3. Wait for the Channel Done bit to be set to zero
(DMACSRO0[4]=0).

4. Disable the DMA Channel (DMACSRO0[0] =0).

5. Abort DMA by programming the Channel Abort bit
(DMACSRO0[2]=1).

6. Wait until the Channel Done bit is set
(DMACSRO0[4]=1).

Note: One to two Data transfers occur after the Abort
bit is set. Aborting when no DMA cycles are in progress
causes the next DMA to abort.

3.7.6.3 Local Latency and Pause Timers

A Local Bus Latency Timer and Local Bus Pause Timer
are programmable with the DMA Arbitration register. If
the Local Latency Timer expires, the PCI9080
completes the current Lword transfer and releases
LHOLD. After its programmable Pause Timer expires, it
reasserts LHOLD. When it receives LHOLDA, it
continues the transfer. The PCI Bus transfer continues
until the FIFO is empty for a Local-to-PCI transfer or until
it is full for a PCI-to-Local transfer.

3.8 Vendor and Device ID Registers

Three Vendor and Device ID registers are supported:

* PCIIDR, which contains the normal Device and
Vendor IDs. This register can be loaded from the
serial EEPROM or from Local processors.

» PCISVID, which contains the Subsystem and
Subvendor IDs. This register can be loaded from
the serial EEPROM or from Local processors.

 PCIHIDR, which contains the hardcoded PLX
Vendor and Device IDs.

3.9 Doorbell Registers

There are two 32-bit doorbell interrupt/status registers in
the PCI 9080. One is assigned to the PCI Bus interface
and the other is assigned to the Local Bus interface.

The Local processor can generate a PCI Bus interrupt
by writing any number other than all zeroes to the PCI-
to-Local Doorbell register (P2LDBELL).

A PCI Host can generate a Local Bus interrupt by writing
any number other than all zeroes to the Local-to-
PCI Doorbell register (L2ZPDBELL).

3.10 Mailbox Registers

There are eight 32-bit mailbox registers in the PCI 9080
that can be written to and read from both buses. These
registers can be used to pass command and status
information directly between Local and PCI Bus devices.

A Local interrupt can be generated, if enabled, when the
PCI Host writes to one of the first four mailbox registers.

3.11 User Input and Output

The PCI9080 supports user input and output pins,
USERI[31] and USERO[27], respectively. User output
data can be logged by writing to CNTRL[16]. User input
data can be read from CNTRL[17].
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Figure 3-21. Interrupt and Error Sources

3.12.1 PCI Interrupts (INTA#)

A PCI 9080 PCI Interrupt (INTA#) can be generated by
one of the following:

* Local-to-PCI Doorbell register

* Local interrupt input

« Master/Target abort status condition

* DMA Ch 0/Ch 1 Done

* DMA Ch 0/Ch 1 Terminal Count reached

¢ Messaging Outbound Post Queue is not empty

INTA#, or individual sources of an interrupt, can be
enabled or disabled with the PCI9080 Interrupt
Control/Status register (INTCSR). This register also
provides interrupt status for each interrupt source.

The PCI 9080 PCI Bus interrupt is level output. Disabling
an Interrupt Enable bit or clearing the cause(s) of the
interrupt can clear an interrupt.

3.12.1.1 Local Interrupt Input

Asserting Local Bus input pin LINTi# can generate a
PCI Bus interrupt. PCI Host processor can read the
PCI 9080 Interrupt Control/Status register to determine
that an interrupt is pending due to the LINTi# pin being
asserted.

The interrupt remains asserted as long as the LINTi# pin
is asserted and the Local interrupt input is enabled.
Adapter specific action can be taken by the PCI Host
processor to cause the Local Bus to release LINTI#.

3.12.1.2 Master/Target Abort Interrupt

The PCI 9080 sets the Master Abort or Target Abort
Status bit in the PCI Configuration register when it
detects a Master or Target abort. These status bits
cause PCIINTA# to be asserted if interrupts are
enabled.

The interrupt remains asserted as long as the Master or
Target Abort bits remain set in the PCI Status
Configuration register (PCISR) and Master/Target Abort
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Interrupt is enabled. Use a PCIl Type 0 Configuration
access or a Local access to clear the Master Abort and
Target Abort Interrupt bits in the PCI Status
Configuration register.

Interrupt Control/Status register Bits (INTCSR[26:24])
are latched at the time of a Target abort interrupt or
Master abort interrupt. They provide information as to
who was Master when an abort occurred. The PCI 9080
updates these bits whenever an abort occurs.

3.12.2 Local interrupts (LINTo#)

A PCI 9080 Local interrupt (LINTo#) can be generated
by one of the following:

e PCI-to-Local Doorbell/Mailboxes Register access
e PCI BIST interrupt, the DMA done interrupt
 DMA terminal count is reached

« DMA abort interrupt or the Messaging Outbound
Post Queue is not empty

LINTo#, or individual sources of an interrupt, can be
enabled or disabled with the PCI9080 Interrupt
Control/Status  register (INTCSR). The Interrupt
Control/Status register also provides interrupt status for
each source of the interrupt.

The PCI 9080 Local interrupt is a level output. An
interrupt can be cleared by disabling the Interrupt Enable
bit of a source or by clearing the cause of an interrupt.

3.12.2.1 Local-to-PCI Doorbell Interrupt

A Local Bus Master can generate a PCIl Bus interrupt by
writing to  the Local-to-PCI Doorbell register
(L2PDBELL). PCI Host processor can then read the
PCI 9080 Interrupt Control/Status register (INTCSR) to
determine that a doorbell interrupt is pending. It can then
read the PCI 9080 Local-to-PCI Doorbell register.

Each bit in the Local-to-PCl Doorbell register is
individually controlled. The Local Bus can only set bits in
the Doorbell register. From the Local Bus, writing 1 to
any bit position sets that bit and writing O to a bit position
has no effect. Bits in the Local-to-PCI Doorbell register
can only be cleared from the PCIBus. From the
PCI Bus, writing 1 to any bit position clears that bit and
writing O to a bit position has no effect.

The interrupt remains asserted as long as any of the
Local-to-PCI Doorbell  register bits are set and
PCI Doorbell Interrupt is enabled.

To prevent race conditions when the PCIBus is
accessing the Doorbell register (or any Configuration

register), the PCI9080 automatically de-asserts
READYo# to prevent Local Bus accesses.

3.12.2.2 PCI-to-Local Doorbell Interrupt

A PCI Bus Master can generate a Local Bus interrupt by
writing to the PCI-to-Local Doorbell register
(P2LDBELL). Local processor can then read the
PCI1 9080 Interrupt Control/Status register (INTCSR) to
determine that a doorbell interrupt is pending. It can then
read the PCI 9080 PCI-to-Local Doorbell register.

Each bit in the PCI-to-Local Doorbell register is
individually controlled. The PCI Bus can only set bits in
the Doorbell register. From the PCI Bus, writing 1 to any
bit position sets that bit and writing 0 to a bit position has
no effect. Bits in the PCI-to-Local Doorbell register can
only be cleared from the Local Bus. From the Local Bus,
writing 1 to any bit position clears that bit and writing O to
a bit position has no effect.

Note: If Local Bus cannot clear Doorbell Interrupt, do
not use the PCI-to-Local Doorbell register.

The interrupt remains asserted as long any of the
PCI-to-Local Doorbell register bits are set and the Local
Doorbell Interrupt is enabled.

To prevent race conditions when the Local Bus is
accessing the Doorbell register (or any Configuration
register), the PCI 9080 automatically issues a Retry to
the PCI Bus.

3.12.2.3 Built-In Self Test Interrupt (BIST)

A PCI Bus Master can generate a Local Bus interrupt by
performing a PCI Type 0 Configuration write to a bit in
the PCIBIST register. The Local processor can then
read the PCI9080 Interrupt Control/Status register
(INTCSR) to determine that a BIST interrupt is pending.

The interrupt remains asserted as long as the bit is set
and the BIST interrupt is enabled. The Local Bus then
resets the bit when BIST is complete. PCI Host software
may fail the device if the bit is not reset after two
seconds.

Note: The PCI 9080 does not have an internal BIST.

3.12.2.4 DMA Channel 0/1 Interrupts

A DMA channel can generate a PClor Local Bus
interrupt when done (transfer complete) or after a
transfer is complete for a descriptor in Chaining mode. A
bit in the DMA mode register determines whether to
generate a PClor Local interrupt. The local or
PCI processor can then read the PCI 9080 Interrupt
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Control/Status register (INTCSR) to determine whether a
DMA channel interrupt is pending.

A Done Status Bit in the Control/Status register can be
used to determine whether the interrupt is

e Adone interrupt

e The result of a transfer for a descriptor in a chain
that is not yet complete

The mode register of a channel enables a Done
Interrupt. In Chaining mode, a bit in the Next Descriptor
Pointer register of the channel (loaded from Local
memory) specifies whether to generate an interrupt at
the end of the transfer for the current descriptor.

A DMA channel interrupt is cleared by writing a 1 to the
Clear Interrupt bit in the DMA Command/Status register
(DMACSROI[3] and DMACSR1[3]).

3.12.3 PCI SERR# (PCI NMI)

The PCI 9080 generates an SERR# pulse if parity
checking is enabled in the PCI Command register and it
detects an address parity error or the Generate SERR#
bit in the Interrupt Control/Status register (INTCSR) is 0
and a 1 is written.

SERR# output can be enabled or disabled with the
PCI Command register.

3.12.4 Local LSERR# (Local NMI)

LSERR# interrupt output is asserted if the following
occurs:

« PCI Bus Target Abort or Master Abort Status bit is
set in the PCI Status Configuration register

» Parity Error Status bit is set in the PCI Status
Configuration register

* Messaging Outbound Free Queue overflows

If parity error checking is enabled in the PCI Command
register, the PCI 9080 sets the Master Detected Parity
Error Status bit in the PCI Status Configuration register
(PCISR) if it detects one of the following:

e Parity error during a PCI 9080 Master Read

» PCI Bus signal PERR# being asserted during
a PCI 9080 Master Write

The PCI 9080 sets a Parity Error bit in the PCI Status
Configuration register (PCISR) if it detects one of
the following:

e Data parity error during a PCI 9080 Master Read

» Data parity error during a Slave Write access to the
PCI 9080

e Address parity error

The PCI 9080 Interrupt Control/Status register (INTCSR)
can be used to individually enable or disable LSERR#
for an abort or parity error. LSERR# is a level output that
remains asserted as long as the Abort or Parity Error
Status bits are set.

3.13 1,0 Compatible Message Unit

The Messaging Unit supplies two paths for messages,
two inbound FIFOs to receive messages from the
primary PClBus and two outbound FIFOs to pass
messages to the primary PCIBus. Refer to /O
Architecture Specification v1.5 for details.

Figure 3-22 and Figure 3-23 illustrate information about
the 1,0 architecture.
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Figure 3-23. I ,0 Software Architecture
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3.13.1 Inbound Messages

Inbound messages reside in a pool of message frames
(minimum of 64-byte frames) allocated in shared Local
Bus (IOP) memory. The Inbound Message Queue is
comprised of a pair of rotating FIFOs implemented in
Local memory. The Inbound Free List FIFO holds the
message frame addresses (MFA) of available message
frames in Local memory. The Inbound Post List FIFO
holds the message frame addresses (MFA) of all
currently posted messages.

The inbound circular FIFOs are accessed by external
PCI agents through the Inbound Queue Port location in
the PCI Address space. The Inbound Queue Port, when
read by an external PCI agent, returns the Inbound Free
List FIFO MFA. An external PCIl agent places a message
frame into the Inbound Post List FIFO by writing its MFA
to the Inbound Queue Port location.

3.13.2 Outbound Messages

Outbound messages reside in a pool of message frames
(minimum 64-byte frames) allocated in shared PCI Bus
(Host System) memory. The Outbound Message Queue
is comprised of a pair of rotating FIFOs implemented in
Local memory. The Outbound Free List FIFO holds the
message frame addresses (MFA) of available message
frames in system memory. The Outbound Post List FIFO
holds the MFA of all currently posted messages.

The outbound circular FIFOs are accessed by external
PCI agents through the Outbound Queue Port location in
the PCI Address space. The Outbound Queue Port,
when read by an external PClagent, returns the
Outbound Post List FIFO MFA. An external PCIl agent
places free message frames into the Outbound Free List
FIFO by writing the free MFA into the Outbound Queue
Port location.

Memory for the circular FIFOs must be allocated in Local
Bus (IOP) memory. The base address of the queues is
contained in the Queue Base Address register (QBAR).
Each FIFO entry is a 32-bit data value. Each read and
write of the queue must be a single 32-bit access.

The circular FIFOs range in size from 4 KB entries to
64 KB entries. All four FIFOs must be contiguous and of
the same size. Therefore, the total amount of Local
memory needed for circular FIFOs ranges from 64 KB to
1 MB. The FIFO size is specified in the Messaging
Queue Configuration register (MQCR).

The starting address of each FIFO is based on the
Queue Base Address and the FIFO size, as listed in
Table 3-7.

Table 3-7. Queue Starting Address

FIFO Starting Address

Inbound Free List QBAR

Inbound Post List QBAR + (1 * FIFO Size)

Outbound Post List QBAR + (2 * FIFO Size)

Outbound Free List QBAR + (3 * FIFO Size)

3.13.3 1,0 Pointer Management

The FIFOs always reside in shared Local Bus (IOP)
memory and are allocated and initialized by the IOP.
Before enabling 1,0 (Messaging Queue Configuration
register bit O set to 1), the Local processor must initialize
the following registers with the initial offset, according to
the configured FIFO size:

* Inbound Post and Free Head Pointer registers

* Inbound Post and Free Tail Pointer registers

e Outbound Post and Free Head Pointer registers
e Outbound Post and Free Tail Pointer registers

The Messaging Unit (MU) automatically adds the Queue
Base Address to the offset in each head and tail pointer
register. The software can then enable 1,0. After
initialization, the local software should not write to the
pointers managed by the MU hardware.

The empty flags are set if the queues are disabled
(MQCRI0] = 0) and head and tail pointers are equal.
This occurs independently of how the head and tail
pointers are set.

An empty flag is cleared, signifying not empty, only if the
gueues are enabled and the pointers become not equal.

If an empty flag is cleared and the queues are enabled,
the empty flag is set only if the tail pointer is incremented
and the head and tail pointers become equal.

Full flags are always cleared when the queues are
disabled or the head and tail pointers are not equal.

A full flag is set when the queues are enabled, the head
pointer is incremented, and the head and tail pointers
become equal.

Each circular FIFO has a head pointer and a tail pointer,
which are offsets from the Queue Base Address. Writes
to a FIFO occur at the head of the FIFO and reads occur
from the tail. The head and tail pointers are incremented
by either the Local processor or the MU hardware. The
unit that writes to the FIFO also maintains the pointer.
The pointers are incremented after a FIFO access. Both
pointers wrap around to the first address of the circular
FIFO when they reach the FIFO size, so that the head
and tail pointers “chase” each other around and around
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in the circular FIFO. MU wraps the pointers automatically
for the pointers that it maintains. IOP software must wrap
the pointers that it maintains. Whenever they are equal,
the FIFO is empty. To prevent overflow conditions, 1,0
specifies that the number of message frames allocated
should be less than or equal to the number of entries in
a FIFO. (Refer to Figure 3-24 for additional information.)

Each inbound MFA is specified by 1,0 as the offset from
the start of shared Local Bus (IOP) memory region 0 to
the start of the message frame. Each outbound MFA is
specified as the offset from the Host memory location
0x00000000h to the start of the message frame in the
shared Host memory. Since the MFA is an actual
address, the message frames need not be contiguous.
The IOP allocates and initializes inbound message
frames in shared IOP memory using any suitable
memory allocation technique. The Host allocates and
initializes outbound message frames in shared Host
memory using any suitable memory allocation technique.
Message frames are a minimum of 64 bytes in length.

1,0 uses a “push” (write-preferred) memory model. That
means that the IOP writes messages and data to the
shared Host memory, and the Host writes messages and
data to shared IOP memory. Software should make use
of Burst and DMA transfers whenever possible to ensure
efficient use of the PCI Bus for message passing.

Additional information on message passing
implementation may be found in the [,O Architecture
Specification v1.5.

3.13.4 Inbound Free List FIFO

The Local processor allocates inbound message frames
in its shared memory and can place the address of a
free (available) message frame into the Inbound Free
List FIFO by writing its MFA into the FIFO location
pointed to by the Queue Base register + Inbound Free
Head Pointer register. The Local processor must then
increment the Inbound Free Head Pointer register.

A PCI Master (Host or another IOP) can obtain the MFA
of a free message frame by reading the Inbound Queue
Port Address (40h of the first PCI Memory Base Address
register). If the FIFO is empty (that is, no free inbound
message frames are currently available, and the head
and tail pointers are equal), the MU returns a value of -1
(FFFFFFFFh). If the FIFO is not empty (that is, the head
and tail pointers are not equal), the MU reads the MFA
pointed to by the Queue Base register + Inbound Free
Tail Pointer register, returns its value and increments the
Inbound Free Tail Pointer register. If the Inbound Free
Queue is not empty, and queue prefetching is enabled
(QSR][3], the next entry in the FIFO is read from the
Local Bus into a prefetch register. The prefetch register
then provides the data for the next PClread from this
gueue, thus reducing the number of PCI wait states.
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3.13.5 Inbound Post List FIFO

A PCIl Master (Host or another IOP) can write a
message into an available message frame in shared
Local Bus (IOP) memory. It can then post that message
by writing the message frame address (MFA) to the
Inbound Queue Port Address (40h of the first
PCI Memory Base Address register). When the port is
written, the MU writes the MFA to the Inbound Post List
FIFO location pointed to by the Queue Base register +
FIFO Size + Inbound Post Head Pointer register. After
the MU writes the MFA to the Inbound Post List FIFO, it
increments the Inbound Post Head Pointer register.

The Inbound Post Tail Pointer register points to the
Inbound Post List FIFO location which holds the MFA of
the oldest posted message. The Local processor
maintains the tail pointer. After a Local processor reads
the oldest MFA, it can remove the MFA from the Inbound
Post List FIFO by incrementing the Inbound Post Tail
Pointer register.

The PCI 9080 generates a Local interrupt when the
Inbound Post List FIFO is not empty. The Inbound Post
List FIFO Interrupt bit in the Queue Status/Control
register (QSR) indicates the interrupt status. The
interrupt clears when the Inbound Post List FIFO is
empty. The interrupt can be masked by the Inbound Post
List FIFO Interrupt Mask bit (QSR[4]).

To prevent race conditions from the time the PCI Write
transaction is received until the data is written in Local
memory and the Inbound Post Head Pointer register is
incremented, any PCI Direct Slave access to the
PCI1 9080 is issued a Retry.

3.13.6 Outbound Post List FIFO

A Local Master (IOP) can write a message into an
available message frame in shared Host memory. It can
then post that message by writing the message frame
address (MFA) to the Outbound Post List FIFO location
pointed to by the Queue Base register + Outbound Post
Head Pointer register + (2 * FIFO Size). The Local
processor should then increment the Outbound Post
Head Pointer register.

A PCI Master can obtain the MFA of the oldest posted
message by reading the Outbound Queue Port Address
(44h of the first PCI Memory Base Address register). If
the FIFO is empty (that is, no more outbound messages
are posted, and the head and tail pointers are equal), the
MU returns a value of -1 (FFFFFFFFh). If the Outbound
Post List FIFO is not empty (that is, the head and tail
pointers are not equal), the MU reads the MFA pointed
to by the Queue Base register + (2 * FIFO Size) +

Outbound Post Tail Pointer register, returns its value and
increments the Outbound Post Tail Pointer register.

The PCI9080 generates a PCI Interrupt when the
Outbound Post Head Pointer register is not equal to the
Outbound Post Tail Pointer register. The Outbound Post
List FIFO Interrupt bit of the Outbound Post List FIFO
Interrupt Status (OPLFIS) register indicates the interrupt
status. When the pointers become equal, both the
interrupt and the Outbound Post List FIFO Interrupt bit
are automatically cleared. The pointers become equal
when a PCI Master (Host or another IOP) reads enough
FIFO entries to empty the FIFO. The Outbound Post List
FIFO Interrupt Mask (OPLFIM) register can mask
the interrupt.

3.13.7 Outbound Post Queue

To reduce read latency, prefetching from the tail of the
gueue occurs whenever the queue is not empty and the
tail pointer is incremented (queue has been read from),
or when the queue is empty and the head pointer is
incremented (queue has been written to). When the host
CPU reads the Outbound Post Queue, the data is
immediately available.

3.13.8 Inbound Free Queue

To reduce read latency, prefetching from the tail of the
gueue occurs whenever the queue is not empty and the
tail pointer is incremented (queue has been read from),
or when the queue is empty and the head pointer is
incremented (queue has been written to). When the host
CPU reads the Inbound Free Queue, the data is
immediately available.

3.13.9 Outbound Free List FIFO

A PCI Master (Host or other IOP) allocates outbound
message frames in its shared memory and can place the
address of a free (available) message frame into the
Outbound Free List FIFO by writing the message frame
address (MFA) to the Outbound Queue Port Address
(44h of the first PClI Memory Base Address register).
When the port is written, the MU writes the MFA to the
Outbound Free List FIFO location pointed to by the
Queue Base register + (3 * FIFO Size) + Outbound Free
Head Pointer register. After the MU writes the MFA to
the Outbound Free List FIFO, it increments the
Outbound Free Head Pointer register.

When the IOP needs a free outbound message frame, it
must first check whether any free frames are available. If
the Outbound Free List FIFO is empty (that is, the
outbound free head and tail pointers are equal), the IOP
must wait for the Host to place additional outbound free
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message frames in the Outbound Free List FIFO. If the
Outbound Free List FIFO is not empty (that is, the head
and tail pointers are not equal), the IOP can obtain the
MFA of the oldest free outbound message frame by
reading the location pointed to by the Queue Base
register + (3 * FIFO Size) + Outbound Free Tail Pointer
register. After the IOP reads the MFA, it must increment
the Outbound Free Tail Pointer register. To prevent
overflow conditions, 1,0 specifies that the number of
message frames allocated should be less than or equal
to the number of entries in a FIFO. MU also checks for
overflows of the Outbound Free List FIFO. When the

Table 3-8. Circular FIFO Summary

head pointer is incremented and becomes equal to the
tail pointer, the Outbound Free List FIFO is full, and the
MU generates a local LSERR (NMI) interrupt. The
interrupt is recorded in the Queue Status Control (QSR)
register.

From the time that the PCI Write transaction is received
until the data is written into Local memory and the
Outbound Free Head Pointer register is incremented,
any PCI Direct Slave access to the PCI 9080 is issued
a Retry.

List FIFO (Host Write)

FIFO PCI Generate Generate Local Head Pointer Tail Pointer
Name Port PCI Interrupt? Interrupt Maintained by Maintained by
Inbound Free Inbound Queue Port No No Local processor MU hardware
List FIFO (Host Read)
Inbound Post Inbound Queue Port No Yes, when the MU hardware Local processor
List FIFO (Host Write) Port is written
Outbound Post Outbound Queue Port Yes, when the FIFO No Local processor MU hardware
List FIFO (Host Read) is not empty
Outbound Free Outbound Queue Port No Yes, (LSERR) when MU hardware Local processor

the FIFO is full

3.13.10 I20 Enable Sequence

To enable 1,0, the Local processor should perform
the following:

» Initialize Space 1 address and range
e Initialize all FIFOs and message frame memory

* Set the PCI class code in PCICCR to be an 1,0
device with programming interface 01h

* Set the I,0 Enable bit
e Setthe Local Init Done bit
Note: NB# must be pulled up so the PCI 9080 issues

retries to all PCIl accesses until the Local Init Done bit is
setin CNTRL by the Local processor.

The 1,0 Enable bit in the Queue Status register (QSR)
causes remapping of resources for use in 1,0 mode.
When this bit is set, all Memory-Mapped Configuration
registers (such as queue ports 40h and 44h) and
Space 1 share PCIBARO. PClaccesses to offset
00h-FFh of PCIBARO result in accesses to the internal
Configuration registers of the PCI 9080. Accesses above
offset FFh of PCIBARO result in Local Space accesses,
beginning at offset 100h from the Local Space 1 Remap
register (LAS1BA). Therefore space located at offset
00h-FFh from LAS1BA is not addressable by way
of PCIBARO.

Programmer’s Note: Because PCl accesses to offset
00h-FFh of PCIBARO result in internal Configuration
accesses, Inbound Free MFAs must be greater
than FFh.
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4. REGISTERS

4.1 New Register Definitions Summary

Refer to descriptions in the following sections for a full explanation.

Table 4-1. New Registers Definitions Summary

PCI Local
Offset Offset Register Bits Description
08h or ACh 88h or 12Ch MARBR 23 Add PCIREQMODE output.
28 Read Ahead mode.
18h 98h LBRDO 15 Single Read mode removed.
28h A8h DMPBAM 10 Extend almost full flag to five bits (fifth bit not contiguous).
11 Add CDMPFLIMIT output; do not prefetch past 4 KB boundary for
Direct Master.
12,3 Direct Master Read prefetch size control.
13 I/0 Remap select.
15:14 | Direct Master write delay.
30h BOh OPLFIS all New Outbound Post List FIFO Interrupt Status register.
34h B4h OPLFIM all New Outbound Post List FIFO Interrupt Mask register.
40h N/A IQP all New Inbound Queue Port register.
44h N/A oQP all New Outbound Queue Port register.
68h E8h INTCSR Move DMAOINTSEL output to DMAMODEDQ. Change to Reserved.
Move DMALINTSEL output to DMAMODEL. Change to Reserved.
Mailbox interrupt enable on F, not on PCI 9060.
31:28 | Mailbox interrupts on SD, not on PCI 9060.
80h 100h DMAMODEO 16 Clear byte count in chaining descriptor.
17 Add CO_INTSEL output. O=Local int., 1=PCl int.
94h 114h DMAMODE1 16 Clear byte count in chaining descriptor.
17 Add C1_INTSEL output. O=Local int., 1=PCl int.
COh 140h MQCR all New Messaging Queue Configuration register.
C4h 144h QBAR all New Queue Base Address register.
C8h 148h IFHPR all New Inbound Free Head Pointer.
CCh 14Ch IFTPR all New Inbound Free Tail Pointer.
DOh 150h IPHPR all New Inbound Post Head Pointer.
D4h 154h IPTPR all New Inbound Post Tail Pointer.
D8h 158h OFHPR all New Outbound Free Head Pointer.
DCh 15Ch OFTPR all New Outbound Free Tail Pointer.
EOh 160h OPHPR all New Outbound Post Head Pointer.
E4h 164h OPTPR all New Outbound Post Tail Pointer.
E8h 168h QSR all New 1,0 Queue Status register.
FOh 170h LAS1RR all New Local Address Space 1 Range Register for PCl-to-Local.
F4h 174h LAS1BA all New Local Address Space 1 Local Base Address (Remap).
F8h 178h LBRD1 all New Local Address Space 1 Bus Region Descriptor.
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4.1.1 Register Differences between PCI 9080 and PCI 9060, PCI 9060ES, and PCI 9060SD

Table 4-2. Register Differences between PCI 9080 and PCI 9060

Register PCl/Local Offset Bits Description
PCIIDR 00/00 31:16 Default changed from PCI 9060 to PCI 9080
PCICR 04/04 4 Memory Write and Invalidate now supported
PCISR 06/06 User-definable bit added
PCICLSR oc/oC 7:0 Cache line size is now used for Memory Write and Invalidate
PCIBARO 10/10 8:6 Register Bank size changed from 128 to 256
PCIBAR1 14/14 8:6 Register Bank size changed from 128 to 256
PCIBAR3 1C/aC 31:.0 Base address register for Local Address Space 1
PCISVID 2C/2C 15:0 Subsystem Vendor ID register
PCISID 2E/2E 15:0 Subsystem ID register
MARBR 08, AC/88, 12C 31:0 Mode/Arbitration register now accessible from the PCI Bus
21 Local Bus Direct Slave Give up Bus Mode
22 Direct Slave Lock Enable
23 PCI Request Mode
24 PCI Specification v2.1 Mode
25 PCI Read/No Write Mode
26 PCI Read with Write Flush Mode
27 Get Local Bus Latency Timer with BREQ
28 PCI Read/No Flush Mode
BIGEND 0C/8C 7:0 Big/Little Endian Descriptor register
EROMBA 14/94 5 BREQo Timer Resolution control
LBRDO 18/98 1:0 Local Bus width now programmable in S mode
10 Read Prefetch Count Enable
14:11 Read Prefetch Count
17:16 Local Bus width now programmable in S mode
25 Extra Long Serial EEPROM Load
DMPBAM 28/A8 12,3 Direct Master Read Prefetch Size Control
10, 8:5 Programmable Almost Full Flag increased by two bits
11 Direct Master Prefetch Limit
13 1/0 Remap select
15:14 Direct Master Write Delay
LAS1RR F0/170 31:.0 Local Address Space 1 Range register
LAS1BA F4/174 31.0 Local Address Space 1 Local Base Address register (Remap)
LBRD1 F8/178 31:.0 Local Address Space 1 Bus Region Descriptor register
MBOXO0 40, 78/C0O 31:0 MBOXO0 moved to PCI Address 78 when Messaging Queue is enabled
MBOX1 44, 7C/C4 31:.0 MBOX1 moved to PCI Address 7C when Messaging Queue is enabled

OPLX Technology, Inc., 1998

Page 46

Version 1.05



SECTION 4 PCI 9080 REGISTERS
Table 4-2. Register Differences between PCI 9080 and PCI 9060 (continued)
Register PCl/Local Offset Bits Description
INTCSR 68/E8 3 Mailbox Interrupt Enable
28 Mailbox O Interrupt Status
29 Mailbox 1 Interrupt Status
30 Mailbox 2 Interrupt Status
31 Mailbox 3 Interrupt Status
PCIHIDR 70/FO 31:.0 PCI Permanent Configuration ID register
PCIHREV T4/F4 7:0 PCI Permanent Revision ID register
DMAMODEO 80/100 13 Write and Invalidate Mode for DMA Channel 0O transfers
13 DMA Write and Invalidate Mode
14 DMA EOT[1:0}# (End of Transfer) Input Pin Enable
15 DMA Stop Data Transfer Mode
16 DMA Clear Count Mode
17 DMA Interrupt Select
DMADPRO 90/110 0 DMA Descriptor Location Selector (PCI or Local)
DMAMODEL1 94/114 13 DMA Write and Invalidate Mode
14 DMA EOT[1:0]# (End of Transfer) Input Pin Enable
15 DMA Stop Data Transfer Mode
16 DMA Clear Count Mode
17 DMA Interrupt Select
DMADPR1 A4/124 0 DMA Descriptor Location Selector (PCI or Local)
DMACSRO A8/128 4 DMA Channel 0 Done
DMACSR1 A9/129 4 DMA Channel 1 Done
DMATHR B0/130 15:0 Changed thresholds to accommodate 32-word Write FIFOs
OPQIS 30/B0 31:0 Outbound Post Queue Interrupt Status register
OPQIM 34/B4 31.0 Outbound Post Queue Interrupt Mask register
IQP 40 31:.0 Inbound Queue Port
oQP 44 31.0 Outbound Queue Port
MQCR C0/140 31:0 Messaging Queue Configuration register
QBAR C4/144 31:.0 Queue Base Address register
IFHPR C8/148 31:0 Inbound Free Head Pointer register
IFTPR CcC/14C 31:0 Inbound Free Tail Pointer register
IPHPR D0/150 31:0 Inbound Post Head Pointer register
IPTPR D4/154 31:.0 Inbound Post Tail Pointer register
OFHPR D8/158 31.0 Outbound Free Head Pointer register
OFTPR DC/15C 31.0 Qutbound Free Tail Pointer register
OFHPR E0/160 31.0 Outbound Post Head Pointer register
OPTPR E4/164 31:.0 Outbound Post Tail Pointer register
QSR E8/168 7:0 Queue Status/Control register
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Table 4-3. Register Differences between PCI 9080 and PCI 9060ES
Register PCl/Local Offset Bits Description
PCIIDR 00/00 31:16 Default changed from PCI 906E to PCI 9080
PCISR 06/06 6 User-definable bit added
PCICLSR oc/oC 7:0 Cache line size is now used for Memory Write and Invalidate
PCIBARO 10/10 8:6 Register Bank size changed from 128 to 256
PCIBAR1 14/14 8:6 Register Bank size changed from 128 to 256
PCIBAR3 1C/1C 31:0 Base address register for Local Address Space 1
PCISVID 2C/2C 15:0 Subsystem Vendor ID register
PCISID 2E/2E 15:0 Subsystem ID register
MARBR 08, AC/88, 12C 20:19 DMA Channel Priority
23 PCI Request Mode
25 PCI Read/No Write Mode
26 PCI Read with Write Flush Mode
27 Get Local Bus Latency Timer with BREQ
28 PCI Read/No Flush Mode
BIGEND 0C/8C 5 Direct Slave Big Endian Mode
6 DMA Channel 1 Big Endian Mode
7 DMA Channel 0 Big Endian Mode
EROMBA 14/94 5 BREQo Timer Resolution control
LBRDO 18/98 1:0 Local Bus width now programmable in S mode
15 Single Read Access Mode removed
17:16 Local Bus width now programmable in S mode
25 Extra Long Serial EEPROM Load
DMPBAM 28/A8 12,3 Direct Master Read Prefetch Size Control
10, 8:5 Programmable Almost Full Flag increased by one bit
11 Direct Master Prefetch Limit
13 1/0 Remap Slect
15:14 Direct Master Write Delay
LAS1RR F0/170 31:.0 Local Address Space 1 Range register
LAS1BA F4/174 31:.0 Local Address Space 1 Local Base Address register (Remap)
LBRD1 F8/178 31:.0 Local Address Space 1 Bus Region Descriptor register
MBOXO0 40, 78/C0O 31:0 MBOXO0 moved to PCI Address 78 when the Messaging Queue is enabled
MBOX1 44, 7C/C4 31:.0 MBOX1 moved to PCI Address 7C when the Messaging Queue is enabled
MBOX4 50/D0 31:0 MBOX4 added
MBOX5 54/D4 31:0 MBOX5 added
MBOX6 58/D8 31:0 MBOX6 added
MBOX7 5C/DC 31:0 MBOX?7 added
P2LDBELL 60/EO 31:8 24 more Doorbell bits added to PCI-to-Local Doorbell register
L2PDBELL 64/E4 31:8 24 more Doorbell bits added to Local-to-PCI Doorbell register
INTCSR 68/E8 3 Mailbox Interrupt Enable
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Table 4-3. Register Differences between PCI 9080 and PCI 9060ES (continued)

Register PCl/Local Offset Bits Description
INTCSR 68/E8 18 DMA Channel O Interrupt Enable

19 DMA Channel 1 Interrupt Enable

21 DMA Channel O Interrupt Status

22 DMA Channel 1 Interrupt Status

25 DMA Channel 0 active during abort

26 DMA Channel 1 active during abort

28 Mailbox O Interrupt Status

29 Mailbox 1 Interrupt Status

30 Mailbox 2 Interrupt Status

31 Mailbox 3 Interrupt Status
CNTRL 6C/EC 3.0 Read command for DMA

74 Write command for DMA
PCIHREV T4/F4 7:0 PCI Permanent Revision ID register
DMAMODEO 80/100 31:0 DMA Channel 0 Mode register
DMAPADRO 84/104 31:.0 DMA Channel 0 PCI Address register
DMALADRO 88/108 31:.0 DMA Channel 0 Local Address register
DMASIZ0 8C/10C 31:.0 DMA Channel 0 Size register
DMADPRO 90/110 31:.0 DMA Channel 0 Descriptor Pointer register
DMAMODE1 94/114 31:.0 DMA Channel 1 Mode register
DMAPADR1 98/108 31:.0 DMA Channel 1 PCI Address register
DMALADR1 9C/11C 31:0 DMA Channel 1 Local Address register
DMASIZ1 A0/120 31:.0 DMA Channel 1 Size register
DMADPR1 A4/124 31:0 DMA Channel 1 Descriptor Pointer register
DMACSRO A8/128 7:0 DMA Channel 0 Command/Status
DMACSR1 A9/129 7:0 DMA Channel 1 Command/Status
DMATHR B0/130 31:0 DMA Threshold register
OPQIS 30/B0 31:.0 Outbound Post Queue Interrupt Status register
OPQIM 34/B4 31.0 Outbound Post Queue Interrupt Mask register
IQP 40 31:.0 Inbound Queue Port
OQP 44 31:.0 Outbound Queue Port
MQCR C0/140 31:0 Messaging Queue Configuration register
QBAR C4/144 31:.0 Queue Base Address register
IFHPR C8/148 31:.0 Inbound Free Head Pointer register
IFTPR CcC/14C 31:0 Inbound Free Tail Pointer register
IPHPR D0/150 31:.0 Inbound Post Head Pointer register
IPTPR D4/154 31:.0 Inbound Post Tail Pointer register
OFHPR D8/158 31:.0 Outbound Free Head Pointer register
OFTPR DC/15C 31:.0 Outbound Free Tail Pointer register
OFHPR E0/160 31:.0 Outbound Post Head Pointer register
OPTPR E4/164 31:.0 Outbound Post Tail Pointer register
QSR E8/168 7:0 Queue Status/Control register
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Table 4-4. Register Differences between PCI 9080 and PCI 9060SD

Register PCl/Local Offset Bits Description
PCIIDR 00/00 31:16 Default changed from PCI 906D to PCI 9080
PCISR 06/06 6 User-definable bit added
PCIBARO 10/10 8:6 Register Bank size changed from 128 to 256
PCIBAR1 14/14 8:6 Register Bank size changed from 128 to 256
PCISVID 2C/2C 15:0 Subsystem Vendor ID register
PCISID 2E/2E 15:0 Subsystem ID register
MARBR 08, AC/88, 12C 31:.0 Mode/Arbitration register now accessible from the PCI Bus

23 PCI Request Mode

28 PCI Read/No Flush Mode
BIGEND 0c/8C Direct Master Big Endian Mode

7 DMA Channel 0 Big Endian Mode
EROMBA 14/94 3.0 Direct Slave BREQo Delay Clocks

4 Local Bus BREQo Enable

BREQo Timer Resolution control

LBRDO 18/98 1:0 Local Bus width now programmable in S mode

15 Single Read Access Mode removed

17:16 Local Bus width now programmable in S mode
DMRR 1C/9C 31:16 Local Range register for Direct Master to PCI
DMLBAM 20/A0 31:.0 Local Bus Base Address register for Direct Master to PCl Memory
DMLBAI 24/A4 31:.0 Local Bus Base Address register for Direct Master to PCI IO/CFG
DMPBAM 28/A8 31:0 PCI Base Address (Remap) register for Direct Master to PCI Memory
LAS1RR FO0/170 31:.0 Local Address Space 1 Range register was at 30/B0 in PCI 9060SD
LAS1BA F4/174 31:.0 Local Address Space 1 Local Base Address register (Remap) was at 34/B4
in PCI 9060SD

LBRD1 F8/178 31:.0 Local Address Space 1 Bus Region Descriptor register was at 38/B8 in PCI 9060SD
LBRD1 F8/178 15 Single Read Access Mode removed
MBOXO0 40,78/C0O 31:0 MBOXO0 moved to PCI Address 78 when the Messaging Queue is enabled
MBOX1 44, 7C/C4 31:.0 MBOX1 moved to PCI Address 7C when the Messaging Queue is enabled
MBOX4 50/D0 31:.0 MBOX4 added
MBOX5 54/D4 31:.0 MBOXS5 added
MBOX6 58/D8 31:0 MBOX6 added
MBOX7 5C/DC 31:0 MBOX?7 added
INTCSR 68/E8 18 DMA Channel O Interrupt Enable

21 DMA Channel O Interrupt Active

24 Direct Master active during abort

25 DMA Channel O active during abort
PCIHREV T4/F4 7:0 PCI Permanent Revision ID register
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Table 4-4. Register Differences between PCI 9080 and PCI 9060SD (continued)
Register PCl/Local Offset Bits Description
DMAMODEO 80/100 31:.0 DMA Channel 0 Mode register
DMAPADRO 84/104 31:.0 DMA Channel 0 PCI Address register
DMALADRO 88/108 31:.0 DMA Channel 0 Local Address register
DMASIZ0 8C/10C 31:.0 DMA Channel O Transfer Size register
DMADPRO 90/110 31:0 DMA Channel 0 Descriptor Pointer register
DMACSRO A8/128 7:0 DMA Channel 0 Command/Status register
DMATHR B0/130 15:0 DMA Channel 0 Thresholds
OPQIS 30/B0 31:0 Outbound Post Queue Interrupt Status register
OPQIM 34/B4 31.0 Outbound Post Queue Interrupt Mask register
IQP 40 31:.0 Inbound Queue Port
oQP 44 31.0 Outbound Queue Port
MQCR C0/140 31:0 Messaging Queue Configuration register
QBAR C4/144 31:.0 Queue Base Address register
IFHPR C8/148 31:0 Inbound Free Head Pointer register
IFTPR CcC/14C 31:0 Inbound Free Tail Pointer register
IPHPR D0/150 31:0 Inbound Post Head Pointer register
IPTPR D4/154 31:.0 Inbound Post Tail Pointer register
OFHPR D8/158 31.0 Outbound Free Head Pointer register
OFTPR DC/15C 31.0 Qutbound Free Tail Pointer register
OFHPR E0/160 31.0 Outbound Post Head Pointer register
OPTPR E4/164 31:.0 Outbound Post Tail Pointer register
QSR E8/168 7:0 Queue Status/Control register
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4.2 Register Address Mapping

4.2.1 PCI Configuration Registers

Table 4-5. PCI Configuration Registers Description

PCI CFG Local To ensure software compatibility with other versions of the PCI 9080 family PCl/Local Serial
Register Access and to ensure compatibility with future enhancements, Writable EEPROM
Address write O to all unused bits. Writable
(Offset
from Chip
Select
Address) | 31 24 | 23 16 | 15 8|7 0
00h 00h Device ID Vendor ID Local Y
04h 04h Status Command Y N
08h 08h Class Code Revision ID Local Y
0Ch 0Ch BIST Header Type PCI Latency Timer Cache Line Size Y [15:0], N
Local
10h 10h PCI Base Address 0 for Memory-Mapped Configuration Registers (PCIBARO) Y N
14h 14h PCI Base Address 1 for I/O Mapped Configuration Registers (PCIBAR1) Y N
18h 18h PCI Base Address 2 for Local Address Space 0 (PCIBAR2) Y N
1Ch 1Ch PCI Base Address 3 for Local Address Space 1 (PCIBAR3) Y N
20h 20h Unused Base Address (PCIBAR4) N N
24h 24h Unused Base Address (PCIBARS) N N
28h 28h Cardbus CIS Pointer (Not Supported ) N N
2Ch 2Ch Subsystem ID Subsystem Vendor ID Local Y
30h 30h PCI Base Address for Local Expansion ROM Y Y
34h 34h Reserved N N
38h 38h Reserved N N
3Ch 3Ch Max_Lat Min_Gnt Interrupt Pin Interrupt Line Y [7:0], Y
Local

Note: Refer to PCl Specification v2.1 for definitions of these registers.
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4.2.2 Local Configuration Registers
Table 4-6. Local Configuration Registers Description
PCI Local To ensure software compatibility with other versions of the PCI 9080 family PCl/Local Serial
Access and to ensure compatibility with future enhancements, Writable EEPROM
(Offset ite 0 to all unused bit Writabl
i (Offset write O to all unused bits. ritable
Base from Chip
Address) Select
Address) 31 0
00h 80h Range for PCI-to-Local Address Space 0 Y Y
04h 84h Local Base Address (Remap) for PCl-to-Local Address Space 0 Y Y
08h 88h Mode/Arbitration Register Y Y
0Ch 8Ch Big/Little Endian Descriptor Register Y Y
10h 90h Range for PCI-to-Local Expansion ROM Y Y
14h 94h Local Base Address (Remap) for PCI-to-Local Expansion ROM and BREQo control Y Y
18h 98h Local Bus Region Descriptors Y Y
(Space 0 and Expansion ROM) for PCI-to-Local Accesses
1Ch 9Ch Range for Direct Master to PCI Y Y
20h AOh Local Base Address for Direct Master to PClI Memory Y Y
24h A4dh Local Base Address for Direct Master to PCI IO/CFG Y Y
28h A8h PCI Base Address (Remap) for Direct Master to PCI Y Y
2Ch ACh PCI Configuration Address Register for Direct Master to PCI IO/CFG Y Y
FOh 170h Range for PCI-to-Local Address Space 1 Y Y
F4h 174h Local Base Address (Remap) for PCI-to-Local Address Space 1 Y Y
F8h 178h Local Bus Region Descriptor (Space 1) for PCl-to-Local Accesses Y Y
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4.2.3 Runtime Registers
Table 4-7. Runtime Registers Description
PCI Local To ensure software compatibility with other versions of the PCI 9080 family PCl/Local Serial
(Offset Access and to ensure com_patibility with future_enhancements, Writable EEPROM
from Base (Offset write O to all unused bits. Writable
Address) from Chip
Select
Address) 31 0
40h COh Mailbox Register 0 (see Note) Y Y
44h Cah Mailbox Register 1 (see Note) Y Y
48h C8h Mailbox Register 2 Y N
4Ch CCh Mailbox Register 3 Y N
50h DOh Mailbox Register 4 Y N
54h D4h Mailbox Register 5 Y N
58h D8h Mailbox Register 6 Y N
5Ch DCh Mailbox Register 7 Y N
60h EOh PCl-to-Local Doorbell Register Y N
64h E4h Local-to-PCI Doorbell Register Y N
68h E8h Interrupt Control / Status Y N
6Ch ECh Serial EEPROM Control, PCI Command Codes, User I/O Control, Init Control Y N
70h FOh Device ID Vendor ID N N
74h F4h Unused Revision ID N N
78h COh Mailbox Register 0 (see Note) Y N
7Ch C4h Mailbox Register (see Note) Y N
Note: Mailbox registers 0 and 1 are always accessible at addresses 78h/COh and 7Ch/C4. When the 1,0 feature is

disabled (QSR[0]=0), Mailbox registers 0 and 1 are also accessible at PC| Addresses 40h and 44h for PCIl 9060
compatibility. When the 1,0 feature is enabled, the Inbound and Outbound Queue pointers are accessed at addresses
40h and 44h, replacing the Mailbox registers in PCl Address space.
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4.2.4 DMA Registers

Table 4-8. DMA Registers Description

PCI Local To ensure software compatibility with other versions of the PCI 9080 family PCl/Local Serial
Access and to ensure compatibility with future enhancements, Writable EEPROM
(Offset ite 0 to all unused bit Writabl
from Base (Offset write O to all unused bits. ritable
Address) from Chip
Select
Address) 31 0
80h 100h DMA Ch 0 Mode Y N
84h 104h DMA Ch 0 PCI Address Y N
88h 108h DMA Ch 0 Local Address Y N
8Ch 10Ch DMA Ch 0 Transfer Byte Count Y N
90h 110h DMA Ch 0 Descriptor Pointer Y N
94h 114h DMA Ch 1 Mode Y N
98h 118h DMA Ch 1 PCI Address Y N
9Ch 11Ch DMA Ch 1 Local Address Y N
AOh 120h DMA Ch 1 Transfer Byte Count Y N
Adh 124h DMA Ch 1 Descriptor Pointer Y N
A8h 128h Reserved DMA Channel 1 DMA Channel 0 Y N
Command/Status Command/Status
Register Register
ACh 12Ch Mode/Arbitration Register Y N
BOh 130h DMA Threshold Register Y N
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4.2.5 Messaging Queue Registers

Table 4-9. Messaging Queue Registers Description

PCI Local To ensure software compatibility with other versions of the PCI 9080 family PCl/Local Serial
Access and to ensure compatibility with future enhancements, Writable EEPROM
(Offset ite 0 to all unused bit Writabl
e BRge (Offset write O to all unused bits. able
Address) from Chip
Select
Address) 31 0
30h BOh Outbound Post Queue Interrupt Status N N
34h B4h Outbound Post Queue Interrupt Mask Y N
40h — Inbound Queue Port PCI N
44h — Outbound Queue Port PCI N
COh 140h Messaging Unit Configuration Register Y N
C4h 144h Queue Base Address Register Y N
C8h 148h Inbound Free Head Pointer Register Y N
CCh 14Ch Inbound Free Tail Pointer Register Y N
DOh 150h Inbound Post Head Pointer Register Y N
D4h 154h Inbound Post Tail Pointer Register Y N
D8h 158h Outbound Free Head Pointer Register Y N
DCh 15Ch Qutbound Free Tail Pointer Register Y N
EOh 160h Outbound Post Head Pointer Register Y N
E4h 164h Outbound Post Tail Pointer Register Y N
E8h 168h Queue Status/Control Register Y N

Notes: When 1,0 messaging is enabled (QSR[0]=1), the PCI Master (Host or another IOP) uses the Inbound Queue Port
to read Message Frame Addresses (MFAs) from the Inbound Free List FIFO and to write MFAS to the Inbound Post List
FIFO. The PCI Master (Host or another IOP) uses the Outbound Queue Port to read MFAS from the Outbound Post List
FIFO and to write MFASs to the Outbound Free List FIFO.

Each Inbound MFA is specified by 1,0 as offset from PCI Base Address 0 (programmed in register PCIBARO at offset
10h) to start of message frame. This means that all inbound message frames should reside in PCl Base Address 0
memory space.

Each Outbound Message Frame Address (MFA) is specified by 1,0 as offset from system address 0x00000000h.
The Outbound MFA is the physical 32-bit address of a frame in shared PCI system memory.

The Inbound and Outbound Queues may reside in Local Address Space 0 or 1 by programming the QSR register. The
queues need not be in shared memory.
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4.3 PCI Configuration Registers

All registers may be written to or read from in Byte, Word, or Lword accesses.

4.3.1 (PCIIDR; PCI:00h, LOC:00h) PCI Configuration ID Register

Table 4-10. (PCIIDR; PCI:00h, LOC:00h) PCI Configuration ID Register Description

Bit Description Read Write Value after Reset
15:0 Vendor ID. Identifies device manufacturer. Defaults to PCI SIG issued vendor ID of Yes Local/ 10B5h
PLX (10B5h) if no serial EEPROM is present and pin NB# (no Local Bus Serial or
initialization) is asserted low. EEPROM 0
31:16 Device ID. Identifies particular device. Defaults to PLX part number for Yes Local/ 9080h
PCl interface chip (PCI 9080) if no serial EEPROM is present and pin NB# (no Serial or
Local Bus initialization) is asserted low. EEPROM 0
4.3.2 (PCICR; PCI:04h, LOC:04h) PCI Command Register
Table 4-11. (PCICR; PCI:04h, LOC:04h) PCI Command Register Description
Bit Description Read Write Value after Reset
0 1/0 Space. Value of 1 allows device to respond to I/O Space accesses. Value of 0 Yes Yes 0
disables device from responding to I/O Space accesses.
1 Memory Space. Value of 1 allows device to respond to Memory Space accesses. Yes Yes 0
Value of 0 disables device from responding to Memory Space accesses.
2 Master Enable. Value of 1 allows device to behave as Bus Master. Value of 0 Yes Yes 0
disables device from generating Bus Master accesses. This bit must be set for the
PCI 9080 to perform Direct Master or DMA cycles.
Special Cycle. Not supported. Yes No
Memory Write and Invalidate. Value of 1 enables Memory Write and Invalidate. Yes Yes
Value of 0 disables Memory Write and Invalidate. (Refer to DMA Mode Registers
for Direct Master, DMAMODEO, and DMAMODE1[13], as well as (DMPBAM[13],
DMAMODEOQ[13], and DMAMODE1[13], respectively).
VGA Palette Snoop. Not supported. Yes No
Parity Error Response. Value of 0 indicates parity error is ignored and operation Yes Yes
continues. Value of 1 indicates parity checking is enabled.
7 Wait Cycle Control. Controls whether device performs address/data stepping. Value Yes No 0
of 0 indicates device never does stepping. Value of 1 indicates device always does
stepping.
Note: Hardcoded to 0.
8 SERR# Enable. Value of 1 enables SERR# driver. Value of O disables SERR# Yes Yes 0
driver.
9 Fast Back-to-Back Enable. Indicates type of fast back-to-back transfers Master can Yes No 0
perform on bus. Value of 1 indicates fast back-to-back transfers can occur to any
agent on bus. Value of 0 indicates fast back-to-back transfers can only occur to
same agent as previous cycle.
15:10 Reserved. Yes No 0
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4.3.3 (PCISR; PCI:06h, LOC:06h) PCI Status Register

Table 4-12. (PCISR; PCI:06h, LOC:06h) PCI Status Register Description

Bit Description Read Write Value after Reset
5:0 Reserved. Yes No 0
6 If high, supports User Definable Features. This bit can only be written from the Yes Local 0
Local Bus. Read-only from the PCI Bus.
7 Fast Back-to-Back Capable. When set to 1, indicates adapter can accept fast Yes No 1
back-to-back transactions. Value of 0 indicates adapter cannot.
8 Master Data Parity Error Detected. This bit is set to 1 when three conditions are Yes Yes/Clr 0
met: 1) The PCI 9080 asserted PERR# itself or observed PERR# asserted; 2) The
PCI 9080 was Bus Master for operation in which error occurred; 3) Parity Error
Response bit in Command Register is set. Writing 1 clears the bit (0).
10:9 DEVSEL Timing. Indicates timing for DEVSEL# assertion. Value of 01 indicates Yes No 01
medium decode.
Note: Hardcoded to 01.
11 Target Abort. When set to 1, indicates the PCI 9080 has signaled a Target abort. Yes Yes/Clr 0
Writing a 1 clears the bit (0).
12 Received Target Abort. When set to 1, indicates the PCI 9080 has received Target Yes Yes/Clr 0
abort signal. Writing a 1 clears the bit (0).
13 Master Abort. When set to 1, indicates the PCI 9080 has generated Master abort Yes Yes/Clr 0
signal. Writing a 1 clears the bit (0).
14 Signaled System Error. When set to 1, indicates the PCI 9080 has reported a Yes Yes/Clr 0
system error on SERR# signal. Writing a 1 clears the bit (0).
15 Detected Parity Error. When set to 1, indicates the PCI 9080 has detected a Yes Yes/Clr 0
PCI Bus parity error, even if parity error handling is disabled (Parity Error Response
bit in Command register is clear). One of three conditions can cause this bit to
be set. 1) The PCI 9080 detected parity error during PCI Address phase;
2) The PCI 9080 detected a data parity error when it was Target of a write;
3) The PCI 9080 detected a data parity error when performing Master Read
operation. Writing a 1 clears the bit (0).
4.3.4 (PCIREV; PCI:08h, LOC:08h) PCI Revision ID Register
Table 4-13. (PCIREV; PCI:08h, LOC:08h) PCI Revision ID Register Description
Bit Description Read Write Value after Reset
7:0 Revision ID. Silicon revision of the PCI 9080. Yes Local/ Current Rev #
Serial
EEPROM
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4.3.5 (PCICCR; PCI:09-0Bh, LOC:09-0Bh) PCI Class Code Register

Table 4-14. (PCICCR; PCI:09-0Bh, LOC:09-0Bh) PCI Class Code Register Description

Bit Description Read Write Value after Reset
7:0 Register Level Programming Interface. 00h = Queue Ports at 40h and 44h. Yes Local/ 00
01h = Queue Ports at 40h and 44h, and Int Status and Int Mask at 30h and 34h, Serial
respectively. EEPROM
15:8 Subclass Code. 80h = Other Bridge Device, 00h = [,0 Device. Yes Local/ 80h
Serial
EEPROM
23:16 Base Class Code. 06h = Bridge Device, OEh = |,0 controller. Yes Local/ 06h
Serial
EEPROM
4.3.6 (PCICLSR; PCI:0Ch, LOC:0Ch) PCI Cache Line Size Register
Table 4-15. (PCICLSR; PCI:0Ch, LOC:0Ch) PCI Cache Line Size Register Description
Bit Description Read Write Value after Reset
7:0 System cache line size in units of 32-bit words. Yes Yes 0
4.3.7 (PCILTR; PCI:0Dh, LOC:0Dh) PCI Latency Timer Register
Table 4-16. (PCILTR; PCI:0Dh, LOC:0Dh) PCI Latency Timer Register Description
Bit Description Read Write Value after Reset
7:0 PCI Latency Timer. Units of PCI Bus clocks that specify amount of time the Yes Yes 0
PCI 9080, as a Bus Master, can burst data on the PCI Bus.
4.3.8 (PCIHTR; PCI:0Eh, LOC:0Eh) PCI Header Type Register
Table 4-17. (PCIHTR; PCI:0Eh, LOC:0Eh) PCI Header Type Register Description
Bit Description Read Write Value after Reset
6:0 Configuration Layout Type. Specifies layout of bits 10h through 3Fh in configuration Yes Local 0
space. Only one encoding 0 is defined. All other encodings are reserved.
7 Header Type. Value of 1 indicates multiple functions. Value of 0 indicates single Yes Local 0
function.
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4.3.9 (PCIBISTR; PCI:0Fh, LOC:0Fh) PCI Built-In Self Test (BIST) Register

Table 4-18. (PCIBISTR; PCI:0Fh, LOC:0Fh) PCI Built-In Self Test (BIST) Register Description

Bit Description Read Write Value after Reset
3.0 Value of 0 indicates device passed its test. Nonzero values indicate device failed. Yes Local 0
Device specific failure codes can be encoded in nonzero value.
5:4 Reserved. Device returns 0. Yes No
6 PCI writes 1 to invoke BIST. Generates interrupt to Local Bus. Local Bus resets the Yes Yes

bit when BIST is complete. Software should fail device if BIST is not complete after
two seconds.

Refer to Runtime registers for interrupt control/status.

7 Returns 1 if device supports BIST. Returns 0 if device is not BIST compatible. Yes Local 0

4.3.10 (PCIBARQO; PCI:10h, LOC:10h) PCI Base Address Register for Memory Accesses to
Local, Runtime, and DMA Registers

Table 4-19. (PCIBARO; PCI:10h, LOC:10h) PCI Base Address Register for Memory Accesses to Local, Runtime,
and DMA Registers Description

Bit Description Read Write Value after Reset

0 Memory Space Indicator. Value of 0 indicates register maps into memory space. Yes No 0
Value of 1 indicates register maps into I/O space.

Note: Hardcoded to 0.

2:1 Location of Register. Location values: Yes No 0

00—Locate anywhere in 32-bit memory address space
01—Locate below 1 MB memory address space
10—Locate anywhere in 64-bit memory address space
11—Reserved

Note: Hardcoded to 0.

3 Prefetchable. Value of 1 indicates there are no side effects on reads. Does not Yes No 0
affect operation of the PCI 9080.

Note: Hardcoded to 0.

7:4 Memory Base Address. Memory base address for access to Local, Runtime, and Yes No 0
DMA registers (default is 256 bytes).

Note: Hardcoded to 0.

31:8 Memory Base Address. Memory base address for access to Local, Runtime, and Yes Yes 0
DMA registers.

Note: For 1,0, Inbound message frame pool must reside in address space pointed to by PCIBARO. Message Frame
Address (MFA) is defined by 1,0 as offset from this base address to start of message frame.
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4.3.11 (PCIBAR1; PCI:14h, LOC:14h) PCI Base Address Register for I/0O Accesses to Local,
Runtime, and DMA Registers

Table 4-20. (PCIBAR1; PCIl:14h, LOC:14h) PCI Base Address Register for I/O Accesses to Local, Runtime, and
DMA Registers Description

Bit Description Read Write Value after Reset

0 Memory Space Indicator. Value of 0 indicates register maps into memory space. Yes No 1
Value of 1 indicates register maps into 1/O space.

Note: Hardcoded to 1.

1 Reserved. Yes No

7:2 1/0 Base Address. Base Address for 1/0 access to Local, Runtime, and DMA Yes No
registers. (Default is 256 bytes)

Note: Hardcoded to 0.

31:8 1/0 Base Address. Base Address for I/O access to Local, Runtime, and DMA Yes Yes 0
registers.

4.3.12 (PCIBARZ2; PCI:18h, LOC:18h) PCI Base Address Register for Memory Accesses to
Local Address Space 0

Table 4-21. (PCIBARZ2; PCI:18h, LOC:18h) PCI Base Address Register for Memory Accesses to Local Address
Space 0 Description

Bit Description Read Write Value after
Reset
0 Memory Space Indicator. Value of 0 indicates register maps into memory space. Yes No 0

Value of 1 indicates register maps into 1/O space.
(Specified in LASORR register.)

2:1 Location of Register (If Memory Space). Location values: Yes Mem: No 0
00—Locate anywhere in 32-bit memory address space 1/0:
0l1—Locate below 1-MB memory address space No for bit 1,
10—Locate anywhere in 64-bit memory address space Yes for bit 2

11—Reserved
(Specified in LASORR register.)
If 1/O Space, bit 1 is always 0 and bit 2 is included in the base address.

3 Prefetchable (If Memory Space). Value of 1 indicates there are no side effects on Yes Mem: No 0
reads. Reflects value of LASORR[3] and provides only status to system. Does not I/O: Yes
affect operation of the PCI 9080. The prefetching features of this address space '
are controlled by the associated Bus Region Descriptor register.

(Specified in LASORR register.)
If 1/O Space, bit 3 is included in the base address.

31:4 Memory Base Address. Memory base address for access to Local Address Yes Yes 0
Space 0.

Note: PCIBAR?Z2 can be enabled or disabled by setting or clearing LASOBA[O].
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4.3.13 (PCIBAR3; PCI:1Ch, LOC:1Ch) PCI Base Address Register for Memory Accesses to
Local Address Space 1

Table 4-22. (PCIBAR3; PCI:1Ch, LOC:1Ch) PCI Base Address Register for Memory Accesses to Local Address
Space 1 Description

Bit Description Read Write Value after
Reset
0 Memory Space Indicator. Value of 0 indicates register maps into memory space. Yes No 0

Value of 1 indicates register maps into I/O space.
(Specified in LAS1RR register.)

2:1 Location of register. Location values: Yes Mem: No 0
00—Locate anywhere in 32-bit memory address space 1/0:
01—Locate below 1-MB memory address space No for bit 1,
10—Locate anywhere in 64-bit memory address space Yes for bit 2

11—Reserved
(Specified in LAS1RR register.)
If I/O Space, bit 1 is always 0 and bit 2 is included in the base address.

3 Prefetchable (If Memory Space). Value of 1 indicates there are no side effects on Yes Mem: No 0
reads. Reflects value of LAS1RR[3] and only provides status to the system. Does 1/O: Yes
not affect operation of the PCI 9080. The prefetching features of this address space '
are controlled by the associated Bus Region Descriptor register.

(Specified in LAS1RR register.)
If I/O Space, bit 3 is included in the base address.

31:4 Memory Base Address. Memory base address for access to Local Address Yes Yes 0
Space 1.

Note: PCIBAR3 can be enabled or disabled by setting or clearing LAS1BA[O]. If QSR[0] is set, PCIBARS3 returns 0.

4.3.14 (PCIBAR4; PCI:20h, LOC:20h) PCI Base Address Register

Table 4-23. (PCIBAR4; PCI:20h, LOC:20h) PCI Base Address Register D  escription

Bit Description Read Write Value after Reset

31:.0 Reserved. Yes No 0

4.3.15 (PCIBARS5; PCl:24h, LOC:24h) PCI Base Address Register

Table 4-24. (PCIBARS5; PCIl:24h, LOC:24h) PCI Base Address Register D  escription

Bit Description Read Write Value after Reset
310 Reserved. Yes No 0
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4.3.16 (PCICIS; PCI:28h, LOC:28h) PCI Cardbus CIS Pointer Register

Table 4-25. (PCICIS; PCI:28h, LOC:28h) PCI Cardbus CIS Pointer Register Description

Bit Description Read Write Value after Reset
31:0 Cardbus Information Structure Pointer for PCMCIA. Not supported. Yes No 0
4.3.17 (PCISVID; PCI:2Ch, LOC:2Ch) PCI Subsystem Vendor ID Register
Table 4-26. (PCISVID; PCI:2Ch, LOC:2Ch) PCI Subsystem Vendor ID Register Description
Bit Description Read Write Value after Reset
15:0 Subsystem Vendor ID (unique add-in board Vendor ID). Yes Local/ 10B5
Serial
EEPROM
4.3.18 (PCISID; PCI:2Eh, LOC:2Eh) PCI Subsystem ID Register
Table 4-27. (PCISID; PCI:2Eh, LOC:2Eh) PCI Subsystem ID Register Description
Bit Description Read Write Value after Reset
15:0 Subsystem ID (unique add-in board Device ID). Yes Local/ 9080h
Serial
EEPROM
4.3.19 (PCIERBAR; PCI:30h, LOC:30h) PCI Expansion ROM Base Register
Table 4-28. (PCIERBAR; PCI:30h, LOC:30h) PCI Expansion ROM Base Register Description
Bit Description Read Write Value after Reset
0 Address Decode Enable. Value of 1 indicates device accepts accesses to Yes Yes 0
Expansion ROM address. Value of 0 indicates device does not accept accesses
to Expansion ROM space. Should be set to 1 by PCI Host if Expansion ROM
is present.
10:1 Reserved. Yes No
31:11 Expansion ROM Base Address (upper 21 bits). Yes Yes
4.3.20 (PCIILR; PCI:3Ch, LOC:3Ch) PCI Interrupt Line Register
Table 4-29. (PCIILR; PCI:3Ch, LOC:3Ch) PCI Interrupt Line Register Description
Bit Description Read Write Value after Reset
7:0 Interrupt Line Routing Value. Indicates which input of system interrupt controller(s) Yes Yes 0
to which the interrupt line of device is connected.
Version 1.05
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4.3.21 (PCIIPR; PCI:3Dh, LOC:3Dh) PCI Interrupt Pin Register

Table 4-30. (PCIIPR; PCI:3Dh, LOC:3Dh) PCI Interrupt Pin Register Description

Bit Description Read Write Value after Reset
7:0 Interrupt Pin Register. Indicates which interrupt pin device uses. The following Yes Local/ 1
values are decoded: Serial
0 = No Interrupt Pin EEPROM
1= INTA#
2 = INTB#
3 = INTC#
4 = INTD#
Note: The PCI 9080 supports only one PCI interrupt pin (INTA#%).
4.3.22 (PCIMGR; PCI:3Eh, LOC:3Eh) PCI Min_Gnt Register
Table 4-31. (PCIMGR; PCI:3Eh, LOC:3Eh) PCI Min_Gnt Register Description
Bit Description Read Write Value after Reset
7:0 Min_Gnt. Specifies how long a burst period device needs, assuming clock rate of Yes Local/ 0
33 MHz. Value is multiple of 1/4 ps increments. Serial
EEPROM
4.3.23 (PCIMLR; PCI:3Fh, LOC:3Fh) PCI Max_Lat Register
Table 4-32. (PCIMLR; PCI:3Fh, LOC:3Fh) PCl Max_Lat Register Description
Bit Description Read Write Value after Reset
7:0 Max_Lat. Specifies how often device must gain access to PCI Bus. Value is Yes Local/ 0
multiple of 1/4 ps increments. Serial
EEPROM
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4.4 Local Configuration Registers

4.4.1 (LASORR; PCI:00h, LOC:80h) Local Address Space 0 Range Register for
PCI-to-Local Bus

Table 4-33. (LASORR; PCI:00h, LOC:80h) Local Address Space 0 Range Register for PCI-to-Local Bus Description

Bit Description Read Write Value after Reset
0 Memory Space Indicator. Value of 0 indicates Local address Space 0 maps into Yes Yes 0

PCI memory space. Value of 1 indicates address Space 0 maps into PCI I/O space.
2:1 If mapped into memory space, encoding is as follows: Yes Yes 0

2/1 Meaning

00 Locate anywhere in 32-bit PCI Address space

01 Locate below 1 MB in PCI Address space

10 Locate anywhere in 64-bit PCI Address space

11 Reserved

If mapped into 1/O space, bit 1 must be set to 0.
Bit 2 is included with bits [31:3] to indicate decoding range.

3 If mapped into memory space, value of 1 indicates reads are prefetchable (does not Yes Yes 0
affect operation of the PCI 9080, but is used for system status). If mapped into /0
space, included with bits [31:2] to indicate decoding range.

31:4 Specifies which PCI Address bits to use for decoding PCl access to Local Bus Yes Yes FFFO000h
Space 0. Each bit corresponds to a PCI Address bit. Bit 31 corresponds to Address
bit 31. Write 1 to all bits to be included in decode and 0 to all others (used in
conjunction with PCI Configuration register 18h). Default is 1 MB.

Notes: Range (not Range register) must be power of 2. “Range register value” is inverse of range.

User should limit all I/O spaces to 256 bytes per PCI Specification v2.1.

4.4.2 (LASOBA; PCI:04h, LOC:84h) Local Address Space O Local Base Address
(Remap) Register

Table 4-34. (LASOBA,; PCI:04h, LOC:84h) Local Address Space 0 Local Base Address (Remap)
Register Description

Bit Description Read Write Value after Reset

0 Space 0 Enable. Value of 1 enables decoding of PCI Addresses for Direct Slave Yes Yes 0
access to Local Space 0. Value of 0 disables decoding. If set to 0, PCI BIOS may
not allocate (assign) base address for Space 0.

Note: Must be set to 1 for any Direct Slave access to Space 0.
1 Reserved. Yes No
3:2 If Local Space 0 is mapped into memory space, bits are not used. If mapped into Yes Yes

1/0 space, bit is included with bits [31:4] for remapping.

314 Remap of PCI Address to Local Address Space 0 into a Local Address Space. Yes Yes 0
Remap (replace) PCI Address bits used in decode as Local Address bits.

Note: Remap Address value must be multiple of Range (not Range register).
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4.4.3 (MARBR; PCI:08h or ACh, LOC:88h or 12Ch) Mode/Arbitration Register

Table 4-35. (MARBR; PCI:08h or ACh, LOC:88h or 12Ch) Mode/Arbitration Register Description

Bit Description Read Write Value after Reset

7:0 Local Bus Latency Timer. Number of Local Bus Clock cycles before de-asserting Yes Yes 00
HOLD and releasing the Local Bus. Also used with bit 27 to delay BREQ input to
give up the Local Bus only when this timer expires.

15:8 Local Bus Pause Timer. Number of Local Bus Clock cycles before reasserting Yes Yes 00
HOLD after releasing the Local Bus.

Note: Applicable only to DMA operation.

16 Local Bus Latency Timer Enable. Value of 1 enables latency timer. Yes Yes
17 Local Bus Pause Timer Enable. Value of 1 enables pause timer. Yes Yes
18 Local Bus BREQ Enable. Value of 1 enables Local Bus BREQ input. When BREQ Yes Yes

input is active, the PCI 9080 de-asserts HOLD and releases Local Bus.

20:19 DMA Channel Priority. Value of 00 indicates rotational priority scheme. Value of 01 Yes Yes 0
indicates Channel O has priority. Value of 10 indicates Channel 1 has priority. Value
of 11 is reserved.

21 Local Bus Direct Slave Give up Bus Mode. When set to 1, the PCI 9080 de-asserts Yes Yes 1
HOLD and releases the Local Bus when the Direct Slave Write FIFO becomes
empty during a Direct Slave Write or when the Direct Slave Read FIFO becomes
full during a Direct Slave Read.

22 Direct Slave LLOCKo# Enable. Value of 1 enables PCI Direct Slave locked Yes Yes 0
sequences. Value of 0 disables Direct Slave locked sequences.
23 PCI Request Mode. Value of 1 causes the PCI 9080 to de-assert REQ when it Yes Yes 0

asserts FRAME during a Master cycle. Value of 0 causes the PCI 9080 to leave
REQ asserted for the entire Bus Master cycle.

24 PCI Specification v2.1 Mode. When set to 1, the PCI 9080 operates in Delayed Yes Yes 0
Transaction mode for Direct Slave Reads. The PCI 9080 issues a Retry and
prefetches Read data.

25 PCI Read No Write Mode. Value of 1 forces Retry on Writes if Read is pending. Yes Yes 0
Value of 0 allows Writes to occur while Read is pending.

26 PCI Read with Write Flush Mode. Value of 1 submits request to flush pending a Yes Yes 0
Read cycle if a Write cycle is detected. Value of 0 submits request to not effect
pending Reads when a Write cycle occurs (PCI Specification v2.1 compatible).

27 Gate Local Bus Latency Timer with BREQ. If set to 0, the PCI 9080 gives up the Yes Yes 0
Local Bus during Direct Slave or DMA transfer after the current cycle (if enabled
and BREQ is sampled). If set to 1, the PCI 9080 gives up the Local Bus only if
BREQ is sampled and the Local Bus Latency Timer is enabled and expired during
a Direct Slave or DMA transfer.

28 PCI Read No Flush Mode. Value of 1 submits a request to not flush the Read FIFO Yes Yes 0
if a PCI Read cycle completes (Read Ahead mode). Value of 0 submits a request to
flush the Read FIFO if a PCI Read cycle completes.

29 If set to O, reads from PCI Configuration register address 00h and returns Device ID Yes Yes 0
and Vendor ID. If set to 1, reads from PCI Configuration Register address 00h and
returns Subsystem ID and Subsystem Vendor ID.

31:30 Reserved. Yes No 0
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4.4.4 (BIGEND; PCI:0Ch, LOC:8Ch) Big/Little Endian Descriptor Register

Table 4-36. (BIGEND; PCI:0Ch, LOC:8Ch) Big/Little Endian Descriptor Register Description

Bit

Description

Read

Write

Value after Reset

0

Configuration Register Big Endian Mode. Value of 1 specifies use of Big Endian
data ordering for Local accesses to the Configuration registers. Value of 0 specifies
Little Endian ordering. Big Endian mode can be specified for Configuration Register
accesses by asserting BIGEND# pin during Address phase of access.

Yes

Yes

0

Direct Master Big Endian Mode. Value of 1 specifies use of Big Endian data
ordering for Direct Master accesses. Value of 0 specifies Little Endian ordering.
Big Endian mode can be specified for Direct Master accesses by asserting the
BIGEND# input pin during Address phase of access.

Yes

Yes

Direct Slave Address Space 0 Big Endian Mode. Value of 1 specifies use of
Big Endian data ordering for Direct Slave accesses to Local Address Space 0.
Value of 0 specifies Little Endian ordering.

Yes

Yes

Direct Slave Address Expansion ROM 0 Big Endian Mode. Value of 1 specifies use
of Big Endian data ordering for Direct Slave accesses to Expansion ROM. Value of
0 specifies Little Endian ordering.

Yes

Yes

Big Endian Byte Lane Mode. Value of 1 specifies that in Big Endian mode, use byte
lanes [31:16] for 16-bit Local Bus and byte lanes [31:24] for 8-bit Local Bus. Value
of 0 specifies that in Big Endian mode, byte lanes [15:0] be used for 16-bit Local
Bus and byte lanes [7:0] for 8-bit Local Bus.

Yes

Yes

Direct Slave Address Space 1 Big Endian Mode. Value of 1 specifies use of
Big Endian data ordering for Direct Slave accesses to Local Address Space 1.
Value of 0 specifies Little Endian ordering.

Yes

Yes

DMA Channel 1 Big Endian Mode. Value of 1 specifies use of Big Endian data
ordering for DMA Channel 1 accesses to the Local Address Space. Value of O
specifies Little Endian ordering.

Yes

Yes

DMA Channel 0 Big Endian Mode. Value of 1 specifies use of Big Endian data
ordering for DMA Channel 0 accesses to the Local Address Space. Value of O
specifies Little Endian ordering.

Yes

Yes

31:8

Reserved.

Yes

No
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4.4.5 (EROMRR; PCI:10h, LOC:90h) Expansion ROM Range Register

Table 4-37. (EROMRR; PCI:10h, LOC:90h) Expansion ROM Range Register Description

ROM. Each bit corresponds to a PCI Address bit. Bit 31 corresponds to Address bit

31. Write 1 to all bits to be included in decode and O to all others (used in
conjunction with PCI Configuration register 30h). Default is 64 KB.

Bit Description Read Write Value after Reset
10:0 Reserved. Yes No 0
31:11 Specifies which PCI Address bits to use for decoding PCI-to-Local Bus Expansion Yes Yes FFFFOOh

Note: Range (not Range register) must be power of 2. “Range register value” is inverse of range.

4.4.6 (EROMBA,; PCIl:14h, LOC:94h) Expansion ROM Local Base Address (Remap) Register
and BREQo Control

Table 4-38. (EROMBA; PCl:14h, LOC:94h) Expansion ROM Local Base Address (Remap) Register and BREQo
Control Description

Bit

Description

Read

Write

Value after Reset

3.0

Direct Slave BREQo (Backoff Request Out) Delay Clocks. Number of Local Bus
clocks in which Direct Slave HOLD request is pending and a Local Direct Master
access is in progress and not being granted the bus (LHOLDA) before asserting
BREQo. Once asserted, BREQo remains asserted until the PCI 9080 receives
LHOLDA (LSB = 8 or 64 clocks).

Yes

Yes

0

Local Bus BREQo Enable. Value of 1 enables the PCI 9080 to assert
BREQo output.

Yes

Yes

BREQo Timer-Resolution. Value of 1 changes LSB of the BREQo timer from
8 to 64 clocks.

Yes

Yes

10:6

Reserved.

Yes

No

31:11

Remap of PCI Expansion ROM Space into a Local Address Space.
Remap (replace) PCI Address bits used in decode as Local Address bits.

Yes

Yes

Note:

Remap Address value must be multiple of Range (not Range register).
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4.4.7 (LBRDO; PCI:18h, LOC:98h) Local Address Space 0/Expansion ROM Bus Region
Descriptor Register

Table 4-39. (LBRDO; PCI:18h, LOC:98h) Local Address Space 0/Expansion ROM Bus Region Descriptor
Register Description

Bit Description Read Write Value after Reset
1:0 Memory Space 0 Local Bus Width. Value of 00 indicates bus width of 8 bits. Value Yes Yes S=01
of 01 indicates bus width of 16 bits. Value of 10 or 11 indicates bus width of 32 bits. J=11
c=11
5:2 Memory Space 0 Internal Wait States (data to data; 0-15 wait states). Yes Yes 0
6 Memory Space 0 Ready Input Enable. Value of 1 enables Ready input. Value of O Yes Yes 0
disables Ready input.
7 Memory Space 0 BTERM# Input Enable. Value of 1 enables BTERM# input. Value Yes Yes 0
of 0 disables BTERM# input. If set to 0, the PCI 9080 bursts four Lword maximum
at atime.
8 Memory Space 0 Prefetch Disable. If mapped into memory space, value of 0 Yes Yes 0

enables Read prefetching. Value of 1 disables prefetching. If prefetching is
disabled, the PCI 9080 disconnects after each memory read.

9 Expansion ROM Space Prefetch Disable. Value of 0 enables Read prefetching. Yes Yes 0
Value of 1 disables prefetching. If prefetching is disabled, the PCI 9080 disconnects
after each memory read.

10 Read Prefetch Count Enable. When set to 1 and memory prefetching is enabled, Yes Yes 0
the PCI 9080 prefetches up to the number of Lwords specified in prefetch count.
When set to 0, the PCI 9080 ignores the count and continues prefetching until
terminated by PCI Bus.

14:11 Prefetch Counter. Number of Lwords to prefetch during Memory Read cycles Yes Yes 0
(0-15). Count of zero selects prefetch of 16 Lwords.
15 Reserved. Yes No 0
17:16 Expansion ROM Space Local Bus Width. Value of 00 indicates bus width of 8 bits. Yes Yes S=01
Value of 01 indicates bus width of 16 bits. Value of 10 or 11 indicates bus width of J=11
32 bits. c=11
21:18 Expansion ROM Space Internal Wait States (data to data; 0-15 wait states). Yes Yes 0
22 Expansion ROM Space Ready Input Enable. Value of 1 enables Ready input. Yes Yes 0

Value of 0 disables Ready input.

23 Expansion ROM Space Bterm Input Enable. Value of 1 enables BTERM# input. Yes Yes 0
Value of 0 disables Bterm input. If set to 0, the PCI 9080 bursts four Lword
maximum at a time.

24 Memory Space 0 Burst Enable. Value of 1 enables bursting. Value of 0 disables Yes Yes 0
bursting. If burst is disabled, Local Bus performs continuous single cycles for Burst
PCI Read/Write cycles.

25 Extra Long Load from Serial EEPROM. Value of 1 loads Subsystem ID and Local Yes No 0
Address Space 1 registers. Value of 0 indicates not to load them.

26 Expansion ROM Space Burst Enable. Value of 1 enables bursting. Value of 0 Yes Yes 0
disables bursting. If burst is disabled, Local Bus performs continuous single cycles
for Burst PCI Read/Write cycles.

27 Direct Slave PCI Write Mode. Value of 0 indicates the PCI 9080 should disconnect Yes Yes 0
when the Direct Slave Write FIFO is full. Value of 1 indicates the PCI 9080 should
de-assert TRDY# when the Write FIFO is full.

31:28 PCI Target Retry Delay Clocks. Contains value (multiplied by 8) of the number of Yes Yes 4
PCI Bus clocks after receiving PCI -to-Local Read or Write access and not (32 clocks)
successfully completing a transfer. Only pertains to Direct Slave Writes when bit 27
issetto 1.
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4.4.8 (DMRR; PCI:1Ch, LOC:9Ch) Local Range Register for Direct Master to PCI

Table 4-40. (DMRR; PCI:1Ch, LOC:9Ch) Local Range Register for Direct Master to PCI Description

Each bit corresponds to a PCI Address bit. Bit 31 corresponds to Address bit 31.
Write 1 to all bits that must be included in decode and 0 to all others. Used for
Direct Master Memory, I/O, or Configuration accesses.

Bit Description Read Write Value after Reset
15:0 Reserved (64 KB increments). Yes No 0
31:16 Specifies which Local Address bits to use for decoding Local-to-PCl Bus access. Yes Yes 0

Note: Range (not Range register) must be power of 2. “Range register value” is inverse of range.

4.4.9 (DMLBAM; PCI:20h, LOC:AOh) Local Bus Base Address Register for Direct Master to
PCl Memory

Table 4-41. (DMLBAM; PCI:20h, LOC:AO0h) Local Bus Base Address Register for Direct Master to
PCI Memory Description

Bit Description Read Write Value after Reset
15:0 Reserved. Yes No 0
31:16 Assigns value to bits to use for decoding Local-to-PCl Memory access. Yes Yes 0

Note: Local Base Address value must be multiple of Range (not Range register).

4.4.10 (DMLBAI; PCI:24h, LOC:A4h) Local Base Address Register for Direct Master to
PCI I0O/CFG

Table 4-42. (DMLBAI; PCIl:24h, LOC:A4h) Local Base Address Register for Direct Master to

PCI IO/CFG Description

Bit Description Read Write Value after Reset
15:.0 Reserved. Yes No 0
31:16 Assigns value to bits to use for decoding Local-to-PClI I/O or Configuration access. Yes Yes 0
Used for Direct Master I/O and Configuration accesses.
Notes: Local Base Address value must be multiple of Range (not Range register).
Refer to DMPBAM[13] for I/O Remap Address option.
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4.4.11 (DMPBAM; PCI:28h, LOC:A8h) PCI Base Address (Remap) Register for Direct Master
to PCI Memory

Table 4-43. (DMPBAM; PCI:28h, LOC:A8h) PCI Base Address (Remap) Register for Direct Master to
PCI Memory Description

Bit Description Read Write Value after Reset
0 Direct Master Memory Access Enable. Value of 1 enables decode of Direct Master Yes Yes 0
Memory accesses. Value of 0 disables decode of Direct Master Memory accesses.
1 Direct Master I/O Access Enable. Value of 1 enables decode of Direct Master Yes Yes 0
1/0 accesses. Value of 0 disables decode of Direct Master I/O accesses.
2 LLOCK# Input Enable. Value of 1 enables LLOCK# input, enabling PCl-locked Yes Yes 0

sequences. Value of 0 disables LLOCK# input.

12,3 Direct Master Read Prefetch Size control. Values: Yes Yes 00

00 = The PCI 9080 continues to prefetch Read data from the PCI Bus until the
Direct Master access is finished. May result in additional four unneeded Lwords
being prefetched from the PCI Bus.

01 = Prefetch up to four Lwords from the PCI Bus
10 = Prefetch up to eight Lwords from the PCI Bus
11 = Prefetch up to 16 Lwords from the PCI Bus

If PCI memory prefetch is not wanted, performs Direct Master Single cycle.
Direct Master Burst reads must not exceed programmed limit.

4 Direct Master PCI Read Mode. Value of 0 indicates the PCI 9080 should release Yes Yes 0
PCI Bus when the Read FIFO becomes full. Value of 1 indicates the PCI 9080
should keep PCI Bus and de-assert IRDY when the Read FIFO becomes full.

10, 8:5 Programmable Almost Full Flag. When the number of entries in the 32-word Direct Yes Yes 000
Master Write FIFO exceeds this value, output pin DMPAF# is asserted low.
9 Write and Invalidate Mode. When set to 1, the PCI 9080 waits for 8 or 16 Lwords to Yes Yes 0

be written from the Local Bus before starting PCI access. When set, all Local Direct
Master to PCI Write accesses must be 8- or 16-Lword bursts.

Use in conjunction with PCICR[4] and Section 3.6.1.9.2, “Direct Master Write and

Invalidate”).
11 Direct Master Prefetch Limit. If set to 1, don't prefetch past 4 KB (4098 bytes) Yes Yes 0
boundaries.
13 1/0 Remap Select. When set to 1, forces PCI Address bits [31:16] to all zeros. Yes Yes 0
When set to 0, uses bits [31:16] of this register as PCI Address bits [31:16].
15:14 Direct Master Write Delay. Used to delay PCI Bus request after Direct Master Burst Yes Yes 00

Write cycle has started. Values:

00 = No delay; start cycle immediately
01 = Delay 4 PCI clocks

10 = Delay 8 PCI clocks

11 = Delay 16 PCI clocks

31:16 Remap of Local-to-PCl Space into PCI Address Space. Remap (replace) Local Yes Yes 0
Address bits used in decode as PCI Address bits. Used for Direct Master Memory
and I/O accesses.

Note: Remap Address value must be multiple of Range (not Range register).
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4.4.12 (DMCFGA, PCI:2Ch, LOC:ACh) PCI Configuration Address Register for Direct Master to
PCI I0O/CFG

Table 4-44. (DMCFGA; PCI:2Ch, LOC:ACh) PCI Configuration Address Register for Direct Master to
PCI IO/CFG Description

Bit Description Read Write Value after Reset
1.0 Configuration Type (00=Type 0, 01=Type 1). Yes Yes 0
7:2 Register Number. If different register Read/Write is needed, value must be Yes Yes 0
programmed and new PCI Configuration cycle must be generated.
10:8 Function Number. Yes Yes 0
15:11 Device Number. Yes Yes 0
23:16 Bus Number. Yes Yes 0
30:24 Reserved. Yes No 0
31 Configuration Enable. Value of 1 allows Local-to-PClI 1/O accesses to be converted Yes Yes 0
to a PCI Configuration cycle. Parameters in this table are used to generate
PCI configuration address.

Note: Refer to Configuration Cycle Generation example in Section 3.6.1.6, “CFG (PCI Configuration Type 0 or Type 1
Cycles).”

4.4.13 (LAS1RR; PCI:FOh, LOC:170h) Local Address Space 1 Range Register for
PCI-to-Local Bus

Table 4-45. (LAS1RR; PCI:FOh, LOC:170h) Local Address Space 1 Range Register for PCl-to-Local
Bus Description

Bit Description Read Write Value after Reset
0 Memory Space Indicator. Value of 0 indicates Local Address Space 1 maps into Yes Yes 0

PCI memory space. Value of 1 indicates Address Space 1 maps into PCI 1/O space.
2:1 If mapped into memory space, encoding is as follows: Yes Yes 0

2/1 Meaning

00 Locate anywhere in 32-bit PCI Address space

01 Locate below 1 MB in PCI Address space

10 Locate anywhere in 64-bit PCI Address space

11 Reserved

If mapped into 1/O space, bit 1 must be set to 0.
Bit 2 is included with bits [31:3] to indicate decoding range.

3 If mapped into memory space, value of 1 indicates reads are prefetchable (does not Yes Yes 0
affect operation of the PCI 9080, but is used for system status). If mapped into /0
space, bit is included with bits [31:2] to indicate decoding range.

31:4 Specifies which PCI Address bits to use for decoding PCl access to Local Bus Yes Yes FFFO000h
Space 1. Each bit corresponds to a PCI Address bit. Bit 31 corresponds to Address
bit 31. Write 1 to all bits that must be included in decode and 0 to all others (used in
conjunction with PCI Configuration Register Ch 1). Default is 1 MB.

Notes: Range (not Range register) must be power of 2. “Range register value” is inverse of range.
User should limit all I/O spaces to 256 bytes per PCI Specification v2.1.
If QSR bit 0 is set, defines PCl Base Address 0.
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4.4.14 (LAS1BA; PCI:F4h, LOC:174h) Local Address Space 1 Local Base Address
(Remap) Register

Table 4-46. (LAS1BA; PCI:F4h, LOC:174h) Local Address Space 1 Local Base Address (Remap)
Register Description

Remap (replace) PCI Address bits used in decode as Local Address bits.

Bit Description Read Write Value after Reset
0 Space 1 Enable. Value of 1 enables decoding of PCI Addresses for Direct Slave Yes Yes 0
access to Local Space 1. Value of 0 disables decoding. If set to 0, PCI BIOS may
not allocate (assign) base address for Space 1.
Note: Must be set to 1 for any Direct Slave access to Space 1.
1 Reserved. Yes No
3:2 If Local Space 1 is mapped into memory space, bits are not used. If mapped into Yes Yes
1/0 space, bit is included with bits [31:4] for remapping.
31:4 Remap of PCI Address to Local Address Space 1 into a Local Address Space. Yes Yes 0

Note: Remap Address value must be multiple of Range (not Range register).

4.4.15 (LBRD1; PCI:F8h, LOC:178h) Local Address Space 1 Bus Region Descriptor Register

Table 4-47. (LBRD1; PCI:F8h, LOC:178h) Local Address Space 1 Bus Region Descriptor Register Description

Bit Description Read Write Value after Reset
1.0 Memory Space 1 Local Bus Width. Value of 00 indicates bus width of 8 bits. Value Yes Yes S=01
of 01 indicates bus width of 16 bits. Value of 10 or 11 indicates bus width of 32 bits. J=11
c=11
5:2 Memory Space 1 Internal Wait States (data to data; 0-15 wait states). Yes Yes 0
6 Memory Space 1 Ready Input Enable. Value of 1 enables Ready input. Value of O Yes Yes 0
disables Ready input.
7 Memory Space 1 BTERM# Input Enable. Value of 1 enables BTERM# input. Value Yes Yes 0
of 0 disables BTERM# input. If set to 0, the PCI 9080 bursts four Lword maximum
at a time.
8 Memory Space 1 Burst Enable. Value of 1 enables bursting. Value of 0 disables Yes Yes 0
bursting. If burst is disabled, Local Bus performs continuous single cycles for Burst
PCI Read/Write cycles.
9 Memory Space 1 Prefetch Disable. If mapped into memory space, value of 0 Yes Yes 0
enables Read prefetching. Value of 1 disables prefetching. If prefetching is
disabled, the PCI 9080 disconnects after each memory read.
10 Read Prefetch Count Enable. When set to 1 and memory prefetching is enabled, Yes Yes 0
the PCI 9080 prefetches up to the number of Lwords specified in prefetch count.
When set to 0, the PCI 9080 ignores the count and continues prefetching until
terminated by PCI Bus.
14:11 Prefetch Counter. Number of Lwords to prefetch during memory Read cycles Yes Yes 0
(0-15).
31:15 Reserved. Yes No 0
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4.5 Runtime Registers
4.5.1 (MBOXO0; PCI:40h or 78h, LOC:CO0h) Mailbox Register 0

Table 4-48. (MBOXO; PCI:40h or 78h, LOC:C0h) Mailbox Register 0 Description

Bit Description Read Write Value after Reset
31:.0 32-Bit Mailbox Register. Yes Yes 0

Note: Mailbox register O is replaced by the Inbound Queue Port when the 1,0 feature is enabled (QSR[0] is set).
Mailbox register 0 is always accessible at PCI Address 78h and Local Address COh.

4.5.2 (MBOX1,; PCl:44h or 7Ch, LOC:C4h) Mailbox Register 1

Table 4-49. (MBOX1; PCl:44h or 7Ch, LOC:C4h) Mailbox Register 1 Description

Bit Description Read Write Value after Reset
31:.0 32-Bit Mailbox Register. Yes Yes 0

Note: Mailbox register 1 is replaced by Outbound Queue Port when 1,0 feature is enabled (QSR[0] is set).
Mailbox register 1 is always accessible at PCI Address 7Ch and Local Address C4h.

4.5.3 (MBOX2; PCIl:48h, LOC:C8h) Mailbox Register 2

Table 4-50. (MBOX2; PCI:48h, LOC:C8h) Mailbox Register 2 Description

Bit Description Read Write Value after Reset
31:.0 32-Bit Mailbox Register. Yes Yes 0

4.5.4 (MBOX3; PCI:4Ch, LOC:CCh) Mailbox Register 3

Table 4-51. (MBOX3; PCI:4Ch, LOC:CCh) Mailbox Register 3 Description

Bit Description Read Write Value after Reset
31:.0 32-Bit Mailbox Register. Yes Yes 0

455 (MBOX4; PCI:50h, LOC:DO0Oh) Mailbox Register 4

Table 4-52. (MBOX4; PCI:50h, LOC:DO0h) Mailbox Register 4 Description
Bit Description Read Write Value after Reset
31:.0 32-Bit Mailbox Register. Yes Yes 0
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4.5.6 (MBOX5; PCI:54h, LOC:D4h) Mailbox Register 5

Table 4-53. (MBOX5; PCI:54h, LOC:D4h) Mailbox Register 5 Description

Bit Description Read Write Value after Reset
31:.0 32-Bit Mailbox Register. Yes Yes 0
4.5.7 (MBOX®6; PCI:58h, LOC:D8h) Mailbox Register 6
Table 4-54. (MBOX6; PCI:58h, LOC:D8h) Mailbox Register 6 Description
Bit Description Read Write Value after Reset
31.0 32-Bit Mailbox Register. Yes Yes 0
4.5.8 (MBOXT7; PCI:5Ch, LOC:DCh) Mailbox Register 7
Table 4-55. (MBOX7; PCI:5Ch, LOC:DCh) Mailbox Register 7 Description
Bit Description Read Write Value after Reset
31:.0 32-Bit Mailbox Register. Yes Yes 0
4.5.9 (P2LDBELL; PCI.:60h, LOC:EOh) PCI-to-Local Doorbell Register
Table 4-56. (P2LDBELL; PCI:60h, LOC:EOh) PCI-to-Local Doorbell Register Description
Bit Description Read Write Value after Reset
31:0 Doorbell Register. PCI Master can write to this register and generate a Local Yes Yes/Clr 0
interrupt to the Local processor. The Local processor can then read this register
to determine which Doorbell bit was asserted. PCI Master sets doorbell by writing
1 to a particular bit. Local processor can clear Doorbell bit by writing 1 to that
bit position.
4.5.10 (L2PDBELL; PCIl:64h, LOC:E4h) Local-to-PCI Doorbell Register
Table 4-57. (L2PDBELL; PCI:64h, LOC:E4h) Local-to-PCl Doorbell Register Description
Bit Description Read Write Value after Reset
31:.0 Doorbell Register. Local processor can write to this register and generate Yes Yes/Clr 0
PCI interrupt. PCI Master can then read this register to determine which Doorbell bit
was asserted. Local processor sets doorbell by writing 1 to a particular bit.
PCI Master can clear Doorbell bit by writing 1 to that bit position.
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4.5.11 (INTCSR; PCI:68h, LOC:E8h) Interrupt Control/Status Register

Table 4-58. (INTCSR; PCI:68h, LOC:E8h) Interrupt Control/Status Register Description

Bit Description Read Write Value after Reset
0 Enable Local Bus LSERR#. Value of 1 enables the PCI 9080 to assert LSERR# Yes Yes 0
interrupt output when PCI Bus Target Abort or Master Abort Status bit is set in
PCI Status Configuration register.
1 Enable Local Bus LSERR# when PCI parity error occurs during a PCI 9080 Master Yes Yes 0
Transfer or a PCI 9080 Slave access or an Outbound Free List FIFO Overflow Init.
Generate PCl Bus SERR#. When set to 0, writing 1 generates PCl Bus SERR#. Yes Yes
Mailbox Interrupt Enable. Value of 1 enables a Local interrupt to be generated when Yes Yes
PCI Bus writes to Mailbox registers 0 through 3. To clear a Local interrupt, the Local
Master must read the Mailbox. Used in conjunction with Local interrupt enable.
7:4 Reserved. Yes No 0
8 PCI Interrupt Enable. Value of 1 enables PCI interrupts. Yes Yes
9 PCI Doorbell Interrupt Enable. Value of 1 enables doorbell interrupts. Used in Yes Yes 0
conjunction with PCI interrupt enable. Clearing doorbell interrupt bits that caused
interrupt also clears interrupt.
10 PCI Abort Interrupt Enable. Value of 1 enables Master abort or Master detect of Yes Yes 0
Target abort to generate PCI interrupt. Used in conjunction with PCI interrupt
enable. Clearing abort status bits also clears PCI interrupt.
11 PCI Local Interrupt Enable. Value of 1 enables Local interrupt input to generate a Yes Yes 0
PCl interrupt. Use in conjunction with PCI interrupt enable. Clearing the Local Bus
cause of interrupt also clears interrupt.
12 Retry Abort Enable. Value of 1 enables the PCI 9080 to treat 256 Master Yes Yes 0
consecutive retries to a Target as a Target Abort. Value of 0 enables the PCI 9080
to attempt Master Retries indefinitely.
Note: For diagnostic purposes only.
13 Value of 1 indicates PCI doorbell interrupt is active. Yes No 0
14 Value of 1 indicates PCI abort interrupt is active. Yes No 0
15 Value of 1 indicates Local interrupt is active (LINTi#). Yes No 0
16 Local Interrupt Output Enable. Value of 1 enables Local interrupt output. Yes Yes 1
17 Local Doorbell Interrupt Enable. Value of 1 enables doorbell interrupts. Used in Yes Yes 0
conjunction with Local interrupt enable. Clearing local doorbell interrupt bits that
caused interrupt also clears interrupt.
18 Local DMA Channel 0O Interrupt Enable. Value of 1 enables DMA Channel O Yes Yes 0
interrupts. Used in conjunction with Local interrupt enable. Clearing DMA status bits
also clears interrupt.
19 Local DMA Channel 1 Interrupt Enable. Value of 1 enables DMA Channel 1 Yes Yes 0
interrupts. Used in conjunction with Local interrupt enable. Clearing DMA status bits
also clears interrupt.
20 Value of 1 indicates local doorbell interrupt is active. Yes No 0
21 Value of 1 indicates DMA Ch 0 interrupt is active. Yes No 0
22 Value of 1 indicates DMA Ch 1 interrupt is active. Yes No 0
23 Value of 1 indicates BIST interrupt is active. Writing 1 to bit 6 of PCI Configuration Yes No 0
BIST Register generates BIST (Built-In Self-Test) interrupt. Clearing bit 6 clears
interrupt. For description of self-test, refer to PCI BISTR.
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Table 4-58. (INTCSR; PCI:68h, LOC:E8h) Interrupt Control/Status Register Description (continued)

Bit Description Read Write Value after Reset

24 Value of 0 indicates Direct Master was Bus Master during a Master or Target abort. Yes No 1
(Not valid until abort occurs.)

25 Value of 0 indicates DMA CH 0 was Bus Master during a Master or Target abort. Yes No 1
(Not valid until abort occurs.)

26 Value of 0 indicates DMA CH 1 was Bus Master during a Master or Target abort. Yes No 1
(Not valid until abort occurs.)

27 Value of 0 indicates Target Abort was generated by the PCI 9080 after Yes No 1
256 consecutive Master retries to Target. (Not valid until abort occurs.)

28 Value of 1 indicates PCI wrote data to MailBox #0. Enabled only if MBOXINTENB is Yes No 0
enabled (bit 3 high).

29 Value of 1 indicates PCI wrote data to MailBox #1. Enabled only if MBOXINTENB is Yes No 0
enabled (bit 3 high).

30 Value of 1 indicates PCI wrote data to MailBox #2. Enabled only if MBOXINTENB is Yes No 0
enabled (bit 3 high).

31 Value of 1 indicates PCI wrote data to MailBox #3. Enabled only if MBOXINTENB is Yes No 0
enabled (bit 3 high).
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4.5.12 (CNTRL; PCI:6Ch, LOC:ECh) Serial EEPROM Control, PCI Command Codes, User I/O
Control, Init Control Register

Table 4-59. (CNTRL; PCI:6Ch, LOC:ECh) Serial EEPROM Control, PCI Command Codes, User I/0O Control, Init
Control Register Description

Bit Description Read Write Value after Reset
3.0 PCI Read Command Code for DMA. Sent out during DMA Read cycles. Yes Yes 1110
7:4 PCI Write Command Code for DMA. Sent out during DMA Write cycles. Yes Yes 0111
11:8 PCI Memory Read Command Code for Direct Master. Sent out during Direct Master Yes Yes 0110
Read cycles.
15:12 PCI Memory Write Command Code for Direct Master. Sent out during Direct Master Yes Yes 0111
Write cycles.
16 General Purpose Output. Value of 1 causes USERO output to go high. Value of 0 Yes Yes 1
causes USERO output to go low.
17 General Purpose Input. Value of 1 indicates USERI input pin is high. Value of 0 Yes No —
indicates USERI pin is low.
23:18 Reserved. Yes No
24 Serial EEPROM Clock for Local or PCI Bus Reads or Writes to Serial EEPROM. Yes Yes
Toggling this bit generates serial EEPROM clock. (Refer to manufacturer’s data
sheet for particular serial EEPROM being used.)
25 Serial EEPROM Chip Select. For Local or PCI Bus Reads or Writes to serial Yes Yes 0
EEPROM, setting this bit to 1 provides serial EEPROM chip select.
26 Write Bit to serial EEPROM. For Writes, this output bit is input to serial EEPROM. Yes Yes 0
Clocked into serial EEPROM by serial EEPROM clock.
27 Read Serial EEPROM Data. For Reads, this input bit is output of serial EEPROM. Yes No —
Clocked out of serial EEPROM by serial EEPROM clock.
28 Serial EEPROM Present. Value of 1 indicates serial EEPROM is present. Yes No
29 Reload Configuration Registers. When set to 0, writing 1 causes the PCI 9080 to Yes Yes
reload Local Configuration registers from serial EEPROM.
30 PCI Adapter Software Reset. Value of 1 holds Local Bus logic in the PCI 9080 reset Yes Yes 0
and LRESETo# asserted. Contents of PCI Configuration registers and Shared Run
Time registers are not reset. Software Reset can only be cleared from the PCI Bus.
(Local Bus remains reset until this bit is cleared.)
31 Local Init Status. Value of 1 indicates Local Init done. Responses to PCl accesses Yes Yes 0
are Retrys until this bit is set. While input pin NB# is asserted low, this bit is forced
to 1.
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4.5.13 (PCIHIDR; PCI:70h, LOC:FOh) PCI Permanent Configuration ID Register

Table 4-60. (PCIHIDR; PCI:70h, LOC:FOh) PCI Permanent Configuration ID Register Description

Bit Description Read Write Value after Reset
15:0 Permanent Vendor ID. Identifies device manufacturer. Yes No 10B5h
Note: Hardcoded to PCI SIG issued vendor ID of PLX (10B5h).
31:16 Permanent Device ID. Identifies particular device. Yes No 9080h
Note: Hardcoded to PLX part number for PCI interface chip PCI 9080.

4.5.14 (PCIHREV; PCI:74h, LOC:F4h) PCI Permanent Revision ID Register

Table 4-61. (PCIHREV; PCI:74h, LOC:F4h) PCI Permanent Revision ID Register Description

Bit Description Read Write Value after Reset

7:0 Permanent Revision ID. Yes No Current Rev #
Note: Hardcoded to silicon revision of the PCI 9080.
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4.6 DMA Registers

4.6.1 (DMAMODEDQO; PCI:80h, LOC:100h) DMA Channel 0 Mode Register

Table 4-62. (DMAMODEQ; PCI:80h, LOC:100h) DMA Channel 0 Mode Register Description

Bit Description Read Write Value after Reset
1:0 Local Bus Width. Value of 00 indicates bus width of 8 bits. Value of 01 indicates bus Yes Yes S=01
width of 16 bits. Value of 10 or 11 indicates bus width of 32 bits. J=11
c=11
5:2 Internal Wait States (data to data). Yes Yes 0
6 Ready Input Enable. Value of 1 enables Ready input. Value of 0 disables Ready Yes Yes 0
input.
7 BTERM# Input Enable. Value of 1 enables BTERM# input. Value of 0 disables Yes Yes 0

BTERM# input. If set to 0, the PCI 9080 bursts four Lword maximum at a time.

8 Local Burst Enable. Value of 1 enables bursting. Value of 0 disables local bursting. Yes Yes 0
If burst is disabled, Local Bus performs continuous single cycles for Burst PCI
Read/Write cycles.

9 Chaining. Value of 1 indicates Chaining mode is enabled. For Chaining mode, DMA Yes Yes 0
source address, destination address and byte count are loaded from memory in
PCI or Local Address Spaces. Value of 0 indicates Non-chaining mode is enabled.

10 Done Interrupt Enable. Value of 1 enables interrupt when done. Value of O disables Yes Yes 0
interrupt when done. If DMA Clear Count mode is enabled, interrupt does not occur
until byte count is cleared.

11 Local Addressing Mode. Value of 1 indicates Local Address LA[31:2] to be held Yes Yes 0
constant. Value of 0 indicates Local Address is incremented.

12 Demand Mode. Value of 1 causes DMA controller to operate in Demand mode. Yes Yes 0
In Demand mode, DMA controller transfers data when its DREQ[1:0]# input is
asserted. Asserts DACK[1:0]# to indicate current Local Bus transfer is in response
to DREQ[1:0]# input. DMA controller transfers Lwords (32 bits) of data. May result
in multiple transfers for 8- or 16-bit bus.

13 Write and Invalidate Mode for DMA Transfers. When set to 1, the PCI 9080 Yes Yes 0
performs Write and Invalidate cycles to PCI Bus. The PCI 9080 supports Write and
Invalidate sizes of 8 or 16 Lwords. Size specified in PCI Cache Line Size Register.
If size other than 8 or 16 is specified, the PCI 9080 performs Write transfers rather
than Write and Invalidate transfers. Transfers must start and end at Cache Line
boundaries.

14 DMA EOT (End of Transfer) Enable. Value of 1 enables EOT[1:0}# input pin. Value Yes Yes 0
of 0 disables EOT[1:0]# input pin. (Refer to Section 3.7.6.1, “End of Transfer
(EOTO# or EOT1#) Input.”)

15 DMA Stop Data Transfer Mode. Value of 0 sends BLAST to terminate DMA Yes Yes 0
transfer. Value of 1 indicates EOT asserted or DREQI[1:0]# de-asserted during
Demand mode DMA terminates a DMA transfer. (Refer to Section 3.7.6.1, “End of
Transfer (EOTO# or EOT1#) Input.”)

16 DMA Clear Count Mode. When set to 1, if it is in Local memory, byte count in each Yes Yes 0
chaining descriptor is cleared when corresponding DMA transfer completes.

Note: If the chaining descriptor is in PCl memory, the count is not cleared.

17 DMA Channel O Interrupt Select. Value of 1 routes DMA Channel 0 interrupt to Yes Yes 0
PCl interrupt. Value of O routes DMA Channel 0 interrupt to Local Bus interrupt.
31:18 Reserved. Yes No 0
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4.6.2 (DMAPADRQO; PCI:84h, LOC:104h) DMA Channel 0 PCI Address Register

Table 4-63. (DMAPADRQO; PCI:84h, LOC:104h) DMA Channel 0 PCI Address Register Description

Bit

Description

Read

Write

Value after Reset

31:0

PCI Address Register. Indicates from where in PClI memory space the DMA

transfers (reads or writes) start.

Yes

Yes

0

4.6.3 (DMALADRO; PCI:88h, LOC:108h) DMA Channel O Local Address Register

Table 4-64. (DMALADRO; PCI:88h, LOC:108h) DMA Channel O Local Address Register Description

Bit

Description

Read

Write

Value after Reset

31:0

Local Address Register. Indicates from where in Local memory space the DMA

transfers (reads or writes) start.

Yes

Yes

0

4.6.4 (DMASIZO0; PCI:8Ch, LOC:10Ch) DMA Channel 0 Transfer Size (Bytes) Register

Table 4-65. (DMASIZ0; PCI:8Ch, LOC:10Ch) DMA Channel 0 Transfer Size (Bytes) Register Description

Bit Description Read Write Value after Reset
22:0 DMA Transfer Size (Bytes). Indicates number of bytes to transfer during Yes Yes 0
DMA operation.
31:23 Reserved. Yes No 0

4.6.5 (DMADPRO; PCI:90h, LOC:110h) DMA Channel O Descriptor Pointer Register

Table 4-66. (DMADPRO; PCI:90h, LOC:110h) DMA Channel O Descriptor Pointer Register Description

Bit Description Read Write Value after Reset
0 Descriptor Location. Value of 1 indicates PCI Address space. Value of 0 indicates Yes Yes 0
Local Address Space.
1 End of Chain. Value of 1 indicates end of chain. Value of 0 indicates not end of Yes Yes 0
chain descriptor. (Same as Non-chaining Mode.)
2 Interrupt after Terminal Count. Value of 1 causes interrupt to be generated after Yes Yes 0
terminal count for this descriptor is reached. Value of 0 disables interrupts from
being generated.
3 Direction of Transfer. Value of 1 indicates transfers from the Local Bus to PCI Bus. Yes Yes 0
Value of 0 indicates transfers from the PCI Bus to Local Bus.
31:4 Next Descriptor Address. Quad word aligned (bits [3:0] = 0000). Yes Yes 0
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4.6.6 (DMAMODEL; PCIl:94h, LOC:114h) DMA Channel 1 Mode Register

Table 4-67. (DMAMODEL; PCI:94h, LOC:114h) DMA Channel 1 Mode Register Description

Bit

Description

Read

Write

Value after Reset

1.0

Local Bus Width. Value of 00 indicates bus width of 8 bits. Value of 01 indicates bus
width of 16 bits. Value of 10 or 11 indicates bus width of 32 bits.

Yes

Yes

S=01
J=11
c=11

5:2

Internal Wait States (data to data).

Yes

Yes

0

Ready Input Enable. Value of 1 enables Ready input. Value of 0 disables Ready
input.

Yes

Yes

0

BTERM# Input Enable. Value of 1 enables BTERM# input. Value of O disables
BTERM# input. If set to 0, the PCI 9080 bursts four Lword maximum at a time.

Yes

Yes

Local Burst Enable. Value of 1 enables bursting. Value of 0 disables local bursting.
If burst is disabled, Local Bus performs continuous single cycles for Burst PCI
Read/Write cycles.

Yes

Yes

Chaining. Value of 1 indicates Chaining mode enabled. For Chaining mode, DMA
source address, destination address and byte count are loaded from memory in
PCI or Local address spaces. Value of 0 indicates Non-chaining mode enabled.

Yes

Yes

10

Done Interrupt Enable. Value of 1 enables interrupt when done. Value of O disables
interrupt when done. If DMA Clear Count mode is enabled, interrupt does not occur
until byte count is cleared.

Yes

Yes

11

Local Addressing Mode. Value of 1 indicates Local Address LA[31:2] to be held
constant. Value of 0 indicates Local Address is incremented.

Yes

Yes

12

Demand Mode. Value of 1 causes DMA controller to operate in Demand mode.

In Demand mode, DMA controller transfers data when its DREQ[1:0]# input is
asserted. Asserts DACK[1:0]# to indicate current Local Bus transfer is in response
to DREQ[1:0]# input. DMA controller transfers Lwords (32 bits) of data. May result
in multiple transfers for 8- or 16-bit bus.

Yes

Yes

13

Write and Invalidate Mode for DMA Transfers. When set to 1, the PCI 9080
performs Write and Invalidate cycles to PCI Bus. The PCI 9080 supports Write and
Invalidate sizes of 8 or 16 Lwords. Size is specified in PCI Cache Line Size
Register. If size other than 8 or 16 is specified, the PCI 9080 performs Write
transfers rather than Write and Invalidate transfers. Transfers must start and end
at Cache Line boundaries.

Yes

Yes

14

DMA EOT (End of Transfer) Enable. Value of 1 enables EOT[1:0]# input pin.
Value of 0 disables EOT[1:0]# input pin. (Refer to Section 3.7.6.1, “End of Transfer
(EOTO# or EOT1#) Input.”)

Yes

Yes

15

DMA Stop Data Transfer Mode. Value of 0 BLAST terminates DMA transfer. Value
of 1 indicates EOT. In demand DMA mode, if set to 1, assertion of EOT causes
DMA controller to terminate following current Data phase (blast may or may not be
asserted). If not set, and EOT asserted, DMA controller completes current Data
phase and potentially a following Data phase in which blast is asserted. (Refer to
Section 3.7.6.1, “End of Transfer (EOTO# or EOT1#) Input.”)

Yes

Yes

16

DMA Clear Count Mode. When set to 1, byte count in each chaining descriptor, if it
is in Local memory, is cleared when corresponding DMA transfer completes.

Note: If a chaining descriptor is in PCI memory, the count is not cleared.

Yes

Yes

17

DMA Channel 1 Interrupt Select. Value of 1 routes DMA Channel 1 interrupt to
PCl interrupt. Value of O routes DMA Channel 1 interrupt to Local Bus interrupt.

Yes

Yes

31:18

Reserved.

Yes

No
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4.6.7 (DMAPADR1; PCI:98h, LOC:118h) DMA Channel 1 PCI Address Register

Table 4-68. (DMAPADR1; PCI:98h, LOC:118h) DMA Channel 1 PCI Address Register Description

Bit

Description

Read

Write

Value after Reset

31:0

PCI Data Address Register. Indicates from where in PCl memory space the DMA

transfers (reads or writes) start.

Yes

Yes

0

4.6.8 (DMALADR1; PCI:9Ch, LOC:11Ch) DMA Channel 1 Local Address Register

Table 4-69. (DMALADRZ1; PCI:9Ch, LOC:11Ch) DMA Channel 1 Local Address Register Description

Bit

Description

Read

Write

Value after Reset

31:0

Local Data Address Register. Indicates from where in Local memory space the

DMA transfers (reads or writes) start.

Yes

Yes

0

4.6.9 (DMASIZ1; PCI:AOh, LOC:120h) DMA Channel 1 Transfer Size (Bytes) Register

Table 4-70. (DMASIZ1; PCI:AOh, LOC:120h) DMA Channel 1 Transfer Size (Bytes) Register Description

Bit Description Read Write Value after Reset
22:0 DMA Transfer Size (Bytes). Indicates number of bytes to transfer during Yes Yes 0
DMA operation.
31:23 Reserved. Yes No 0

4.6.10 (DMADPR1; PCI:A4h, LOC:124h) DMA Channel 1 Descriptor Pointer Register

Table 4-71. (DMADPR1; PCI:Adh, LOC:124h) DMA Channel 1 Descriptor Pointer Register Description

Bit Description Read Write Value after Reset
0 Descriptor Location. Value of 1 indicates PCI Address space. Value of 0 indicates Yes Yes 0
Local Address Space.
1 End of Chain. Value of 1 indicates end of chain. Value of 0 indicates not end of Yes Yes 0
chain descriptor. (Same as Non-chaining mode.)
2 Interrupt after Terminal Count. Value of 1 causes interrupt to be generated after Yes Yes 0
terminal count for this descriptor is reached. Value of 0 disables interrupts from
being generated.
3 Direction of Transfer. Value of 1 indicates transfers from the Local Bus to PCI Bus. Yes Yes 0
Value of 0 indicates transfers from the PCI Bus to Local Bus.
31:4 Next Descriptor Address. Quad word aligned (bits [3:0] = 0000). Yes Yes 0
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4.6.11 (DMACSRO; PCI:A8h, LOC:128h) DMA Channel 0 Command/Status Register

Table 4-72. (DMACSRO; PCI:A8h, LOC:128h) DMA Channel 0 Command/Status Register Description

Bit Description Read Write Value after Reset
0 Channel 0 Enable. Value of 1 enables channel to transfer data. Value of 0 disables Yes Yes 0
channel from starting DMA transfer and if in process of transferring data suspend
transfer (pause).
1 Channel 0 Start. Value of 1 causes channel to start transferring data if channel No Yes/Set 0
is enabled.
2 Channel 0 Abort. Value of 1 causes channel to abort current transfer. Channel No Yes/Set 0
Enable bit must be cleared. Channel Complete bit is set when abort is complete.
Clear Interrupt. Writing 1 to this bit clears Channel 0 interrupts. No Yes/Clr 0
Channel 0 Done. Value of 1 indicates channel’s transfer is complete. Value of 0 Yes No
indicates channel’s transfer is not complete.
75 Reserved. Yes No 0

4.6.12 (DMACSR1; PCI:A9h, LOC:129h) DMA Channel 1 Command/Status Register

Table 4-73. (DMACSR1; PCI:A9h, LOC:129h) DMA Channel 1 Command/Status Register Description

Bit Description Read Write Value after Reset
0 Channel 1 Enable. Value of 1 enables channel to transfer data. Value of 0 disables Yes Yes 0
channel from starting DMA transfer and if in process of transferring data suspend
transfer (Pause).
1 Channel 1 Start. Value of 1 causes channel to start transferring data if channel is No Yes/Set 0
enabled.
2 Channel 1 Abort. Value of 1 causes channel to abort current transfer. Channel No Yes/Set 0
Enable bit must be cleared. Channel Complete bit set when abort is complete.
Clear Interrupt. Writing 1 to this bit clears Channel 1 interrupts. No Yes/Clr 0
Channel 1 Done. Value of 1 indicates this channel’s transfer is complete. Value of O Yes No
indicates channel’s transfer is not complete.
7:5 Reserved. Yes No 0
4.6.13 (DMAARB; PCI:ACh, LOC:12Ch) DMA Arbitration Register
Same as Mode/Arbitration register (MARBR).
Page 84 Version 1.05

OPLX Technology, Inc., 1998




SECTION 4 PCI 9080

REGISTERS

4.6.14 (DMATHR; PCI:BOh, LOC:130h) DMA Threshold Register

Table 4-74. (DMATHR; PCI:BOh, LOC:130h) DMA Threshold Register Description

Bit Description Read Write Value after Reset
3.0 DMA Channel 0 PCI-to-Local Almost Full (COPLAF). Number of full entries (divided Yes Yes 0
by two, minus one) in the FIFO before requesting Local Bus for writes.
(COPLAF+1) + (COPLAE+1) should be < FIFO Depth of 32.
7:4 DMA Channel 0 Local-to-PCl Almost Empty (COLPAE). Number of empty entries Yes Yes 0
(divided by two, minus one) in the FIFO before requesting Local Bus for reads.
(COLPAF+1) + (COLPAE+1) should be < FIFO depth of 32.
11:8 DMA Channel 0 Local-to-PCl Almost Full (COLPAF). Number of full entries Yes Yes 0
(divided by two, minus one) in the FIFO before requesting PCI Bus for writes.
15:12 DMA Channel 0 PCI-to-Local Almost Empty (COPLAE). Number of empty entries Yes Yes 0
(divided by two, minus one) in the FIFO before requesting PCI Bus for reads.
19:16 DMA Channel 1 PCI-to-Local Almost Full (C1PLAF). Number of full entries Yes Yes 0
(minus one) in the FIFO before requesting Local Bus for writes.
(C1PLAF+1) + (C1PLAE+1) should be < FIFO depth of 16.
23:20 DMA Channel 1 Local-to-PCl Almost Empty (C1LPAE). Number of empty entries Yes Yes 0
(minus one) in the FIFO before requesting Local Bus for reads.
(C1PLAF) + (C1PLAE) should be < FIFO depth of 16.
27:24 DMA Channel 1 Local-to-PCl Almost Full (C1LPAF). Number of full entries Yes Yes 0
(minus one) in the FIFO before requesting PCI Bus for writes.
31:28 DMA Channel 1 PCI-to-Local Almost Empty (C1PLAE). Number of empty entries Yes Yes 0
(minus one) in the FIFO before requesting PCI Bus for reads.
Note: If the number of entries needed is x, then the value is one less than half the number of entries
(DMA Channel 0 only).
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4.7 Messaging Queue Registers

4.7.1 (OPLFIS; PCI:30h, LOC:B0) Outbound Post List FIFO Interrupt Status Register

Table 4-75. (OPLFIS; PCI:30h, LOC:B0) Outbound Post List FIFO Interrupt Status Register Description

Bit Description Read Write Value after Reset
2:0 Reserved. Yes No 0
3 Outbound Post List FIFO Interrupt. Set when the Outbound Post List FIFO is not Yes No 0
empty. Not affected by the Interrupt Mask bit.
31:4 Reserved. Yes No 0

4.7.2 (OPLFIM; PCI:34h, LOC:B4) Outbound Post List FIFO Interrupt Mask Register

Table 4-76. (OPLFIM; PCI:34h, LOC:B4) Outbound Post List FIFO Interrupt Mask Register Description

Bit

Description

Read

Write

Value after Reset

2:0

Reserved.

Yes

No

0

3

Outbound Post List FIFO Interrupt Mask. Interrupt is masked when set.

Yes

Yes

1

31:4

Reserved.

Yes

No

0

4.7.3 (IQP; PCI:40h) Inbound Queue Port Register

Table 4-77. (IQP; PCI:40h) Inbound Queue Port Register Description

Bit

Description

Read

Write

Value after Reset

31:0

Value written by the PCI Master is stored into the Inbound Post List FIFO, which is
located in Local memory at an address pointed to by Queue Base Address + FIFO
Size + Inbound Post Head Pointer. From the time of a PCI write until a Local
Memory write and update of the Inbound Post Queue Head Pointer, further
accesses to this register result in a Retry. A Local interrupt is generated when the
Inbound Post List FIFO is not empty.

When the port is read by a PCI Master, the value is read from the Inbound Free List
FIFO, which is located in Local memory at an address pointed to by Queue Base
Address + Inbound Free Tail Pointer. If the FIFO is empty, a value of FFFFFFFh

is returned.

PCI

PCI

0
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4.7.4 (OQP; PCIl:44h) Outbound Queue Port Register

Table 4-78. (OQP; PCl:44h) Outbound Queue Port Register Description

Bit Description Read Write Value after Reset
31:.0 Value written by the PCI Master is stored into the Outbound Free List FIFO, which PCI PCI 0
is located in Local memory at an address pointed to by Queue Base Address +
(3*FIFO Size) + Outbound Free Head Pointer. From the time of the PCI write until
the Local Memory write and update of the Outbound Free Head Pointer, further
accesses to this register result in a Retry. If the FIFO fills up, a local LSERR
interrupt is generated.
When the port is read by a PCI Master, the value is read from the Outbound Post
List FIFO, which is located in Local memory at an address pointed to by Queue
Base Address + (2*FIFO Size) + Outbound Post Tail Pointer. If the FIFO is empty,
a value of FFFFFFFh is returned. A PCI interrupt is generated if the Outbound Post
List FIFO is not empty.
4.7.5 (MQCR; PCI.C0Oh, LOC:140h) Messaging Queue Configuration Register
Table 4-79. (MQCR; PCI:C0Oh, LOC:140h) Messaging Queue Configuration Register Description
Bit Description Read Write Value after Reset
0 Queue Enable. Value of 1 allows accesses to the Inbound and Outbound Queue Yes Yes 0
Ports. If cleared to 0, writes are accepted but ignored, and reads return FFFFFFFF.
Complete all pointer initializations and frame allocations before enabling this bit.
5:1 Circular FIFO Size. Defines size of one of the circular FIFOs. Each of the four Yes Yes 00001
FIFOs are the same size. Each FIFO entry is one 32-bit word.
FIFO Size Encoding
Max entries FIFO Total FIFO
5:1 per FIFO Size Memory
00001 4K entries 16 KB 64 KB
00010 8K entries 32 KB 128 KB
00100 16K entries 64 KB 256 KB
01000 32K entries 128 KB 512 KB
10000 64K entries 256 KB 1 MB
316 Reserved. Yes No 0
4.7.6 (QBAR; PCI:C4h, LOC:144h) Queue Base Address Register
Table 4-80. (QBAR; PCI:C4h, LOC:144h) Queue Base Address Register D  escription
Bit Description Read Write Value after Reset
19:0 Reserved. Yes No 0
31:20 Queue Base Address. Local memory base address of Inbound and Outbound Yes Yes 0
Queues (four contiguous and equal size FIFOs). Queue base address must be
aligned on 1 MB boundary.
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4.7.7 (IFHPR; PCI:C8h, LOC:148h) Inbound Free Head Pointer Register

Table 4-81. (IFHPR; PCI:C8h, LOC:148h) Inbound Free Head Pointer Register Description

Bit Description Read Write Value after Reset
1:0 Reserved. Yes No 0
19:2 Inbound Free Head Pointer. Local Memory Offset for the Inbound Free List FIFO. Yes Yes 0
Initialized as (0*FIFO Size) and maintained by local CPU software.
31:20 Queue Base Address. Yes No 0
4.7.8 (IFTPR; PCI:CCh, LOC:14Ch) Inbound Free Tail Pointer Register
Table 4-82. (IFTPR; PCI:CCh, LOC:14Ch) Inbound Free Tail Pointer Register Description
Bit Description Read Write Value after Reset
1:0 Reserved. Yes No 0
19:2 Inbound Free Tail Pointer. Local Memory Offset for the Inbound Free List FIFO. Yes Yes 0
Initialized as (O*FIFO Size) by local CPU software. Maintained by MU hardware
and incremented modulo the FIFO size.
31:20 Queue Base Address. Yes No 0
4.7.9 (IPHPR; PCI:DOh, LOC:150h) Inbound Post Head Pointer Register
Table 4-83. (IPHPR; PCI:DOh, LOC:150h) Inbound Post Head Pointer Register Description
Bit Description Read Write Value after Reset
1:0 Reserved. Yes No 0
19:2 Inbound Post Head Pointer. Local Memory Offset for the Inbound Post List FIFO. Yes Yes 0
Initialized as (1*FIFO Size) by local CPU software. Maintained by MU hardware
and incremented modulo the FIFO size.
31:20 Queue Base Address. Yes No 0
4.7.10 (IPTPR; PCI:D4h, LOC:154h) Inbound Post Tail Pointer Register
Table 4-84. (IPTPR; PCI:D4h, LOC:154h) Inbound Post Tail Pointer Register Description
Bit Description Read Write Value after Reset
1.0 Reserved. Yes No 0
19:2 Inbound Post Tail Pointer. Local Memory Offset for the Inbound Post List FIFO. Yes Yes 0
Initialized as (1*FIFO Size) and maintained by local CPU software.
31:20 Queue Base Address. Yes No 0
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4.7.11 (OFHPR; PCI:D8h, LOC:158h) Outbound Free Head Pointer Register

Table 4-85. (OFHPR; PCI:D8h, LOC:158h) Outbound Free Head Pointer Register Description

Bit Description Read Write Value after Reset
1:0 Reserved. Yes No 0
19:2 Outbound Free Head Pointer. Local Memory Offset for the Outbound Free Yes Yes 0
List FIFO. Initialized as (3*FIFO Size) by local CPU software. Maintained by
MU hardware and incremented modulo the FIFO size.
31:20 Queue Base Address. Yes No 0
4.7.12 (OFTPR; PCI:DCh, LOC:15Ch) Outbound Free Tail Pointer Register
Table 4-86. (OFTPR; PCI:DCh, LOC:15Ch) Outbound Free Tail Pointer Register Description
Bit Description Read Write Value after Reset
1.0 Reserved. Yes No 0
19:2 Outbound Free Tail Pointer. Local Memory Offset for the Outbound Free List FIFO. Yes Yes 0
Initialized as (3*FIFO Size) and maintained by local CPU software.
31:20 Queue Base Address. Yes No 0
4.7.13 (OPHPR; PCI:EOh, LOC:160h) Outbound Post Head Pointer Register
Table 4-87. (OPHPR; PCI:EOh, LOC:160h) Outbound Post Head Pointer Register Description
Bit Description Read Write Value after Reset
1:0 Reserved. Yes No 0
19:2 Outbound Post Head Pointer. Local Memory Offset for the Outbound Post List Yes Yes 0
FIFO. Initialized as (2*FIFO Size) and maintained by local CPU software.
31:20 Queue Base Address. Yes No 0
4.7.14 (OPTPR; PCI:E4h, LOC:164h) Outbound Post Tail Pointer Register
Table 4-88. (OPTPR; PCI:E4h, LOC:164h) Outbound Post Tail Pointer Register Description
Bit Description Read Write Value after Reset
1.0 Reserved. Yes No 0
19:2 Outbound Post Tail Pointer. Local Memory Offset for the Outbound Post List FIFO. Yes Yes 0
Initialized as (2*FIFO Size). Maintained by MU hardware and incremented modulo
the FIFO size.
31:20 Queue Base Address. Yes No 0
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4.7.15 (QSR; PCI:E8h, LOC:168h) Queue Status/Control Register

Table 4-89. (QSR; PCI:E8h, LOC:168h) Queue Status/Control Register

Bit Description Read Write Value after Reset

0 1,0 Decode Enable. When set, replaces Mailbox registers 0 and 1 with the Inbound Yes Yes 0
and Outbound Queue Port registers and redefines Space 1 as PCI Base Address 0
to be accessed by PCIBARO. Former Space 1 registers FO, F4, and F8 should be
programmed to configure their shared 1,0 memory space, defined as PCI Base
Address 0.

1 Queue Local Space Select. When set to 0, use Local Address Space 0 Bus Region Yes Yes 0
descriptor for Queue accesses. When set to 1, use Local Address Space 1
Bus Region descriptor for Queue accesses.

2 Outbound Post List FIFO Prefetch Enable. When set, prefetching occurs from the Yes Yes 0
Outbound Post List FIFO if it is not empty.

3 Inbound Free List FIFO Prefetch Enable. When set, prefetching occurs from the Yes Yes 0
Inbound Free List FIFO if it is not empty.

4 Inbound Post List FIFO Interrupt Mask. When set, Interrupt is masked. Yes Yes
Inbound Post List FIFO Interrupt. Set when the Inbound Post List FIFO is not Yes No 0
empty. Not affected by the Interrupt Mask bit.

6 Outbound Free List FIFO Overflow Interrupt Mask. When set, Interrupt is masked. Yes Yes

7 Outbound Free List FIFO Overflow Interrupt. Set when the Outbound Free List Yes Yes/Clr 0
FIFO becomes full. A Local LSERR (NMI) interrupt is generated if enabled in the
Interrupt Control/Status register. Writing 1 clears interrupt.

31:8 Unused. Yes No 0
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5. PIN DESCRIPTION

5.1 Pin Summary

The tables in this section describe the PCI 9080 pins.
Table 5-2 through Table 5-5 provide pin information
common to all three Local Bus modes of operation—
C,J,and S:

» Power and Ground Pin Description
» Serial EEPROM Interface Pin Description
« PCI System Bus Interface Pin Description

e Local Bus Mode and Processor Independent
Interface Pin Description

The pins in Table 5-6 through Table 5-8 correspond
to the Local Bus modes of the PCI 9080:

* C Bus Mode Interface Pin Description (32-bit
address/32-bit data, nonmultiplexed)

e JBus Mode Interface Pin Description (32-bit
address/32-bit data, multiplexed)

* S Bus Mode Interface Pin Description (32-bit
address/16-bit data, multiplexed)

The following pins have internal pull-ups:

ADMODE, BIGEND#, BTERM#, DREQI1:0]#, EEDO,
EESEL, LINTi#, LLOCK#, LRESETi#, NB#, READYi#,
S[2:0], SHORT#, and WAITI#.

The following pins have internal pull-downs: BREQ,
LHOLDA, TEST, and USERI.

For a visual view of the chip pin out, refer to Figure 7-3
in Section 7.3, “PCI 9080 Pin Out (S, J, and C Modes).”

Table 5-1 lists the abbreviations used in this section to
represent the various pin types.

Table 5-1. Pin Type Abbreviations

Abbreviation Pin Type
110 Input and output pin
| Input pin only
(0] Output pin only
TS Tri-state pin
oC Open collector pin
TP Totem pole pin
STS Sustained tri-state pin, driven high for one CLK
before float
DTS Driven tri-state pin, driven high for one-half CLK
before float

All Local Bus internal pull-ups go through a 2 kQ
resistor. All Local Bus internal pull-downs go through a
100 kQ resistor.

All local tri-state 1/0 pins should have external pull-ups
(use 3 kQ - 10 kQ).

Unspecified pins are not connected.

Note: For PCI Pins, DO NOT pull any pins up or down
unless the PCIl 9080 is being used in an embedded
design. Refer to the PCI Local Bus Specification, v2.1,
page 123.
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5.2 Pin Out Common to All Bus Modes

Table 5-2. Power and Ground Pin Description

Total Pin Pin
Symbol Signal Name Pins Type Number Function
TEST Test 1 | 49 Test Pin. Pull high for test, low for normal operation. When TEST is
pulled high, all outputs except USERO (pin 27) are placed in tri-state.
USERO provides a NAND-TREE output when TEST is pulled high.
VDDL (Core) | Power (+5V) 6 | 53, 68, 105, Five volt power supply pins for core.
144, 157, 167 Liberal .01 pF to .1 pF decoupling capacitors should be placed near
the PCI 9080.
VDDH (PCl) | Power 3 38, 60, 83 Power supply pins for PCI Bus pins.
(+5Vor+3.3V) Liberal .01 pF to .1 pF decoupling capacitors should be placed near
the PCI 9080.
VDDH Power 3 | 1,124,184 Power supply pins for Local Bus pins.
(Local) (+5V) Liberal .01 pF to .1 pF decoupling capacitors should be placed near
the PCI 9080.
VSS Ground 20 22, 37, 45, Ground pins.
52, 59, 67,
75, 82, 90,
98, 104, 114,
123, 134,
143, 156,
166, 183,
193, 208
Table 5-3. Serial EEPROM Interface Pin Description
Total Pin Pin
Symbol Signal Name Pins Type Number Function
EECS Serial EEPROM Chip 1 (0] 176 Serial EEPROM chip select.
Select TP
8 mA
EEDI Serial EEPROM Data 1 (0] 172 Write data to serial EEPROM.
IN TP
8 mA
EEDO Serial EEPROM Data 1 | 171 Read data from serial EEPROM.
ouT
EESK Serial Data Clock 1 (0] 173 Serial EEPROM clock.
TP
8 mA
SHORT# Load Short 1 | 174 When active low, only five 32-bit registers are loaded from the serial
EEPROM. When active high, all Local Configuration registers are also
loaded from serial EEPROM.
EESEL Serial EEPROM 1 | 175 When high, use 93CS46 (1K bit) serial EEPROM.
Select When low, use 93CS56 (2K bit) serial EEPROM.
Note: Serial EEPROM interface operates at the core voltage (+5V). The PCI 9080 requires the use of a serial EEPROM

that can operate up to 1 MHz.
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Table 5-4. PCI System Bus Interface Pin Description

Total Pin Pin
Symbol Signal Name Pins Type Number Function
AD[31:0] Address and Data 32 1/0 32-36, 39-44, | All multiplexed on the same PCI pins. Bus transaction consists of an
TS 46-47, 76-81, | Address phase followed by one or more Data phases. The PCI 9080
PCI 84-89, 91-97 | supports both Read and Write bursts.
C/BE[3:0]# Bus Command and 4 1/0 70-73 All multiplexed on the same PCI pins. During Address phase of a
Byte Enables TS transaction, C/BE[3:0]# defines the bus command. During Data phase
PCI C/BE[3:0]# are used as Byte Enables. Refer to PCI Specification v2.1
for further detail.
CLK Clock 1 | 54 Provides timing for all transactions on PCI and is an input to every
PCI device. PCI operates up to 33 MHz.
DEVSEL# Device Select 1 1/0 64 When actively driven, indicates driving device has decoded its
STS address as Target of current access. As an input, indicates whether
PCI any device on bus is selected.
FRAME# Cycle Frame 1 1/0 57 Driven by current Master to indicate beginning and duration of
STS an access. FRAME# is asserted to indicate a bus transaction is
PCI beginning. While FRAME# is asserted, Data transfers continue.
When FRAME# is de-asserted, transaction is in final Data phase.
GNT# Grant 1 | 51 Indicates to agent that access to bus is granted. Every Master has
its own REQ# and GNT#.
IDSEL Initialization Device 1 63 Used as chip select during configuration Read and Write transactions.
Select
INTA# Interrupt A 1 (0] 55 Used to request interrupt.
ocC
PCI
IRDY# Initiator Ready 1 1/0 61 Indicates ability of initiating agent (Bus Master) to complete current
STS Data phase of transaction.
PCI
LOCK# Lock 1 1/0 69 Indicates an atomic operation that may require multiple transactions
STS to complete.
PCI
PAR Parity 1 1/0 74 Even parity across AD[31:0] and C/BE[3:0]#. All PCI agents require
TS parity generation. PAR is stable and valid one clock after Address
PCI phase. For Data phases, PAR is stable and valid one clock after
either IRDY# is asserted on a Write transaction or TRDY# is asserted
on a Read transaction. Once PAR is valid, it remains valid until one
clock after completion of current Data phase.
PERR# Parity Error 1 1/0 65 Reporting of data parity errors during all PCI transactions, except
STS during a Special Cycle.
PCI
REQ# Request 1 (0] 50 Indicates to arbiter that this agent needs to use the bus. Every Master
PCI has its own GNT# and REQ#.
RST# Reset 1 | 56 Used to bring PCl-specific registers, sequencers and signals to a
consistent state.
SERR# Systems Error 1 (0] 66 Reports address parity errors, data parity errors on Special Cycle
ocC command, or any other system error where result will be catastrophic.
PCI
STOP# Stop 1 1/0 62 Indicates current Target is requesting Master to stop current
STS transaction.
PCI
TRDY# Target Ready 1 1/0 58 Indicates ability of Target agent (selected device) to complete current
STS Data phase of transaction.
PCI
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Table 5-5. Local Bus Mode and Processor Independent Interface Pin Description

Total Pin Pin
Symbol Signal Name Pins Type Number Function
ADMODE Address Decode 1 | 20 Determines how S[2:0] are used to access the PCI 9080 Internal
Mode registers.

BIGEND# Big Endian Select 1 | 48 Can be asserted during Local Bus Address phase of Direct Master
transfer or Configuration Register access to specify use of Big Endian
byte ordering. Big Endian byte order for Direct Master transfers or
Configuration Register accesses is also programmable through
Configuration registers.

BPCLKo Buffered PCI Clock 1 (0] 168 Provides a buffered PCI clock output.

Output TP
8 mA

BREQ Bus Request 1 | 169 Asserted to indicate a Local Bus Master requires the bus. If enabled
through the PCI 9080 Configuration registers, the PCI 9080 releases
bus during a DMA transfer if this signal is asserted.

BREQo Bus Request Out 1 (0] 21 Asserted to indicate the PCI 9080 requires bus to perform a direct

TP PCl-to-Local Bus access while a Direct Master access is pending on
8 mA Local Bus. It can be used with external logic to generate Backoff to a
Local Bus Master. Its operational parameters are set up through the
PCI 9080 Configuration registers.
BTERMo# Burst Terminate Out 1 (0] 28 Asserted, along with READYo#, to request break up of a burst and
DTS start of a new Address cycle (Abort only).
8 mA
DACK][1:0}# DMA Acknowledge 2 (0] 25, 30 When a channel is programmed through the Configuration registers to
Outputs TP operate in Demand mode, its DACK output indicates a DMA transfer
8 mA is being executed. DACKO# corresponds to the PCI 9080 DMA Ch 0
and DACK1# to DMA Ch 1.
DMPAF# Direct Master 1 (0] 8 Direct Master Write FIFO almost full status output. Programmable
Programmable Almost TP through a Configuration register.
Full 8 mA
DP[3:0] Data Parity 4 1/0 12-15 Parity is even for each of up to four byte lanes on Local Bus. Parity is
TS checked for writes to the PCI 9080 or reads by the PCI 9080. Parity is
8 mA generated for reads from the PCI 9080 or writes by the PCI 9080.

DREQI[1:0]# | DMA Request Inputs 2 | 24, 29 When a channel is programmed through the Configuration registers to
operate in Demand mode, its DREQ input serves as a DMA request.
DREQO# corresponds to the PCI 9080 DMA Ch 0 and DREQ1# to
DMA Ch 1.

LDSHOLD Direct Slave HOLD 1 (0] 165 Asserted concurrent with LHOLD to indicate the PCI 9080 is

Request TP requesting use of Local Bus to perform a Direct Slave transfer.
8 mA
LINTi# Local Interrupt In 1 | 151 When asserted low, causes a PCl interrupt.
LINTo# Local Interrupt Out 1 (0] 152 Synchronous level output that remains asserted as long as an
TP interrupt condition exists. If an edge level interrupt is required,
8 mA disabling and then enabling Local interrupts through the Interrupt
Control/Status register (INTCSR) creates an edge if the interrupt
condition still exists or a new interrupt condition occurs.

LLOCKo# Bus Lock 1 (0] 7 Indicates an atomic operation for a Direct Slave PCI-to-Local Bus

TP access may require multiple transactions to complete.
8 mA

LRESETi# Local Reset Input 1 | 150 Resets Local Bus portion of the PCI 9080, Local Configuration
registers and DMA Configuration registers. Also causes local reset
output to be asserted.
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Table 5-5. Local Bus Mode and Processor Independent Interface Pin Description (continued)

Total Pin Pin
Symbol Signal Name Pins Type Number Function
LSERR# System Error 1 (0] 23 Synchronous level output asserted when PCI Bus Target Abort or
Interrupt Output TP Master Abort Status bit is set in PCI Status Configuration register.
8 mA If an edge level interrupt is required, disabling and then enabling
LSERR# interrupts through interrupt/control status creates an edge
if interrupt condition still exists or new interrupt condition occurs.
MODE([1:0] Bus Mode 2 | 9, 10 Selects bus operation mode of the PCI 9080:
Bit 1 Bit 0 Bus Mode
0 0 C
0 1 J
1 0 S
1 1 Reserved
NB# No Local Bus 1 26 Externally forces Local Init Done bit in Init Control Register to 1.
Initialization Init Done bit is also programmable through Local Bus Configuration
accesses. The PCI 9080 issues Retrys to all PCI accesses until
Local Init Done bit is set. If this bit is not going to be set by a Local
processor, tie NB# low.
PCHK# Data Parity Check 1 (0] 16 Parity is checked for writes to the PCI 9080 or reads by the PCI 9080.
TP Parity is checked for each byte lane with its byte enable asserted.
8 mA Asserted in Clock cycle following data being checked if a parity error
is detected.
S[2:0] Address Select 3 | 17-19 If ADMODE is high, internal PCI 9080 registers are selected when
LA[31:29] match S[2:0].
If ADMODE is low, internal PCI 9080 registers are selected when
SO is asserted low.
USERI User Input 1 1 31 General-purpose input that can be read from the PCI 9080
Configuration registers.
USERO User Output 1 (0] 27 General-purpose output controlled from the PCI 9080 Configuration
TP registers.
12 mA
WAITI# Wait Input 1 | 6 Can be asserted to cause the PCI 9080 to insert wait states for Local
Direct Master accesses to PCI Bus. Can be thought of as a ready
input for Direct Master accesses.
WAITO# Wait Out 1 (0] 149 Indicates the PCI 9080 programmable wait state generator status.
TS WAITO# is asserted when wait states are being caused by internal
8 mA wait state generator. Can be thought of as an output providing Ready
Out status.
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5.3 C Bus Mode Pin Out

Table 5-6. C Bus Mode Interface Pin Description

C Mode Bus Total Pin Pin
Symbol Signal Name Pins Type Number Function
ADS# Address Strobe 1 1/0 154 Indicates a valid address and start of a new Bus access. Asserted
TS for first clock of a Bus access.
12 mA
BLAST# Burst Last 1 1/0 155 Signal driven by current Local Bus Master to indicate last transfer
TS in a Bus access.
8 mA
BTERM# Burst Terminate 1 | 146 For processors that burst up to four Lwords. If Bterm is disabled
through the PCI 9080 Configuration registers, the PCI 9080 also
bursts up to four Lwords. If enabled, the PCI 9080 continues to burst
until a BTERM# input is asserted. BTERM# is a ready input that
breaks up a Burst cycle and causes another Address cycle to occur.
Used in conjunction with the PCI 9080 programmable wait state
generator.
DEN# Data Enable 1 (0] 145 Used in conjunction with DT/R# to provide control for data
TS transceivers attached to Local Bus.
12 mA
DT/R# Data 1 (0] 138 Used in conjunction with DEN# to provide control for data transceivers
Transmit/Receive TS attached to Local Bus. When asserted, signal indicates the PCI 9080
12 mA receives data.
LW/R# Write/Read 1 1/0 137 Asserted low for reads and high for writes.
TS
12 mA
LLOCK# Bus Lock 1 | 153 Indicates an atomic operation that may require multiple transactions
to complete. Used by the PCI 9080 for Direct Local access to
PCI Bus.
LA[31:2] Address Bus 30 1/0 136, 135, Carries upper 30 bits of physical address bus. During bursts, LA[31:2]
TS 133-125, increment to indicate successive Data cycles.
8 mA 122-115,
113-106,
103-101
LD[31:0] Data Bus 32 110 177-182, Carries 32-, 16-, or 8-bit data quantities depending on bus width
TS 185-192, configuration.
8 mA 194-207, 2-5
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Table 5-6. C Bus Mode Interface Pin Description (continued)

C Mode Bus Total Pin Pin
Symbol Signal Name Pins Type Number Function

LBE[3:0]# Byte Enables 4 1/0 139-142 Encoded, based on configured bus width, as follows:
TS
12 mA 32-bit bus :

For a 32-bit bus, the four byte enables indicate which of the four bytes
are active during a Data cycle:

BES3# Byte Enable 3—LD[31:24]
BE2# Byte Enable 2—LD[23:16]
BE1# Byte Enable 1—LD[15:8]
BEO# Byte Enable 0—LD[7:0]

16-bit bus:

For a 16-bit bus, BE3#, BE1# and BEO# are encoded to provide
BHE#, LA1, and BLE#, respectively:

BE3# Byte High Enable (BHE#)—LD[15:8]
BE2# not used

BE1# Address bit 1 (LA1)

BEO# Byte Low Enable (BLE#)—LD[7:0]

8-bit bus:

For an 8-bit bus, BE1# and BEO# are encoded to provide LAland
LAO, respectively:

BE3# not used
BE2# not used
BE1# Address bit 1 (LA1)
BEO# Address bit 0 (LAO)

LCLK Local Processor 1 | 160 Local clock input.
Clock

LHOLD Hold Request 1 (0] 158 Asserted to request use of Local Bus. The Local Bus arbiter asserts
TP LHOLDA when control is granted.
8 mA

LHOLDA Hold Acknowledge 1 | 159 Asserted by Local Bus arbiter when control is granted in response
to LHOLD. The bus should not be granted to the PCI 9080 unless
requested by LHOLD.

LRESETo# Local Bus Reset Out 1 (0] 11 Asserted when the PCI 9080 chip is reset. Used to drive RESET#
TP input of Local processor.
8 mA

READYi# Ready In 1 | 147 When the PCI 9080 is a Bus Master, indicates that Read data on bus
is valid or that a Write Data transfer is complete. Used in conjunction
with the PCI 9080 programmable wait state generator.

READYo# Ready Out 1 (@] 148 When a Local Bus access is made to the PCI 9080, indicates Read
DTS data on bus is valid or a Write Data transfer is complete. READY o#
8 mA can be connected to READY i#.

EOTO# End of Transfer for 1 | 163 Terminates current DMA Ch 0 transfer.
DMA Ch 0

EOT1# End of Transfer for 1 164 Terminates current DMA Ch 1 transfer.
DMA Ch1
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5.4 J Bus Mode Pin Out

Table 5-7. J Bus Mode Interface Pin Description

J Bus Mode Total Pin Pin
Symbol Signal Name Pins Type Number Function
ALE Address Latch Enable 1 (0] 161 Asserted during Address phase and de-asserted before Data phase.
TS
8 mA
ADS# Address Strobe 1 1/0 154 Indicates valid address and start of a new Bus access. Asserted for
TS first clock of a Bus access.
12 mA
BLAST# Burst Last 1 1/0 155 Signal driven by current Local Bus Master to indicate last transfer
TS in a Bus access.
8 mA
BTERM# Burst Terminate 1 | 146 For processors that burst up to four Lwords. If Bterm is disabled
through the PCI 9080 Configuration registers, the PCI 9080 also
bursts up to four Lwords. If enabled, the PCI 9080 continues to burst
until a BTERM# input is asserted. BTERM# is a ready input that
breaks up a Burst cycle and causes another Address cycle to occur.
Used in conjunction with the PCI 9080 programmable wait state
generator.
DEN# Data Enable 1 1/0 145 As an input, DEN# must only be asserted during Data phases. For
TS processor systems in which ADS# is not asserted during Data phase,
12 mA DEN# can be pulled high.
As an output, DT/R# is used in conjunction with DEN# to provide
control for data transceivers attached to Local Bus.
DT/R# Data 1 (0] 138 Used in conjunction with DEN# to provide control for data transceivers
Transmit/Receive TS attached to Local Bus. When asserted, signal indicates the PCI 9080
12 mA receives data.
LW/R# Write/Read 1 1/0 137 Asserted low for reads and high for writes.
TS
12 mA
LABS[3:2] Address Bus Burst 2 1/0 162,163 Carries word address of 32-bit memory address. Incremented during
TS Burst access.
8 mA
LADI[31:0] Address/Data Bus 32 1/0 136, 135, During Address phase, bus carries upper 30 bits of physical address
TS 133-125, bus. During Data phase, bus carries 32 bits of data.
8 mA 122-115,
113-106,
103-99
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Table 5-7. J Bus Mode Interface Pin Description (continued)

J Mode Bus Total Pin Pin
Symbol Signal Name Pins Type Number Function

LBE[3:0]# Byte Enables 4 1/0 139-142 Byte enables are encoded based on configured bus width as follows:
TS
12 mA 32-Bit Bus:

For a 32-bit bus, the four byte enables indicate which of the four bytes
are active during a Data cycle:

BE3# Byte Enable 3—LAD[31:24]
BE2# Byte Enable 2—LAD[23:16]
BE1# Byte Enable 1—LAD[15:8]
BEO# Byte Enable 0—LADI[7:0]

16-Bit Bus:

For a 16-bit bus, BE3#, BE1# and BEO# are encoded to provide
BHE#, LA1, and BLE#, respectively:

BE3# Byte High Enable (BHE#)—LAD[15:8]
BE2# not used

BE1# Address bit 1 (LA1)

BEO# Byte Low Enable (BLE#)—LAD[7:0]

8-Bit Bus:

For an 8-bit bus, BE1# and BEO# are encoded to provide LAland
LAO, respectively:

BE3# not used
BE2# not used
BE1# Address bit 1 (LA1)
BEO# Address bit 0 (LAO)

LCLK System Clock 1 | 160 Local clock input.

LHOLD Hold Request 1 (0] 158 Asserted to request use of Local Bus. The Local Bus arbiter asserts
TP LHOLDA when control is granted.
8 mA

LHOLDA Hold Acknowledge 1 | 159 Asserted by Local Bus arbiter when control is granted in response
to LHOLD. The bus should not be granted to the PCI 9080 unless
requested by LHOLD.

LLOCK# Bus Lock 1 153 Indicates an atomic operation that may require multiple transactions
to complete. Used by the PCI 9080 for Direct Local access to
PCI Bus.

LRESETo# Local Bus Reset Out 1 (0] 11 Asserted when the PCI 9080 chip is reset.
TP
8 mA

READYi# Ready In 1 | 147 When the PCI 9080 is a Bus Master, READYi# is used to indicate
Read data on bus is valid or a Write Data transfer is complete.
READY # is used in conjunction with the PCI 9080 programmable wait
state generator.

READYo# Ready Out 1 (0] 148 When a Local Bus access is made to the PCI 9080, indicates that
DTS Read data on bus is valid or that a Write Data transfer is complete.
8 mA READYo# can be connected to READY i#.

EOTO# End of Transfer for 1 | 4 Terminates current DMA Ch 0 transfer.
DMA ChO

EOT1# End of Transfer for 1 5 Terminates current DMA Ch 1 transfer.
DMA Ch 1
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5.5 S Bus Mode Pin Out

Table 5-8. S Bus Mode Interface Pin Description

S Bus Mode Total Pin Pin
Symbol Signal Name Pins Type Number Function
ALE Address Latch 1 (0] 161 Asserted during Address phase and de-asserted before Data phase.
Enable TS
8 mA
AS# Address Strobe 1 1/0 154 Indicates valid address and start of a new Bus access. Asserted for
TS first clock of a Bus access.
12 mA
BLAST# Burst Last 1 1/0 155 Signal driven by current Local Bus Master to indicate last transfer
TS in a Bus access.
8 mA
BTERM# Burst Terminate 1 | 146 For processors that burst up to eight words and do not use BTERM#
input. If Bterm is disabled through the PCI 9080 Configuration
registers, the PCI 9080 also bursts up to eight words. If enabled,
the PCI 9080 continues to burst until a BTERM# input is asserted.
BTERM# breaks up a Burst cycle and causes another Address cycle
to occur. Used in conjunction with the PCI 9080 programmable wait
state generator.
DEN# Data Enable 1 (0] 145 Used in conjunction with DT/R# to provide control for data
TS transceivers attached to Local Bus.
12 mA
DT/R# Data 1 (0] 138 Used in conjunction with DEN# to provide control for data transceivers
Transmit/Receive TS attached to Local Bus. When asserted, signal indicates the PCI 9080
12 mA is receiving data.
LA[31:16] Address Bus 16 I/0 136, 135, Carries upper 16 bits of address.
TS 133-125,
8 mA 122-118
LABS[3:1] Address Bus Burst 3 1/0 162-164 Carries word address of 32-bit memory address. Incremented during
TS Burst access.
8 mA
LADJ[15:1],D0 | Address/Data Bus 16 1/0 117-115, During Address phase, carries lower physical address bits. During
TS 113-106, Data phase, carries 16 bits of data.
8 mA 103-99
LBE[1:0]# Byte Enables 2 1/0 141,142 Indicate which of the two bytes are active during a Data cycle.
TS
12 mA
LCLK Local Clock 1 | 160 Local clock input.
Note:  For i960”S processor systems, CLK2 input. i960”S
processor's RESET# input must be connected to the PCI 9080
LRESETo# output. This enables the PCI 9080 to determine phase
of 2x clock processor.
LHOLD Hold Request 1 (0] 158 Asserted to request use of Local Bus. The Local Bus arbiter asserts
TP LHOLDA when control is granted.
8 mA
LHOLDA Hold Acknowledge 1 | 159 Asserted by Local Bus arbiter when control is granted in response
to LHOLD. The bus should not be granted to the PCI 9080 unless
requested by LHOLD.
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Table 5-8. S Bus Mode Interface Pin Description (continued)

S Bus Mode Total Pin Pin
Symbol Signal Name Pins Type Number Function
LLOCK# Bus Lock 1 | 153 Indicates an atomic operation that may require multiple transactions
to complete. Used by the PCI 9080 for Direct Local access to
PCI Bus.
LRESETo# Local Bus Reset Out 1 (0] 11 Asserted when the PCI 9080 chip is reset.
8Tn|:A Note: For i960”S processors, this output must be used to drive
Reset Input of i960”S processor. Enables the PCI 9080 to determine
phase of 2x clock processor.
LW/R# Write/Read 1 1/0 137 Asserted low for reads and high for writes.
TS
12 mA
READYi# Ready In 1 | 147 When the PCI 9080 is a Bus Master, READYi# is used to indicate
Read data on bus is valid or a Write Data transfer is complete.
READY # is used in conjunction with the PCI 9080 programmable
wait state generator.
READYo# Ready Out 1 (0] 148 When a Local Bus access is made to the PCI 9080, indicates that
DTS Read data on bus is valid or that a Write Data transfer is complete.
8 mA READYo# can be connected to READY i#.
EOTO# End of Transfer for 1 | 4 Terminates current DMA Ch 0 transfer.
DMA Ch O
EOT1# End of Transfer for 1 5 Terminates current DMA Ch 1 transfer.
DMA Ch 1

OPLX Technology, Inc., 1998

Page 101

Version 1.05




This page intentionally left blank.

OPLX Technology, Inc., 1998 Page 102 Version 1.05



SECTION 6 PCI1 9080

ELECTRICAL SPECIFICATIONS

6. ELECTRICAL SPECIFICATIONS

Table 6-1. Absolute Maximum Ratings

Specification

Maximum Rating

Storage Temperature

-65 °C to +150 °C

Ambient Temperature with Power Applied

-55°Cto +125°C

Supply Voltage to Ground

-0.5V to +7.0V

Input Voltage (VIN) (5V only)

VSS -0.5V, VDD +0.5V

Output Voltage (VOUT) (5V only)

VSS -0.5V, VDD +0.5V

Input Voltage (VIN) (3V only)

VSS -0.3V, VDD +0.3V

Output Voltage (VOUT) (3V only)

VSS -0.3V, VDD +0.3V

Table 6-2. Operating Ranges

Ambient Supply Voltage Input Voltage (VIN)

Temperature (vVDD) Min Max

-40 °C to +85 °C 5V +5% VSS VDD

3V 5% VSS VDD

Table 6-3. Capacitance (sample tested only)
Parameter Test Conditions Pin Type Typical Value Units

CIN VIN =2.0V, f=1MHz Input 5 pF
CouT VOUT =2.0V, f=1MHz Output 10 pF
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Table 6-4. Electrical Characteristics Estimated over Operating Range

Parameter Description Test Conditions Min Max Units
VOH Output High 1.5V IOH = -4.0 mA 2.4 Vcee v
Voltage
VOL Output Low IOL per Tables VSS 0.4 v
Voltage
VIH Input High Level vee — TTL=2.0 VDD+10% v
VIL Input Low Level Vss — TTL =-0.5v TTL=0.8v v
VOH3 PCI 3.3V Output 1.8v IOH =-4.0 mA 0.9 Vcc Vce \
High Voltage
VOL3 PCI 3.3V Output 1.8V IOL per Tables Vss 0.1 Vce \%
Low Voltage
VIH3 PCI 3.3V Input Vce — 0.5 Vce Vce +0.5 \%
High Level
VIL3 PCI 3.3V Input Vss — -0.5 Vce 0.3 Vce \%
Low Level
ILI Input Leakage VSS < VIN < VDD, VDD = Max -10 +10 UA
Current
10Z Tri-State Output VDD = Max, VSS < VIN < VDD -10 +10 HA
Leakage Current
ICC Power Supply VDD=5.25V, PCLK=LCLK=33 MHz 60 130 mA
Current

@ Note:  Assume Local = 5V PCI.

Local ﬂ

Clock
‘- THOLD

SETUP

Inputs < Valid %

Figure 6-1. PCI 9080 Local Input Setup and Hold Waveform

|
|
|
|
|
|
I
i
|
< >
|
|
|
|

OPLX Technology, Inc., 1998 Page 104 Version 1.05



SECTION 6

PCI1 9080

ELECTRICAL SPECIFICATIONS

Table 6-5. AC Electrical Characteristics (Local Inputs) Estimated over Operating Range

Signals (Synchronous Inputs)
C,. =50 pF, Vcc =5.0 +5%

Tserup (NS)
(WORST CASE)

ThoLp (NS)
(WORST CASE)

ADS#

6

1

BIGEND

BLAST#

BREQ)

BTERM#

DP[3:0]

DREQ[1:0]#

EOTO#

EOT1#

LA[31:0]

LAD

LBE[3:0]#

LD[31:0]

LHOLDA

LINTi

LLOCK

LWIR#

READYi#

S[2:0]

USERI

AP0 |JO|r|IN|INJO|IN|[O|O|RP|IN|[W|M|IN|IN|[O| D~

WAITi#

[y
w

o|o(NMV|Pr|lO|JlO|lO|NMNM|O|lO|lO|O|FR|RP|R|O|L,|O|lO|O

Input Clocks

Min

Z
&

Local Clock Input Frequency

40 MHz

PCI Clock Input Frequency

33 MHz
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Local m

Clock

VALID

(MAX)

Outputs >\ \< Valid

Figure 6-2. PCI 9080 Local Output Delay

Table 6-6. AC Electrical Characteristics (Local Outputs) Estimated over Operating Range

Signals (Synchronous Outputs) Output
C. =50 pF, Vcc =5.0 5% Tvaup (Max)
ADS# 14.5
BLAST# 16
BREQo 13
BTERMo# 15
DACK][1:0]# 14
DEN# 13
DMPAF# 17
DP[3:0] 20
DT/R# 14
LA (Address, C Mode) 15.8
LABS[3:1] 12
LAD (Address, J Mode) 12.1
LAD (Data, J Mode) 15
LD (32- and 16-Bit Data, C Mode) 15
LD (8-Bit Data, C Mode) 20
LBE[3:0}# 16
LDSHOLD 12
LHOLD 13
LINTo# 13
LLOCKo# 12
LSERR# 12
LW/R# 14
PCHK# 12
READYo# 14
USERO 11
WAITo# 18

Note: All Tyap (Mins) values are greater than 5 ns.
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Table 6-7. ALE Operation |

\ \

| |

| |

Signal Tvaup (nS) from Pulse Width (ns) | |

Local Clock Min./Max. | |

Min./Max. | |

ALE 4.0/8.8 5.0/10.9 LCLK [ \
LADI[31:0] 55/12.1 N/A

min/max
4 ns/8.8 ns

min/max

5.5ns/12.1 ns, L

P
min/max

! 9 ns/19.7 ns !
| |

Figure 6-3. ALE Operation
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7. PACKAGE, SIGNAL, AND PIN OUT SPECS

7.1 Package Mechanical Dimensions

For 208-pin PQFP, 8JC =5 °C/watt

5 306 £0.4 -
. 28+ 0.1 .
QA 4
1575/ \%loﬁ‘
% C{Index %
§ 208':\ /§53
Ho Pin 1ﬂHHHHHHHHHH HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHSHZ .y
S 05:01 " e 0.2:0.1
l r3.4i0.2 0.4/0.5/0.65 —» le—
T 2NN O A N 0°/3.5°/7°
Dimensions in millimeters J - '
1.3 -«

Figure 7-1. Package Mechanical Dimensions
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7.2 Typical PCI Bus Master Adapter

C Mode JMode S Mode
ILD 31:0 ) ILAD 31:0I LADJ[15:1],R0

LA[31:2] LA[31:16]
AD[31:0] \ > s LABS[3:1]
: C/BE[S:O]E LBE[3:0)# LBE[3:0)# LBE[L:0}#
PAR D e S B
<«FRAME# o (ADSH | (ADSH | ASH
IRDY# o  WIRE | (LWRE | LWR#
n TRDY# S DT/R# DTR# , DTR#
=S ISDTSOEF’L# P DEN# |  DEN# DEN# |
= ALE » _ALE , <>
o <« DEVSEL#y " READYo#, _ READYo#_  READYo# CPU
- PERR# > ¢ READYi#t © (READYi# READYi#
O <«SERR#E o BLAST# BLAST# BLAST#
(ol <«REQ# O BTERM# ~  BTERM# BTERM#
— GNT# 5 o : EOTO# (EOTO# (LEOTO#
CLK ( EOT1# (EOTL# ([EOT1#
__RST# LHOLD LHOLD LHOLD
INTA# | LHOLDA " (LHOLDA ¢-HOLDA
<« LOCK# / LDSHOLD, "LDSHOLD LDSHOLD,
LRESETi#  (LRESETi# LRESETi#
LRESETof ~LRESETo# LRESETo#
LCLK (CLK > CK o €| Memory
) ) ) 5
¢ LINTi# (LINTi# LINTi# o
LSERR# LSERR# LSERR#
LINTo# > _LINTo# » _LINTo# . e
PC l DP[3:0] DP[3:0] DP[3:0] 8
9080 “pcrke > Ypehke > YpcHkr P -
DREQ[1:0]#  DREQ[1:0]# _DREQ[1:0}#
“ DACK[L0}# 'DACK[l:O]g 'DACK[l:O]g
« WAITH « WAITH ¢« WAITI#
¢ BIGEND# _ BIGEND# BIGEND# <+ Ilo
LLockos € ilocker “Liocko# Controller
BPCLKO BPCLKo: BPCLKO
BRE «BREQ BRE
DMPAF#, _ DMPAF#,  DMPAF#,
WAITO# o WAITO# WAITO#

USERO ,, USERO > USERO >

<« YSERI <« YUSER
MODE[1:0 MODE[1:0] ¢ MODE[1:0
S[2:0 S[2:0 S[2:0
« ADMODE o ADMODE 4 ADMODE
NB# ¢ NB# NB#
LLOCK# ¢ LLOCK# LLOCK#

BREQo BREQo BREQo

BTERMO#' BTERMO#}. BTERMO#}.

" EEDI , _EEDI ) _EEDI )
( EEDO ~ Eep0 © L eepo - |  Serial

EESK > EESK > EESK > EEPROM

« SHORT# 4 SHORT# <« SHORTH#
«EESEL <« EESEL <«EESEL

Figure 7-2. Typical PCI Bus Master Adapter
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7.3 PCI1 9080 Pin Out (S, J, and C Modes)

Refer to Section 5, “Pin Description,” for a complete description of each pin used in S, J, and C modes.

— = 5
B o%eww o 8 5
LN E%®oZ 3 = L
o OXBRUOXEZ4 T w% % I Y2 25 or©ind
024 8CERERRGE 2 R0 RN T30l 8RELIRYITnR2R®E2000000888000
S 832322550 0E80288995353385535535538235335333453353333¢
° © °
s 3**&‘52?%*3 HHHRRRH-O mwr\mmvmt\lv—% COONOWLT® ANr-O v\comé
2 A8 E Rl R R LR EE88,88888888858y850050004000885883
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Figure 7-3. PCI 9080 Pin Out (S, J, and C Modes)
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SECTION 8 PCI 9080 TIMING DIAGRAMS

8. TIMING DIAGRAMS

PCI 9080 operates in three modes, selected through mode pins, corresponding to three bus types—C, J, and S. Timing
Diagrams are provided for each mode. For some functions, a timing diagram may only be provided for one mode of
operation. Even though a different mode is used, that timing diagram can be used to determine functionality.

8.1 LIST OF TIMING DIAGRAMS

Initialization

Timing Diagram 8-1. (C, J Modes) PCI RST# Asserting Local Output LRESETo#
Timing Diagram 8-2. (S Mode) Two Phase Clock Synchronization Using LRESETo#
Timing Diagram 8-3. PCI 9080 Local Bus Arbitration

Timing Diagram 8-4. PCI 9080 1K Serial EEPROM PCI Initialization

Timing Diagram 8-5. Local Interrupt (LINTi#) Input Asserting PCI Output INTA#

C Mode Direct Slave

Timing Diagram 8-6. (C Mode) PCI Configuration Write to PCI 9080 PCI Configuration Register

Timing Diagram 8-7. (C Mode) PCI Configuration Read to PCI 9080 PCI Configuration Register

Timing Diagram 8-8. (C Mode) PCI Memory Write to PCI 9080 Local Configuration Register

Timing Diagram 8-9. (C Mode) PCI Memory Read to PCI 9080 Local Configuration Register

Timing Diagram 8-10. (C Mode) Direct Slave Single Cycle Read

Timing Diagram 8-11. (C Mode) Direct Slave Single Cycle Write

Timing Diagram 8-12. (C Mode) PCI 9080 DMA or Direct Slave Burst Read from Local Bus, No Wait States, Bterm Enabled
Timing Diagram 8-13. (C Mode) DMA or Direct Slave PCI 9080 Burst Write to Local Bus, Bterm Enabled

Timing Diagram 8-14. (C Mode) Direct Slave PCI-to-Local Burst Read, Bterm Disabled

Timing Diagram 8-15. (C Mode) PCI 9080 DMA or Direct Slave Burst Write, Bterm Disabled

Timing Diagram 8-16. (C Mode) Direct Slave Read with Prefetch Counter Set to 5

Timing Diagram 8-17. (C Mode) Direct Slave or DMA Burst Write to 32-Bit Local Bus Suspended by BREQ Input
Timing Diagram 8-18. (C Mode) Direct Slave Burst Read of Five Lwords with One Wait State

Timing Diagram 8-19. (C Mode) Direct Slave Burst Write of Five Lwords with One Wait State

Timing Diagram 8-20. (C Mode) Direct Slave Read 2.1 Spec

Timing Diagram 8-21. (C Mode) Direct Slave Read No Flush Mode (Read Ahead Mode)

Timing Diagram 8-22. (C Mode) Direct Slave Read of Two Lwords from 8-Bit Bus

Timing Diagram 8-23. (C Mode) PCI 9080 DMA or Direct Slave Two Lword Burst Write to 8-Bit Local Bus, No Wait States,
Bterm Enabled

Timing Diagram 8-24. (C Mode) Direct Slave Read of Two Lwords from 16-Bit Bus

Timing Diagram 8-25. (C Mode) PCI 9080 DMA or Direct Slave Two Lword Burst Write to 16-Bit Local Bus, No Wait States,
Bterm Enabled

Timing Diagram 8-26. (C Mode) Direct Slave Read of Two Lwords from 8-Bit /O Local Bus, Burst Disabled

Timing Diagram 8-27. (C Mode) Direct Slave Write of Two Lwords to 8-Bit I/O Local Bus, Burst Disabled

Timing Diagram 8-28. (C Mode) Direct Slave in BIGEND Local Bus with BIGEND# Input or Internal Register Setting
Timing Diagram 8-29. (C Mode) Locked Direct Slave Read Followed by Write and Release (LLOCKo#)
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SECTION 8 PCI 9080 TIMING DIAGRAMS

C Mode Direct Master
Timing Diagram 8-30. (C Mode) Local Bus Read from PCI 9080 CFG Registers
Ons 100ns 200ns 300ns 400ns
[ [ N I [ [

RTS8 T 0 e M B B i
L2 N
LD[31:0] ————— I cATA O XDATA 1 ) mm—

cs# \___/
ADSE T\ /

LBE[3:0)# |-~ o 5YTE ENABLES X DATA 1 BYTE ENABLES |
LWiR S
BLAST# \ Ve

READYo# — 7 \__/ NI S—

First READYo# will be delayed at least five clocks for access to shared registers

Timing Diagram 8-31. (C Mode) Local Bus Write to PCI 9080 CFG Registers

Timing Diagram 8-32. (C Mode) Local Bus Direct Master Single Memory Read

Timing Diagram 8-33. (C Mode) Local Bus Direct Master Single Memory Write Cycle

Timing Diagram 8-34. (C Mode) PCI 9080 Direct Master Memory Read, 12 Lword Burst

Timing Diagram 8-35. (C Mode) PCI 9080 Direct Master Memory Write of 12 Lwords

Timing Diagram 8-36. (C Mode) PCI 9080 Direct Master Memory Read with WAITI#

Timing Diagram 8-37. (C Mode) PCI 9080 Direct Master Memory Write with WAITI#

Timing Diagram 8-38. (C Mode) PCI 9080 Direct Master Configuration Read—Type 1 or Type 0

Timing Diagram 8-39. (C Mode) PCI 9080 Direct Master Configuration Write—Type 1 or Type 0

Timing Diagram 8-40. (C Mode) Local Bus Direct Master Read from PCI I/O

Timing Diagram 8-41. (C Mode) Direct Master Write to PCI I/0O

Timing Diagram 8-42. (C Mode) PCI 9080 Direct Master Memory Read—Keep Bus

Timing Diagram 8-43. (C Mode) PCI 9080 Direct Master Memory Read—Drop Bus

Timing Diagram 8-44. (C Mode) PCI Bus Request (REQ#) Delay During Direct Master Write (8 PCI Clock Delay)
Timing Diagram 8-45. (C Mode) Direct Master Memory Read, Prefetch of 16

Timing Diagram 8-46. (C Mode) Direct Master Memory Write and Invalidate (MWI)—Cache Line Size of 8
Timing Diagram 8-47. (C Mode) Direct Master in BIGEND Local Bus with BIGEND# Input or Interrupt
Timing Diagram 8-48. (C Mode) Direct Master Burst, Memory Read Cycles (Changing LBE[3:0]#)

Timing Diagram 8-49. (C Mode) Direct Master Five Lword Burst Write (Changing LBE[3:0]#)

Timing Diagram 8-50. (C Mode) Direct Master Locked Read Followed by Write and Release (LLOCK# and LOCK#)
Timing Diagram 8-51. (C Mode) BREQo and Deadlock

C Mode DMA
Timing Diagram 8-52. (C Mode) DMA Aligned PCI Address to Aligned Local Address, Bterm Disabled
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Timing Diagram 8-53. (C Mode) DMA Aligned Local Address to Aligned PCI Address, Burst Enabled, Bterm Enabled
Timing Diagram 8-54. (C Mode) DMA Aligned PCI Address to Aligned Local Address (External Generation of Wait States)
Timing Diagram 8-55. (C Mode) Read of DMA Chaining Parameters from PCl and Local Buses

Timing Diagram 8-56. (C Mode) PCI 9080 DMA Read of Chaining Parameters from Local Bus, No Wait States
Timing Diagram 8-57. (C Mode) Read of DMA Chaining Parameters from PCI Bus (Local-to-PCI Transfer)

Timing Diagram 8-58. (C Mode) Single Cycle DMA Demand Mode PCI-to-Local

Timing Diagram 8-59. (C Mode) Multiple Cycle (Burst) DMA Demand Mode PCI-to-Local, No Wait States

Timing Diagram 8-60. (C Mode) DMA Demand Mode Terminated with BLAST# (Local-to-PCl)

Timing Diagram 8-61. (C Mode) DMA Local-to-PCI, Terminated with EOT[1:0]#

Timing Diagram 8-62. (C Mode) DMA PCI-to-Local, Terminated with EOT[1:0]#

Timing Diagram 8-63. (C Mode) DMA PCI-to-Local with Local Pause Timer and Local Latency Timer
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J Mode Direct Slave

Timing Diagram 8-64. (J Mode) PCI 9080 Direct Slave Burst Read from Local Bus, No Wait States, Bterm Enabled
Timing Diagram 8-65. (J Mode) PCI 9080 Direct Slave Burst Write to Local Bus, No Wait States, Bterm Enabled

Timing Diagram 8-66. (J Mode) PCI 9080 DMA or Direct Slave Burst Write to Local Bus, No Wait States, Bterm Disabled
Timing Diagram 8-67. (J Mode) Direct Slave in BIGEND Local Bus with BIGEND# Input or Internal Register Setting
Timing Diagram 8-68. (J Mode) Direct Slave Read v2.1 Spec

Timing Diagram 8-69. (J Mode) Direct Slave Read No Flush Mode (Read Ahead Mode), Prefetch Mode Enabled

Timing Diagram 8-70. (J Mode) Local Bus Read from PCI 9080 CFG Registers

Timing Diagram 8-71. (J Mode) Local Bus Write to PCI 9080 CFG Registers

J Mode Direct Master

Timing Diagram 8-72. (J Mode) Direct Master Read Access from PCI Bus (Keep PCI Bus If Read FIFO Full Mode),
No PCI Disconnects

Timing Diagram 8-73. (J Mode) Local Bus Direct Master Burst Write Access to PCI Bus, Continuous If Same Clock Rate and
No PCI Disconnects

Timing Diagram 8-74. (J Mode) Local Bus Direct Master Lock Memory Read Access from PCI Bus Followed by Write and Release
J Mode DMA

Timing Diagram 8-75. (J Mode) PCI 9080 DMA Local-to-PCI, No Wait States, Bterm Enabled

Timing Diagram 8-76. (J Mode) PCI 9080 DMA PCI-to-Local Bus, No Wait States, Bterm Enabled

Timing Diagram 8-77. (J Mode) DMA Read of Chaining Parameters, No Wait States

Timing Diagram 8-78. (J Mode) PCI 9080 Write to Local Bus BREQ Asserted

S Mode

Timing Diagram 8-79. (S Mode) PCI 9080 DMA or Direct Slave Two Lword Burst Write to 16-Bit Local Bus, No Wait States, Bterm
Enabled

Timing Diagram 8-80. (S Mode) Local Bus Read from PCI 9080 CFG Registers
Timing Diagram 8-81. (S Mode) Local Bus Write to PCI 9080 CFG Registers

and the two | have no clue where to put...

Timing Diagram 8-82. PCI 9080 Local Bus Read
Timing Diagram 8-83. PCI 9080 Local Bus Write

OPLX Technology, Inc., 1998 Page 116 Version 1.05



SECTION 8 PCI 9080 TIMING DIAGRAMS

8.2 INITIALIZATION

Ons 50ns 100ns 150ns 200ns
I I I I I [ I I I I I I I I I I I
CLK | I I I I I I I [ I [ 1
RST# \ ASYNCHRONOUS
LCLK [ ] [ L I 1 L I
LRESETo# \

Timing Diagram 8-1. (C, J Modes) PCl RST# Asserting Local Output LRESETo#

Ons 25ns 50ns 75ns 100ns 125ns 1501
I I I I I I I
LRESETo# /
ASH# \ /
LA[31:16] ( ADDR
LAD[15:1] ( ADDR X DATA
LRESETo# must be used to establish Phase A relationship as shown.

Timing Diagram 8-2. (S Mode) Two Phase Clock Synchronization Using LRESETo#

Ons 250ns 500ns
I I I I I I I I I I I I

LCLK

LHOLD / \ / WILL NOT BE RE-ASSERTED UNITL LHOLDA GOES LOW |

LDSHOLD /HIGH IF DIRECT SLAVE REQUEST \ |

|- CAN GO HIGH fe—

LHOLDA /MUST REMAIN HIGH UNTIL LHOLD GOES\[ow \

L 2

Local Bus I rosmonves sus )

Timing Diagram 8-3. PCI 9080 Local Bus Arbitration
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EESK

LRESETo# |
EECS |
EED! I o [ 1] oo o oo o]0 N
EEDO —INTERNALLY PULLED UP | 0 [p15[D14|D13[D12[D11[D10] D9 D8 | D7 D6| D5] D4| D3] D2 D1] DO |

START BIT 0 INDICATES SERIAL EEPROM PRESENT ----| BITS [31:16] CFG REGISTER 0 HEX

EESK

EEDO [p15/p14 D13 D12D11[D10] D9 | D8 [ D7[ D6 | D5| D4 | D3] D2 | D1 | DO [D15[D14[ D13 D12[D11] D10[D9| D8 | D7] D6 D5[D4| D3 |
BITS [15:0] CFG REGISTER 0 HEX BITS [31:16] OF CFG REGISTER 8 HEX

CONTINUES

EESK(continues)

EECS \
EEDO  [518[014[o1d 012 o11]5s0] 8] b8 57] b6 | 55] 04 03[ 02 | o1 | oo I
LAST WORD CONTINUES
SHORT: BITS [15:0] MAILBOX 1 LOC C4 HEX EESK, EEDO, EECS FROM CFG REGISTERS
LONG: BITS [15:0] LOC REGISTER 98 HEX AFTER COMPLETION OF READ

EXTRA LONG: BITS [15:0] PCI Base Address for Local Expansion ROM 54 HEX

Timing Diagram 8-4. PCI 9080 1K Serial EEPROM PCI Initialization
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FRAME#

ADI[31:0] ADDRX DATA
C/BE[3:0J# cMD X BE
IRDY#
DEVSEL#
TRDY#
INTA# |”| RESPONSE ON THE PCI SIDE ’_.‘

[3,15]

LCLK

LINTi#

Timing Diagram 8-5. Local Interrupt (LINTi#) Input Asserting PCI Output INTA#
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8.3 C MODE

8.3.1 C Mode Direct Slave

Ons 50ns 100ns 150ns 200ns 250ns
[ [ [ N [ [
CLK ] ER PR [s | [+ | [s | [e | 7 [ [ | I [
FRAME# ~—  \____ /
AD[31:0] ——(__Abbr__ X Data )
C/BE[3:0f ———— cmp=B X BE )
IRDY# \ /
DEVSEL# \ /
TRDY# \ /

Timing Diagram 8-6. (C Mode) PCI Configuration Write to PCI 9080 PCI Configuration Register

Ons 50ns 100ns 150ns 200ns 250ns 300n
(I (I [ N [ N [ N [ I
Clk [+ P L& L _J« [ s [ e [ L_[o L[ 1 _[ L
FRAME# ~— [/
AD[31:0] X DataRead )
C/BE[3:0# ——__cmp=A X BE }
IRDY# \ /
DEVSEL# \ / —
TRDY# \ /

Timing Diagram 8-7. (C Mode) PCI Configuration Read to PCI 9080 PCI Configuration Register
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Ons 50ns 100ns 150ns 200ns 250ns
N [ L N L N
CLK ] 1] [2 | [3 | [4 ] [s | [6 | [7 ] E I I
FRAME# ~—  \___ [/
AD[31:0] ——— <  ApbrR__ X Data )
C/BE[3:0# ——  {__cmp=7__ X BE )
IRDY# \ /
DEVSEL# \ /
TRDY# \ /

Timing Diagram 8-8. (C Mode) PCI Memory Write to PCI 9080 Local Configuration Register

Ons 50ns 100ns 150ns 200ns 250ns
N N [ L N [
CLK ] [+ [ [z | [3 | [ ] [s | [6 | [7 | [e [ | I [
FRAME# — \______ /
AD[31:0] X DataRead )
C/BE[3:0# —— cmp=6_ X BE }
IRDY# \ /
DEVSEL# \ /
TRDY# \ /

Timing Diagram 8-9. (C Mode) PCI Memory Read to PCI 9080 Local Configuration Register
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Ons 100ns 200ns 300ns 400ns 500ns
[ [ [ [ [ I
CLK 1 2 3 4 5 6 7 8 14
FRAME# — \__ /
AD[31:0] ——ADDR ) (pata )
C/BE[3:0[# —cmp X BE —
IRDY# —  \ /S
DEVSEL# \ VAR
TRDY# \___/

LCLK

LHOLD / \
LHOLDA / \
ADS# \___/
LW/R# \ /
BLAST# \ /
LA[31:2] (AR )
LD[31:0] { pan )
READY I# \ /

Timing Diagram 8-10. (C Mode) Direct Slave Single Cycle Read (32-Bit Local Bus)
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FRAME# \__/
AD[31:0] ——aDDRX Data )
C/BE[3:0]# —( cmDX BE }
IRDY# ~— ./
DEVSEL# ~—  \___ /
TRDY# \__/

LCLK I I I I

LHOLD / \
LHOLDA / \
ADS# \_/
LW/R# \J
BLAST# \_/
LA[31:2] (AoBR )
LD[31:0] {Data )
READYi# \__/

Timing Diagram 8-11. (C Mode) Direct Slave Single Cycle Write
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Ons 250ns 500ns
I I I I I I I I I I

LCLK
LHOLD

LHOLDA

ADS#

BLAST#

LBE[3:0J# LBE

LW/R#

LD[31:0] Do XD1 Xp2 XD3 XD4 D5 XD6 XD7

LA[31:2] A X A+a X_Aa+8 XAa+C X A+10X_ A+14 X A+1gX A+1c X

BTERM#
READYi# y 4

Eight Lword burst, no wait states, Burst enabled, Bterm enabled, 32-bit Local Bus.

Note: If Bterm is disabled, a new ADS cycle starts every quad Lword boundary.

Timing Diagram 8-12. (C Mode) PCI 9080 DMA or Direct Slave Burst Read from Local Bus, No Wait States, Bterm
Enabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns
I I I I I I I I I I
! I I I e o O A O O O
LHOLD / A
LHOLDA / \
ADS# \__/ _/
BLAST# \_/
LBE[3:0}# { LBE —
LW/R# \_
LD[31:0] (b0 Xp1 Xp2 Xps X pa X b5 X b6 X b7 ——ps Xp9 Xpio ——]
LA[31:2] ( A X a+a X ars X a+cXa+10 Xa+14 XarisXaricX  a+20  Xa+2aX Av2sX —
BTERM# Bterm FORCES NEW ADS# --> \___/
READYi# \ /Y . /7
Eight Lword burst, no wait states, Burst enabled, Bterm enabled, 32-bit Local Bus.
Note: If Bterm is disabled, a new ADS# cycle starts every quad Lword boundary.

Timing Diagram 8-13. (C Mode) DMA or Direct Slave PCI 9080 Burst Write to Local Bus, Bterm Enabled
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Ons 250ns 500ns
| | | | | | | | | | | |

CLK

FRAME# — \ /
AD[31:0] ——<ADDR
C/BE[3:0}# BE N
IRDY# — \ ——
DEVSEL# ~  \ VR
TRDY# \ SN/

LHOLD / \
LHOLDA
ADS# _/
LW/R#
BLAST# \__/
LA[31:2] ADDR X +4 X +8 X+c X +10  X+14X+18 X +iC
LD[31:0]
READYi#
BTERM#

No wait states, 32-bit bus, Burst enabled, Bterm disabled.
Unused read data is flushed using with local processor.

Timing Diagram 8-14. (C Mode) Direct Slave PCI-to-Local Burst Read, Bterm Disabled
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Ons 100ns 200ns 300ns 400ns 500ns
I N I I I [
(@I, S T e O e e O o A 1
LHOLD __ / \
LHOLDA / \
ADS# / \_/ __/

BLAST# \__/ _/ ___/

LBE[3:0J# {0001 X LBE=0 ————
LW/R# / | S

LD[31:0] {_ Do ) { b1 X b2 X b3 Xoa X D5 X b6 X p7 X D8 )

LA[31:2] { AabDR X A+ X atg X arc Xario X a+1a X A+18 X Aa+icX Ar20 X ————
BTERM# |
READYi# /T \ /\ /

No wait states, Burst enabled, Bterm disabled, 32-bit Local Bus.
Unaligned Transfer results in new ADS#.
Note: Not all byte enables asserted or a quad boundary LA[3:2]=11 results in a new ADS#.

Timing Diagram 8-15. (C Mode) PCI 9080 DMA or Direct Slave Burst Write, Bterm Disabled
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FRAME#

ADI[31:0] ADDR X Do D2
C/BE[3:0]# cMD X BE
IRDY#
DEVSEL#
TRDY#

LCLK

LHOLD

LHOLDA

ADS#

LW/R#

BLAST#
LA[31:2] ADDR +8
LD[31:0] Do D

READY i#

N
9
b

Timing Diagram 8-16. (C Mode) Direct Slave Read with Prefetch Counter Set to 5
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Ons 250ns 500ns 75C
\ \ \
i inlinipiiginiinipigigiginiginipininigigigigiglinininiiy!
LHOLD
LHOLDA
ADS#
BLAST#
LBE[3:0]# DOES NOT CHANGE, UNALIGNED HAS OWN CYCLE WITH ADS#——————— ]
LW/R#
LD[31:0] poX b1y D2 )X p3X pax psY DeX D7X D8 X D9 p1o{ |
LA[31:2] A +4 X +8 X+12 X(+16 X+20X+24(+28)+32X +36 A+40 \
BTERM#
READYi# y e
BREQ /AR 2222 s
No wait states, Burst enabled, Bterm enabled, 32-bit Local Bus.
Owned by local processor or another bus master.
DMA continues from where it left off.

Timing Diagram 8-17. (C Mode) Direct Slave or DMA Burst Write to 32-Bit Local Bus Suspended by BREQ Input
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Ons 250ns 500ns 750ns
I I I I I I I I I I I I I I I

CLK

FRAME# ~— \ /
AD[31:0] (DoXDIXD2KD3X X D4
C/BE[3:0]# BE )
IRDY# ~—  \ /
DEVSEL# ~—  \ /
TRDY# \ / \__/

LCLK

LHOLD / |
LHOLDA / \

ADS# \_/ \__/

LW/R# \ /]
BLAST# \_/ /S
LA[31:2] {(__apbR__ X +4 X _ +8 X _+ X +10X  +14 X +18 X +1C p——
LD[31:0]
READYi# NSNS\ NSNS

Five Lwords, one wait state, Burst enabled, Bterm disabled.
Unused read data is flushed with local processor.

Timing Diagram 8-18. (C Mode) Direct Slave Burst Read of Five Lwords with One Wait State
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns
I I I I I I I I I I I I
CLK 1| |2 3 4 5] [6 71 [
FRAME# ~—  \ /
AD[31:0] (roorY__ oo X o1 X 02 X108 X s
C/BE[3:0]# 5
IRDY# — \ /
DEVSEL# — \ /
TRDY# \ /

LCLK

LHOLD

LHOLDA

ADS#

BLAST#

LW/R#

LA[31:2]

>
><

+

N

X8 X+ X +10 X
LD[31:0] po X b1 X b2 X D3 X D4
READYi# /S S ]

Five Lwords, one wait state, Burst enabled, Bterm enabled.

Timing Diagram 8-19. (C Mode) Direct Slave Burst Write of Five Lwords with One Wait State
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns 1000ns

FRAME# \_/

AD[31:0] —() A ) ooX(o2X(o2X osX oaX s X psX(orXoeX__)aook_oo )

C/BE[3:01# —(cmX__ee {cmy M BE cv¥_ BE )
IRDY#
DEVSEL#
TRDY#
PERR#

RETRY RETRY
STOP#
Delayed Read Retries WRITE IS NOT ALLOWED DURING DELAYED READ READS DATA WRITE RETRIES AND
COMPLETES

LCLK
LHOLD

LHOLDA
ADS#
BLAST#

LA[31:2] AooR X +4X e X +cX(aoXCaasacananCemX oo oK ca0)

LD[31:0]

LBE[3:0}# s

READYi#
LW/R#

Disconnect immediately for a read.
Don't effect pending reads when write cycle occurs.
Don't flush Read FIFO if PCI read cycle completes.
Force Retry on write if read pending.
Negate TRDY# until space is available in Direct Slave Write FIFO.

Timing Diagram 8-20. (C Mode) Direct Slave Read 2.1 Spec
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns 1000ns

FRAME# —\_/ \ /S
AD[31:0] —o0p— Xoo )
C/BE[3:0# —{(cm¥ B o b —
IRDY# ~— \ / -/
DEVSEL# —  \ / \ /~

TRDY# \__/ \ /]

LCLK
LHOLD

LHOLDA
ADSH# \_/
BLAST# \_/
LA[31:2] I €0,60 &0 & En e & By e Er S O e,
LD[31:0]
LBE[3:0}# s
READYi#
LW/R#

Timing Diagram 8-21. (C Mode) Direct Slave Read No Flush Mode (Read Ahead Mode)
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SECTION 8 PCI 9080 TIMING DIAGRAMS

FRAME#

AD[31:0] ADDR X Do X b1

C/BE[3:0}# cmp X BE )
IRDY#
DEVSEL#

TRDY# \__ /]

LCLK
LHOLD

LHOLDA

ADS#

BLAST#

LW/R#

LA[31:2] A X Avd
LBE[3:0]# c X DXe X Xc X b Xe XF
LD[31:0] (70 Xisg X XE2 X[7d X[59 Xea X2

READY: #

Timing Diagram 8-22. (C Mode) Direct Slave Read of Two Lwords from 8-Bit Bus
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns 400ns
N N N N N
LHOLD / \
LHOLDA / |
ADS# \ /
BLAST# /
LA[31:2] ( A X A+4 —
LBE[3:0]# { c X o Xe XF Xc X b Xe X F —"]
LD[31:0] {[7:00 X [15:8] X [23:16] X [31:24] X [7:0] X [15:8] X [23:16] X [31:24] ————]
READYi# \ /]

Timing Diagram 8-23. (C Mode) PCI 9080 DMA or Direct Slave Two Lword Burst Write to 8-Bit Local Bus,
No Wait States, Bterm Enabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

FRAME#

ADI[31:0] ADDR X b0 X b1
C/BE[3:0]# cMD X BE
IRDY#
DEVSEL#
TRDY#

LCLK
LHOLD

LHOLDA

ADS#

LW/R#

BLAST#

LA[31:2] A X A+

LD[31:0] [15:01X[31:16]X[15:0] X[31:16]

LBE[3:0]# 4 X 6 X 4 X 6

READY i#

Timing Diagram 8-24. (C Mode) Direct Slave Read of Two Lwords from 16-Bit Bus
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns
I I I I I I I I I I I I I I I I
ek [ L e
LHOLD / \
LHOLDA / A
ADS# \ /
BLAST# \ /
LA[31:2] { A X A+ a )
LBE[3:0]# { 4 X_6 X 4 X s )
LD[31:0] {_ Do[15:0 X Do[31:16]X D1[15:0] X D1[31:16] )
READYi# \ /

Timing Diagram 8-25. (C Mode) PCI 9080 DMA or Direct Slave Two Lword Burst Write to 16-Bit Local Bus,
No Wait States, Bterm Enabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

FRAME# ~|_] L
AD[31:0] ~®~ ¥56————————E XX Yoi—
C/BE[3:0]# —()EE CX___ee —
IRDY#

DEVSEL#

TRDY# L] ]
STOP#

LCLK

LHOLD

LHOLDA
ADS# LI L
BLAST# LML L [
LW/R#
LA[31:2] A Ava
LBE[3:0}# XX EXE
LD[31:0] (:0pas8 23193124 (-op(5812316[31.24)
READYi#

Timing Diagram 8-26. (C Mode) Direct Slave Read of Two Lwords from 8-Bit /0O Local Bus, Burst Disabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons
[ [ [

CLK [TIIUrHurururiurrurriu i iU i r g
FRAME# ~_| LI
AD[31:0] —{(~ X o ) AX b1

CIBE[3:0/# —( X BE.) ()(BE)
IRDY# ~— \__/ \__/
_/

L

500ns ‘750ns ‘lOOOns ‘1250ns ‘1500ns ‘:
[ ] [ [ [ ] [

DEVSEL# \__/

TRDY# L]

STOP# \_

LHOLD / \ / __
LHOLDA / \ / -
ADS# LI L L I I O
BLAST# LML L e
LW/R# S
LA[31:2] 2~ ) A d
LBE[3:0}# cX o XEXF
LD[31:0] (70 ) =8)¢aq 2
READYi# \ / \___

Timing Diagram 8-27. (C Mode) Direct Slave Write of Two Lwords to 8-Bit /0O Local Bus, Burst Disabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

FRAME# \ /
AD[31:0] —— AppR X pata= AABBCCDD X 01234567 )

C/BE[3:0l# — ow X 5 )
IRDY# — \ /
DEVSEL# \ /
TRDY# \ /

LK\ /N S\ S\ N\ S\ SN\ S S\

LHOLD / \
LHOLDA / .
ADSH# \_/

LW/R# \L
BLAST# \___ /
LA[31:2] {__ADDR X )

LD[31:0] {bpccBBAAY 67452301 )
LBE[3:0] { LeE S
READYi# Ny A

Timing Diagram 8-28. (C Mode) Direct Slave in BIGEND Local Bus with BIGEND# Input or Internal Register Setting
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns
I I I I I I I I I I I I I I

CLK
FRAME#

AD[31:0] —ADpDR —  DoX D1 ) W-DATA
C/BE[3:.0l# —r_X BYTE ENABLES BE
IRDY#
DEVSEL# \
TRDY# \_/
LOCK# <-- CAN BE DE-ASSERTED AFTER LAST DATA

LCLK

LHOLD / /
LHOLDA
ADS# \__/

BLAST# \_/ \__/

LA[31:2] ADDR __ X+4 X +8)X+12X+16¢x20 X+2a+28)+32 { W-ADDR

LD[31:0] W-DATA
READYi# / \__/
LLOCKo# DE-ASSERTED AFTER DETECTING PCI UNLOCK |

Timing Diagram 8-29. (C Mode) Locked Direct Slave Read Followed by Write and Release (LLOCKo#)

OPLX Technology, Inc., 1998 Page 141 Version 1.05



SECTION 8 PCI 9080 TIMING DIAGRAMS

8.3.2 C Mode Direct Master

Ons 100ns 200ns 300ns 400ns
| [ | [ [ [ [ | [ | | [ |
TV e e T e N e Y e T e N e e T e s o o A
LAL2] Y/
LD[31:0]
=7 w
ADS# T \___/
LeEzoy [
LwiRst [ A
BLAST Y \ o
DP[3:0] (DpP0 ) DP1
READYO# —— \ / N/ =

First READYo# will be delayed at least five clocks for access to shared registers.

Timing Diagram 8-30. (C Mode) Local Bus Read from PCI 9080 CFG Registers
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns 400ns
I (R I N b

TR s s N Y T Y 1 o A e M B

LAzL2]

LD[31:0] ————— I cATA O XDATA 1 —
CS# \___/
ADS# — N\ /

LBE[3:0]# |G-~ o BYTE EnaBLES X DATA 1 BYTE ENABLES |

LwiRe Y -

BLAST# \ /S

READYo# — \___/ N

First READYo# will be delayed at least five clocks for access to shared registers

Timing Diagram 8-31. (C Mode) Local Bus Write to PCI 9080 CFG Registers
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SECTION 8 PCI 9080 TIMING DIAGRAMS

LW/R# — \ /S
ADS# — \___/ AN
BLAST# ~ \ /]
READYo# \__/
LD[31:0] (oo )
LBE[3:01# — LBE —

CLK

REQ# \ /
GNT# \ /
FRAME# \ /
AD[31:0] {_A0_ ) { Do )
C/BE[3:0]# {_cvmp X BE )
DEVSEL# \ /
IRDY# \ /
TRDY# \__/

Timing Diagram 8-32. (C Mode) Local Bus Direct Master Single Memory Read
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns 400ns
e e e e e O O e e e B

LCLK N ) B
LA[31:2]
LW/R#

ADS# \ /

BLAST#

_/
READYo# \ /
LD[31:0] (o0 )

LBE[3:.0l# — LBE )

CLK

REQ# \ /
GNT# \ /
FRAME# \ /
ADI[31:0] A0 DO
C/BE[3:0]# CMD BE
DEVSEL#  /
IRDY# \ /
TRDY# \ /

Timing Diagram 8-33. (C Mode) Local Bus Direct Master Single Memory Write Cycle
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns
I I I I I I I I I I I I I I I I

eiaiijijiyisizgisiyiigipipigigizizisizininipipipipinininpinininininn
LAL3L 2] -~

LW/R# "\ /
ADS# \__/

BLAST# \_/

READYo# —/ \ /

LD[31:0] (o X o1 X p2) 03 X(p4 X D5 X D6 X D7 X D8 X pe XD10X D11

CLK

REQ# \ /]
GNT# \ —
FRAME# \ Y
AD[31:0]
C/BE[3:0# (cuo)eE —
DEVSEL# \ Va—
IRDY# \ e
TRDY# \ Va—

Timing Diagram 8-34. (C Mode) PCI 9080 Direct Master Memory Read, 12 Lword Burst
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Left Center Righ

LA[31:2]

LD[31:0] { DOX D1 X D2X D3 X D4 X D5 X D6 X D7 X D8 X D9 XD10X D11
LW/R#
ADS#

BLAST# \__/

READYo# ~—  \ /

REQ#
GNT#
FRAME#
AD[31:0]
C/BE[3:0J# cMDX BE
DEVSEL#
IRDY#
TRDY#

Timing Diagram 8-35. (C Mode) PCI 9080 Direct Master Memory Write of 12 Lwords
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns
I I I I I I I I I I I I I I I I

LA[31:2] — A X XX XX XX O XX —
LW/R# "\ /S
ADS# \_/

BLAST# \_/

READYo# —/ \ /o

LD[31:0] —— (DoXDiXoX_ D3XD4xD5X peXp7XD8KDoXD1KD11)

WAITI# N

CLK

REQ# \ /]
GNT# \ /]
FRAME# \ /]
AD[31:0] {C XXX O XXX XXX XXX
C/BE[3:0}# X XXX O XXX XXX —
DEVSEL# \ /]
IRDY# 7\ /S
TRDY# 7\ /S

Timing Diagram 8-36. (C Mode) PCI 9080 Direct Master Memory Read with WAITI#
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 7"

LCLK reryuyyyyryuy U

LABL:2] \a X X_ X X X X X XX X XD
LW/R#
ADS#
BLAST# \__/
READYo# ——\ /
LD[31:0] (D91 X2 X os
WAITI# \ /

CLK

REQ#
GNT#
FRAME#
AD[31:0]
C/BE[3:0]# CMD) BE
DEVSEL#
IRDY#
TRDY#

Timing Diagram 8-37. (C Mode) PCI 9080 Direct Master Memory Write with WAITI#
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns
| | | | | | | | | | | | | | | |

LA[31:2] . {

~-

LD[31:0] (1)
LW/R# \ /
ADSH# \__/

BLAST# \ /

READYo# \__/

CLK

REQ#

GNT# /

FRAME#

g

AD[31:0] A0 XD1

C/BE[3:0]# cMDX 0

DEVSEL#

IRDY#

qdd

TRDY#

Timing Diagram 8-38. (C Mode) PCI 9080 Direct Master Configuration Read—Type 1 or Type 0
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns
I I I I I I I I I I

LCLK N I I I A O B I

LA[31:2] (A
LD[31:0] (b1 )
LW/R#
ADS# \__/
BLAST# \ /
READYo# \__/

CLK

REQ# \ /]
GNT# \ —
FRAME# /S
AD[31:0] A0 X DO )
C/BE[3:0]# CMD
DEVSEL# \_/
IRDY# \_/
TRDY# \__/

Timing Diagram 8-39. (C Mode) PCI 9080 Direct Master Configuration Write—Type 1 or Type 0O
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns 1000ns 1250ns
e e e e R e e e e e e e

LA[31:2] {aX XaX H
LW/R# \
ADS# 7]
BLAST# \ /]
READYo# L] L] L[
LD[31:0] {oX

CLK

REQ# —  \___ / ./ -/
GNT# ./ \ / NIy

FRAME# L] L] L]

AD[31:0] {ag—(Do} {r1)~D1) A2 D
C/BE[3:0]# emd o) e o) cw¥ 0
DEVSEL# \_/ \_/ ./

IRDY#  / \_/ /S

TRDY# L] L] | ]

STOP# N

Timing Diagram 8-40. (C Mode) Local Bus Direct Master Read from PCI I/O
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns 1000ns
1 e e e e e O e A I

LA[31:2] { A X Ata X A8 X _A+C_ )

LW/R#
ADS# \_/
BLAST# \ /
READYo# /S /S /S S
LD[31:0] {00)}——(D1)}——(D2)}——(p3)

CLK

REQ# \ / \ / ./  /
GNT# \ / \ /T N\ /. [
FRAME# \__/ \_/ \_/ \_/
AD[31:0] {a0KDo) {a1XD1 ) (a2 Xp2) {a3Xp3)
C/BE[3:0}# €m0 ) v cwiy(0 om0
DEVSEL# \_/ \_/ \_/ \__/
IRDY# \_/ \_/ \__/ \__/
TRDY# \_/ \_/ \__/ \_/

Timing Diagram 8-41. (C Mode) Direct Master Write to PCI 1/O
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns 1000ns 1250ns 1500ns
e e e e O e

LCLK

LA[31:2] < A . ———
LD[31:0] —— or
LW/R# \ [
ADS# 7] |
BLAST# L
READYo# \ [
WAITI# \ /

CLK Tuiuuuuuurrrirrururirrrrrrrrruur vy Ui Uy
REQ# —  \
GNT# —  \

FRAME# — \
AD[31:0]
C/BE[3:0/# ——— (X
DEVSEL# \

IRDY# \ / De-assert IRDY# & Keep Bus '\

WWWT%T\w

TRDY# \

Timing Diagram 8-42. (C Mode) PCI 9080 Direct Master Memory Read—Keep Bus
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SECTION 8 PCI 9080 TIMING DIAGRAMS
Ons 250ns 500ns 750ns 1000ns 1250ns 1500ns
[ I N L I (I (N
LCK JUUITTUUuvUrrirririrrivrrirrirrrirrirriiirrivrirdu e
LA[BL:2] ADDR /.y ———————
LD[31:0] — o
LW/R# \ /S
ADS# \ /
BLAST# \ /
READY o# \ /S
WAITI# \
CLK JUutriuririuriririririrrurririrrrririruririrrriruuuu oy
REQ# ~— \ / \ -
GNT# '\ / \ /]
FRAME# ———— / \ /
T N 0a0.00000000000000808000000(! 10000000 8.
C/BE[3:0)f ———— (X X X —
DEVSEL# ~—  \ / \ /
IRDY# ~— \ /Drop Bus \ /
TRDY# \ / \ /
Timing Diagram 8-43. (C Mode) PCI 9080 Direct Master Memory Read—Drop Bus
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns

LCLK
LA[31:2]
LD[31:0] Do XDp1XD2
LBE[3:01# I:E
LWR# W

ADS# \__ /
BLAST# \___/

READYo# ~—  \ /

-

CLK 1 2 3 4 5 6 7 8 9 100 |11 |12| |13 [14 15

REQ# \

GNT# \

—
p
FRAME# \ /]

AD[31:0] RA X Do X D1 X D2 X D3 )
C/BE[3:0]# {cmp X BE

DEVSEL# \

S

I

IRDY# \ /S
—

TRDY# \

Timing Diagram 8-44. (C Mode) PCI Bus Request (REQ#) Delay During Direct Master Write (8 PCI Clock Delay)
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SECTION 8 PCI 9080 TIMING DIAGRAMS

LA[31:2] ADDR R ——
LD[31:0] ———
LW/R# T\ o
ADS# T\ _/
BLAST# \__/
READYo# \ /T

CLK

REQ#

GNT# \ —
FRAME# S
ADI[31:0]

C/BE[3:0}# X XX XX X X X X ——
DEVSEL# \ a—
IRDY# \ /—
TRDY# \ /—

Timing Diagram 8-45. (C Mode) Direct Master Memory Read, Prefetch of 16
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns 1000ns
e e o O e A B B

eteiiiipigiiisipigiipigisipigiaiaigipipigixinipigiaipipininininin
LA[31:2] ~ aoor{

LD[31:0]
LW/R#
ADS# \_/
BLAST# \_/
READYo# —\ /

CLK

REQ# \ /[
GNT# \ ~
FRAME# \ Y
AD[31:0] {a )—(oXiXp2 X o3 paX psX 0oo7 X eX oXp10XoiX p12puxpudows)——
C/BE[3:0}# { X XXX OO XX —
DEVSEL# \ S
IRDY# \ o
TRDY# \ o

Timing Diagram 8-46. (C Mode) Direct Master Memory Write and Invalidate (MWI)—Cache Line Size of 8
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns 400ns 500ns
e e e O e B

(Ko7, o N N I
LHOLD / \
LHOLDA / \
ADS# \_ /
LW/R# \
BLAST# \ / \
LA[31:2] (oo D
LD[31:0] {DDccepaKe7452301)
READYi# \ /

CLK 1 2 3 4 5 6 7 8 9 10 11 12

FRAME# \ /

AD[31:0] {_ADDRX Data=AABBCCDD X 01234567 }—

C/BE[3:0]# {_cmpX BE

IRDY# \

DEVSEL# \

T T

TRDY# \

Timing Diagram 8-47. (C Mode) Direct Master in BIGEND Local Bus with BIGEND# Input or Interrupt
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns
I I I I I I I I I I I

LCLK

LA[31:2] [ XA R

LBE[3:0]# [_X_BEO XBE=3XBE=4XBE=8X BE=9}———————

LD[31:0]
LW/R#
ADS#
BLAST#
READYo#

Direct Master Read - Does not pass Byte Enable

CLK

REQ#

GNT#

FRAME#

AD[31.:0] A0 Do X D1 X D2X D3X D4 X D5 XD6 X D7 X_D8 X D9 XD10XD11)
C/BE[3:0J# cMb X 0

DEVSEL#

IRDY#

TRDY#

Timing Diagram 8-48. (C Mode) Direct Master Burst, Memory Read Cycles (Changing LBE[3:0]#)
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns 400ns 500n
T e e e e e e I A T A (O A N B

LCLK R I

LA[31:2] —(a N
LD[31:0] —_ po X o1 X b2 Xp3 Xpa )
LBE[3:0]# —< BE=0 X BE=FXBE=0 X BE=A XBE=C )
LW/R# _ /
ADS# \ /
BLAST# N
READYo# ~—  \ /

Pass Byte Enable

REQ# \ S
GNT# \ /
FRAME# \ 2
AD[31:0] (A Xoo X oL Xoz XD3Xoa  »——
C/BE[3:0}# ("omp X BE=0 X BE=F X BE=0 X BEAXBESC }———
DEVSEL# \ /]
IRDY# \ Y
TRDY# \ /o

Timing Diagram 8-49. (C Mode) Direct Master Five Lword Burst Write (Changing LBE[3:0]#)
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns
I I I I I I I I I I I I I I I I

LCLK

LA[31:2]
LWiR# "\ A—
UNLOCK >
LLOCK# "\ <-Lock keepock—> AR/
ADS# T\__/ \ /
BLAST# 1\ A
READYo# —— \__/ \_/
LD31:0] — N ) )

REQ# \ / -/
GNT# \ / 0/

FRAME# \ /— \_/

AD[31:0] R wp—
C/BE[3:0]# cmpX_ o Xo XoXo {emf_ ——
DEVSEL# \ S \_/

IRDY# \ /T \_/
TRDY# \ / \_/
LOCK# \ /\ /]

Timing Diagram 8-50. (C Mode) Direct Master Locked Read Followed by Write and Release (LLOCK# and LOCK#)
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns

CLK

FRAME# ~— \

DIRECT SLAVE READ

AD[31:0] —aDDR— (DoX D1X D2XD3
C/BE[3:0]# —(cMDX__BYTE ENABLES
IRDY# \
DEVSEL# \
TRDY# | R,
DIRECT MASTER WILL NOT GAIN PCI BUS UNTIL DIRECT SLAVE ACCESS COMPLETES
REQ# \| (GNT# ASSERTED , FRAME# DE-ASSERTED, IRDY# DE-ASSERTED)

LHOLD <-- DIRECT SLAVE- BREQo TIMER STARTS
LHOLDA
DIRECT SLAVE PROCEEDS
ADS# \__/ ./
DIRECT MASTER READ
LA[31:2] —< —aobR X_ X__ X
LD[31:0] (_poXp1XD2XD3
READYo# NO DIRECT MASTER READY '
READYi#
BREQo
BREQo timer expires and asserts BREQo Note: For partial deadlock, PCI retry timer bits [31:28]
to indicate potential deadlock condition. of the Local Bus Region Descriptor Register can be
used to issue RETRYs to the PCI Master attempting
External logic backs off Direct Master transfer and the Direct Slave access.
asserts LHOLDA to grant the Local Bus for a Direct
Slave transfer. Refer to Section 3, “Functional Description,” for

a description of deadlock.

Timing Diagram 8-51. (C Mode) BREQo and Deadlock
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SECTION 8 PCI 9080 TIMING DIAGRAMS

8.3.3 C Mode DMA

FRAME# ~— \ /
AD[31:0] —ADDR X D0X D1X D2X D3XD4 X D5X D6X D7
C/BE[3:0]1# —{cmif BE
IRDY# ~— \
DEVSEL# ——

TRDY# \

~—

NN YN

LHOLD / |
LHOLDA / (U
ADS# \_/ \_/
LW/R# \_
BLAST# \_/ \__/
LA[31:2]
LD[31:0]
READYi# \ A y

BTERM [ ——

No wait states, 32-bit bus, Burst enabled, Bterm disabled.

Timing Diagram 8-52. (C Mode) DMA Aligned PCI Address to Aligned Local Address, Bterm Disabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns 1000ns

REQ# \ /]
GNT# \ —
FRAME#
AD[31:0] {a ) ooX(o:Xp2XoX DaX s XoeX DX oe)0erouX o)
C/BE[3:0}# (e BE )
DEVSEL# \ o
IRDY# \ Yo
TRDY#

Lk JUUyurryryryyryryrriyryuryrirury iy uyyy
LA[31:2]
LD[31:0] ——oxpiX X 03X paxsXeX X peXoe(pucXpwry

LW/R#

ADS# \_/

BLAST#

READYi #

Timing Diagram 8-53. (C Mode) DMA Aligned Local Address to Aligned PCI Address, Burst Enabled, Bterm
Enabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

FRAME# ~ '\ /

AD[31:0] —+ooX DO Xp1XD2KD3KD4

C/BE[3:0}# BE )
IRDY# \ /
DEVSEL# —— /

TRDY# \ /

LHOLD / -
LHOLDA / |
ADS# \_/
BLAST# ____/
LW/R# \_
LA[31:2] {_acor (D D G
LD[31:0]

aengy UWAWAWERWAW

Five Lwords, one wait state, Bterm enabled.

Timing Diagram 8-54. (C Mode) DMA Aligned PCI Address to Aligned Local Address (External Generation
of Wait States)
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 495ns 990ns 1485ns 1980n
I I I I I I I I I I I I I I I I I

CLK

Reading from the Descriptor

FRAME#
AD310] DREEX DB O66E0 556
C/BE[3:0]# [ XX BE X YXOX e
Local to PCI Transfer
IRDY# et | [ L

DEVSEL# \ /
TRDY# \ /

g

Local to PCI transfer

LCLK
LHOLD

LHOLDA
ADSH i il |
BLAST# | Imimipml L
LA[31:2] | XD X 10D G ¢ GRS T §
LD[31:0] | BB S T G C
LW/R#
READYi# L] Imimiml L

Timing Diagram 8-55. (C Mode) Read of DMA Chaining Parameters from PCI and Local Buses
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns 400ns 500ns
L () A R H N N R I R O
(@I, S N I e e e s I B
LHOLD <--- PCI 9080 DRIVES BUS
LHOLDA
ADS#
BLAST#
LBE[3:0J# LBE
LW/R#
LA[31:2] oo
LD[31:0] DO D1 D2 D3
DT/R#
DEN#
READYi#
First Address A are bits [31:4] of next Descriptor Pointer Register.
DO: PCI start address
D1: Local start address
D2: Transfer count (bytes)
D3: Next descriptor pointer

Timing Diagram 8-56. (C Mode) PCI 9080 DMA Read of Chaining Parameters from Local Bus, No Wait States
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SECTION 8

PCI 9080

TIMING DIAGRAMS

FRAME#
AD[31:0]

C/BE[3:0]#

IRDY#
DEVSEL#

TRDY#

LCLK
LHOLD
LHOLDA
ADS#
BLAST#
LA[31:2]
LD[31:0]
LW/R#

READY i#

Reading from the Descriptor

o X b1 D2 X b3 X Yaooroo, do Xd1 X d2 X d3 X
—emif BE X Xcmo BE X]
Local to PCI Transfer
Two wait states =I|
/ \/
\/

ADDRODX +4 X +8 X+12X+16

do Xd1 X d2 X d3

Timing Diagram 8-57. (C Mode) Read of DMA Chaining Parameters from PCI Bus (Local-to-PCI Transfer)
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns
I I I I I I I I I I I I I I I I
ek L L e
LHOLD / |
LHOLDA / |
ADS# _ /
BLAST# \ /
LBE[3:0# { ]
LW/R# / —
LD[31:0] (o)
LA[31:2] A X  S—
DREQ[L:0}# MUST BE DE-ASSERTED TO PREVENT BURST --rcrrereessreeemmseeeeeeee- >
DREQ[L.O}# ~—  \ /.
DACK[L:0# \ /
READY (. =~ [N—
No wait states.

Timing Diagram 8-58. (C Mode) Single Cycle DMA Demand Mode PCI-to-Local
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns 400ns
I I I I I I I I I I I I I I I I I
(NI, RN IR I e A S
LHOLD / -
LHOLDA / AN
ADS#  /
BLAST# \ /
LBE[3:0# { )
LW/R# \_
LD[31:0] DO D1
LA[31:2] { A X__ A+ X )
CURRENT DATA + LAST DATA TRANSFERRED AFTER DREQI[1:0}# IS DE»ASSERIIED
DREQILO} — 1\ -
DACK[1:0# \ /
READY . =~
No wait states, Burst enabled, Bterm enabled, 32-bit Local Bus.

Timing Diagram 8-59. (C Mode) Multiple Cycle (Burst) DMA Demand Mode PCI-to-Local, No Wait States
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 50ns 100ns 150ns 200ns 250ns 300ns

(oI, RN S N A N I O (N A I N B B
LHOLD

LHOLDA

ADS#

BLAST#

LBE[3:0}#

LW/R#

LD[31:0] o X _ b1

LA[31:2] A X ara X

DREQ[1:0]# DREQ[1:0}# MUST BE DE-ASSERTED WHEN BLAST# IS DE-ASSERTED

DACKIL:0}#
READYi# I y

No wait states, Burst enabled, Bterm enabled, 32-bit Local Bus.

Timing Diagram 8-60. (C Mode) DMA Demand Mode Terminated with BLAST# (Local-to-PCl)
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SECTION 8 PCI 9080 TIMING DIAGRAMS

FRAME#

ADI[31:0] ADDR{ D0 X D1 X D2 D4

C/BE[3:0}# cMDX BE X]
IRDY#
DEVSEL#
TRDY#

LCLK

LHOLD

LHOLDA

ADS#

BLAST#

LA[31:2] ADDR__ X+4 +C +14 X +18

LD[31:0] po X b1 X b2 X D3 D5 X
LW/R#

READY i#

EOT[L:0}#

Stop Data Transfer Mode bit is not set. If this bit is set, there is no BLAST# and
D5 is not transferred. See Table 4-62[15] or Table 4-67[15].

Timing Diagram 8-61. (C Mode) DMA Local-to-PCI, Terminated with EOT[1:0]#
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SECTION 8 PCI 9080 TIMING DIAGRAMS

FRAME#

AD[31:0] ——AboR—(Bo X B X0z X3 X% X5 Y06 X_ o7
C/BE[3:0J# cMDX BE

IRDY#

DEVSEL#

TRDY#

LCLK
LHOLD

LHOLDA
ADS#

BLAST#

LA[31:2] ADDR +8

LD[31:0] DO
LW/R#

READY #

EOT[1:0}# __/

Stop Data Transfer Mode bit is not set. If this bit is set, there is no BLAST# and
D1 is not transferred. See Table 4-62[15] or Table 4-67[15].

Timing Diagram 8-62. (C Mode) DMA PCI-to-Local, Terminated with EOT[1:0]#
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SECTION 8 PCI 9080 TIMING DIAGRAMS

FRAME#

AD[31:0] (D)oL Y02)(02 )02 D5 X 06 X 078 X 09(Du(B1iXL2Xors( oy o)

C/BE[3:0]# cMD BE

IRDY#

DEVSEL#

TRDY#

LCLK

LHOLD

LHOLDA

ADS# \_/ NVanN
LW/R# (S
BLAST# \__/

LA31:2] R E €0 G0 G Gy X2 X
LD[31:0] |
READYi# AEEEE——

Local Latency Timer = 7 CLK, Local Pause Timer = 4 CLK.
PCI 9080 has internally added another clock to the Local Pause Timer.
Local Latency Timer starts after ADS# is active.
Local Pause Timer starts after LHOLDA is de-asserted.

Timing Diagram 8-63. (C Mode) DMA PCI-to-Local with Local Pause Timer and Local Latency Timer
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SECTION 8 PCI 9080 TIMING DIAGRAMS

8.4 J MODE

8.4.1 J Mode Direct Slave

Ons 100ns 200ns 300ns 400ns 500ns
e e e o e B B
(OIS I Y e I A I O O O O
LHOLD
LHOLDA
LDSHOLD
ADS#
ALE /\
BLAST#
LBE[3:0)# | DOES NOT CHANGE, UNALIGNED HAS OWN CYCLE WITH ADS#
LW/R#
LAD[31:0] | A
LABS[3:2] | 00 10 X 11 Xoo  Xoi 11 X
DT/R#
DEN#
BTERM#
READY (I AR 4 —
Eight Lword burst, no wait states, Burst enabled, Bterm enabled, 32-bit Local Bus.
Note: If Bterm is disabled, a new ADS# cycle starts every quad Lword boundary.
BTERM# replaces READYi# when asserted.

Timing Diagram 8-64. (J Mode) PCI 9080 Direct Slave Burst Read from Local Bus, No Wait States, Bterm Enabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns 400ns 500ns
e e e e e e e e O
(@I, o I I I
LHOLD
LHOLDA
LDSHOLD
ADS#
ALE
BLAST#
LBE[3:0}# DOES NOT CHANGE, UNALIGNED HAS OWN CYCLE WITH ADS#
LW/R#
LAD[31:0] AX po X b1 Xp2 X b3 X b4 A+14 X D5 X D6 X D7
LABS[3:2] LAD[3:2] X X X X X LAD[3:2] X X X
DT/R#
DEN#
BTERM#
READY [ AR o
Eight Lword burst, no wait states, Burst enabled, Bterm enabled, 32-bit Local Bus.
Note: If Bterm is disabled, a new ADS# cycle starts every quad Lword boundary.
BTERM# replaces READYi# when asserted.

Timing Diagram 8-65. (J Mode) PCI 9080 Direct Slave Burst Write to Local Bus, No Wait States, Bterm Enabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns
I I I I I I I I I I
(OIS I I e e ) I v
LHOLD
LHOLDA
ADSH#
ALE N\ /\
BLAST#
LBE[3:0]# DOES NOT CHANGE, UNALIGNED HAS OWN CYCLE WITH ADS#
LW/R#
LAD[31:0] A X Do Xp1 X D2 X D3 A+10 X D4 X b5 X D6 X D7
LABS[3:2] 00 X 01 X10 X112 X oo Xo1 X100 X112 X
DT/R#
DEN#
BTERM: [y
READY A .
Eight Lword burst, no wait states, Burst enabled, Bterm disabled, 32-bit Local Bus.
Note: If Bterm is disabled, a new ADS# cycle starts every quad Lword boundary.

Timing Diagram 8-66. (J Mode) PCI 9080 DMA or Direct Slave Burst Write to Local Bus, No Wait States, Bterm
Disabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS
Ons 100ns 200ns 300ns 400ns 500ns
[ [ I I I [ I
CLK 1 2 3 4 5 6 7 8
FRAME# ~— \ /
AD[31:0] — ADDR)Data= AABBCCDD __ X01234567)
C/BE[3:0[# ——( cwmpX BE )
IRDY# ~— \ /
DEVSEL# \ /
TRDY# \ /

LCLK

LHOLD \

LHOLDA / |
LDSHOLD \
ADS# \_/
ALE /\

LW/R# \\
BLAST# \__ /S
LAD[31:0] {_ADDR XpDCCBBAN7452301 )———
READYi# . /S

Timing Diagram 8-67. (J Mode) Direct Slave in BIGEND Local Bus with BIGEND# Input or Internal Register Setting
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns 1000ns

FRAME#

AD[31:0] —os oo oo poX(onX(o2X 03X paX osX(eX 7X X YooK_0o )
C/BE[3:01# —{cmX__ee e cmK BE cvX_ BE )
IRDY#

DEVSEL# \_/
TRDY# ./
PERR# \

RETRY RETRY
STOP# \
Delayed Read Retries WRITE IS NOT ALLOWED DURING DELAYED READ READS DATA WRITE RETRIES AND COMPLETES

LCLK
LHOLD

LHOLDA

LDSHOLD

ADS# \_/
ALE [

BLAST# \_/

LAD[31:0] oo poX p1X p2X D3X D4X bsX psX p7X b8 X Do X pigX pXp12Xp13Xp1aXpis,
LBE[3:0]# LBE

READY i#

DTR#

DEN#

LW/R#

Disconnect immediately for a read. Don't effect pending reads when a write cycle occurs.
Don't flush Read FIFO if PCI read cycle completes. Force Retry on write if read pending.
Negate TRDY# until space is available in Direct Slave Write FIFO.

Timing Diagram 8-68. (J Mode) Direct Slave Read v2.1 Spec
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SECTION 8 PCI 9080 TIMING DIAGRAMS

FRAME# ~\_/ \ /
AD[31:0] —mooy— Xoo ) (oY D2X D3X DaX DSX 06)
C/BE[3:0]# —<c__M\n( BE cmi BE —

IRDY# \ / \ /

DEVSEL# \ / \ /
Single Cycle Burst Cycle

TRDY# \_/ \ /

LHOLD

LHOLDA

LDSHOLD

ADS# \_/
ALE I

BLAST#

LAD[31:0] A X 00X 02X 02X 03X 04X 05X 06X 07X 08X DX p10XpusXoiX D13 1K pisX ot
LBE[3:0]# LBE

LRDYi#

LW/R#

DTR# /

DEN#

Timing Diagram 8-69. (J Mode) Direct Slave Read No Flush Mode (Read Ahead Mode), Prefetch Mode Enabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns 400ns
(N (N (N (N (N
KT T e e e e e e Y e e e Y T o I o B O
LA31:2]
cs R AN
ADS# T N\ /
LeE(zo |
LwiRt [ A
BLAST# [ \ o
DP[3:0] DP1

|

READYo# ——/

Could take more than five local clocks for PCI 9080 to assert READYo#.

Timing Diagram 8-70. (J Mode) Local Bus Read from PCI 9080 CFG Registers

Ons 100ns 200ns 300ns 400ns

LCLK S A I B O I

LA31:2] [ A )—< D X D —
cst \__/
ADSH TN\ /
LBE[3:0]# |-~ 0 BYTEENABLES X DATA 1 BYTE ENABLES |
LWiR# |
BLAST# \ Vs
READYo# —/ \__/ NI S—

Could take more than five local clocks for PCI 9080 to assert READYo#.

Timing Diagram 8-71. (J Mode) Local Bus Write to PCI 9080 CFG Registers
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SECTION 8 PCI 9080 TIMING DIAGRAMS

8.4.2 J Mode Direct Master

Ons 250ns 500ns 750ns 1000ns
e e e e e e A

LCLK

LAD[31:0] —(a )
LW/R# "\
ADS# T\ /
BLAST# ' \_/
READYo# \ /T \ /T \ /.

CLK

REQ# \ 2
GNT# \ Vo
FRAME# \ S
AD[31:0]
C/BE[3:0}# e o
DEVSEL# \ S
IRDY# \ /— N\ A VY S U SR
TRDY# \ S

Unused D12-D16 are flushed from FIFO.

Timing Diagram 8-72. (J Mode) Direct Master Read Access from PCI Bus (Keep PCI Bus If Read FIFO Full Mode),
No PCI Disconnects
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns
I I I I I I I I I I I I I I

<--- LOCAL ADDRESS MATCHES LOCAL DIRECT MASTER BASE ADDRESS

LAD[31:0] [ XA X Do XDt X p2X D3X D4XD5 X D6 X D7X_DE D9X DX DIX D1xD14X D15

LBE[3:0]# D( ALL LBE[3:0}# = 0000, SEPARATE ADS#/DATA CYCLE FOR PARTIALS WITH LOCAL PROCESSOR
LW/R# IV
ADS# "\ /
BLAST# \__/
READYo# ~—  \ /

CLK

REQ# \ /]
GNT# \ e
FRAME# \ /S
REMAPPED A -->
AD[31:0]
C/BE[3:0}# {cmi o —
DEVSEL# \ [ ]
IRDY# \ /S
TRDY# /S

Timing Diagram 8-73. (J Mode) Local Bus Direct Master Burst Write Access to PCI Bus, Continuous If Same Clock

Rate and No PCI Disconnects
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns 750ns
I I I I I I I I I I I I I I I |

LCLK

LAD[31:0] wo_ X
LWIR# \ A
KEEP LOCK --> UNLOCK -->
LLOCK# "\  <-Lock ;T
ADS# \_/ N/
DEN# I Y\ ——
BLAST# A AN/
READYo# \/ \_/

CLK

REQ# \ / \ /aa—
GNT# \ / \ /]
FRAME# \ / \__/
AD[31.0] {RwK(wo)
C/BE[3:0]# cvpX_ o Xo XoXo e ——
DEVSEL# \ / \_/
IRDY# \ / ' \_/
TRDY# N \_/
LOCK# \ /\ /]

One Lword burst (Pre-Read Four mode).

Timing Diagram 8-74. (J Mode) Local Bus Direct Master Lock Memory Read Access from PCI Bus Followed by
Write and Release
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SECTION 8 PCI 9080 TIMING DIAGRAMS

8.4.3 J Mode DMA

Ons 250ns 500ns
I I I I I I I I I I
(@I, o I I e e R s A
LHOLD
LHOLDA
ADS# \__/
ALE
BLAST#
LBE[3:0}# | DOES NOT CHANGE, UNALIGNED HAS OWN CYCLE WITH ADS#
LW/R#
LAD[31:0] | Ca XKoo @@ )@@ )—a+ 14 @Ko @Ko @KoY
LABS[3:2] | 00 X 01 X10 X 11 X oo Xo1 X100 X 11 X
DT/R#
DEN#
BTERM#
READY [ AR [
Eight Lword burst, no wait states, Burst enabled, Bterm enabled, 32-bit Local Bus.
Note: If Bterm is disabled, a new ADS# Cycle starts every quad Lword boundary.

Timing Diagram 8-75. (J Mode) PCI 9080 DMA Local-to-PCl, No Wait States, Bterm Enabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns 400ns 500ns
[ L [ I [ I
(!, N ) e O I I
LHOLD / A
LHOLDA /
ADS# / /
ALE /\ /\
BLAST# /]
LBE[3:0}# { DOES NOT CHANGE, UNALIGNED HAS OWN CYCLE WITH ADS# —
LW/R# /
LAD[31:0] { A X po Xp1 Xp2 Xp3 X pa »—a+t14 Xp5 Xpe Xb7 »———"—
LABS[3:2] {LAD[3:2] X X X X X LAD[3:2] X X X —
DT/R# /
DEN# \ /N /]
BTERM# \ /
READY [ A [
Eight Lword burst, no wait states, Burst enabled, Bterm enabled, 32-bit Local Bus.
Note: If Bterm is disabled, a new ADS# cycle starts every quad Lword boundary.

Timing Diagram 8-76. (J Mode) PCI 9080 DMA PClI-to-Local Bus, No Wait States, Bterm Enabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 100ns 200ns 300ns 400ns 500ns
e e e e e I e e e e A R D R

LCLK
LHOLD /

LHOLDA

ADS#

ALE

BLAST#

LBE[3:0]# ALL ZERO

LW/R#

LAD[31:0] A X_ Do A+4 X D1 A+8 X D2 A+C

DT/R#

DEN#

READY i#

First Address A are bits [31:4] of next Descriptor Pointer Register.

DO: PCI start address
D1: Local start address
D2: Transfer count (bytes)
D3: Next descriptor pointer

Timing Diagram 8-77. (J Mode) DMA Read of Chaining Parameters, No Wait States
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 250ns 500ns
I I I I I I I I I I I I
LCLK
LHOLD
LHOLDA
ADS# \__/ \ /
ALE /\ /\
BLAST# \ /
LBE[3:0}# DOES NOT CHANGE, UNALIGNED HAS OWN CYCLE WITH ADS# —
LW/R#
LAD[31:0] A X D0 X D1 XD2 XD3 X D4 X D5XD6 X D7 XD8 XD9 ) (<A XpaaX_ |
LABS[3:2] a2 X X X X X X X X X X |
DT/R#
DEN#
BTERM#
READY# [ AR
BREQ I A\
Give up local bus Owned by DMA continues
when programmable local bus from where it
BREQ is asserted or another left off
bus master
DMA burst suspended by BREQ.
No wait states, Burst enabled, Bterm enabled, 32-bit Local Bus.

Timing Diagram 8-78. (J Mode) PCI 9080 Write to Local Bus BREQ Asserted
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SECTION 8 PCI 9080 TIMING DIAGRAMS

8.5 S MODE

Ons 100ns 200ns 300ns 400ns
e o e B

A
LCLK
(Internal) LCLK

LHOLD
LHOLDA
ASH#

BLAST#
LA[31:16] A X A4 X A+8 X Atc
LBE[1:0]# X X X X X X X
LABS[3:1] A X a2 X A+a X av6 X A+8 X_A+a X A+c XA+e
LAD[16:1] A X 1150 X[31:16] X[15:0] X [31:16]X_[15:0] X[31:16] X[15:0] X[31:16]

BTERW -
READY# (I AN

. Local clock is twice frequency.

Timing Diagram 8-79. (S Mode) PCI 9080 DMA or Direct Slave Two Lword Burst Write to 16-Bit Local Bus, No Wait
States, Bterm Enabled
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Ons 50ns 100ns 150ns 200ns 250n¢

Local Bus

A B C D
el ML L L 1L e e i riririe i rieriererir
LA[31:16] (N ~oor X —

LAD[15:1]
LABS[3:1] START WORD ADDR X NEXT WORD ADDR y
CS OR LA[31:29] MATCH S[2:0]
CS#
AS#
LBE(1:0) (I ————
LW/R# A
BLAST# I
DP[3:0]  DPO ) DP1
READYo#
Local clock is twice frequency.

Timing Diagram 8-80. (S Mode) Local Bus Read from PCI 9080 CFG Registers
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SECTION 8 PCI 9080 TIMING DIAGRAMS
Ons 50ns 100ns 150ns 200ns 250ns
e e e e e e O e R [
Local Bus
A B CD
CLK "\ /\/\ /S S\SN\S\SN\S\S\S\SN\S\S\S\SL
LA[31:16]
LAD[15,1] pATA0 I oATA 1
LABS[3:1]
LABS1 START WORD ADDR X NEXT WORD ADDR Y
CS# CS OR LA[31:29] MATCH S[2:0]
ASH
LBE[1:0]# NN 5 T: ENABLES FOR DATA WORD 0 X BYTE ENABLES FOR DATA WORD 1 y
LW/R# \
BLAST#
READYo# /)
PCHK# PCHKO PCHK1
Local Bus clock is twice frequency.
Timing Diagram 8-81. (S Mode) Local Bus Write to PCI 9080 CFG Registers
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SECTION 8 PCI 9080 TIMING DIAGRAMS

Editor’s Note: | don’t know where these go. There’s one named like this for each mode. Phil, please resolve
before we finalize this document.

Ons 50ns 100ns 150ns 200ns 250ns
\ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \ \
LCLK | \ \ \ \ \ \ \ \ \ \ \ \ \ \ \
LA D G
LD[31:0] DATAO DATA 1

CS OR LA [31:29] MATCH S[2:0]
CS#

S --mwy
ADS#

LeEz oy I SR
LRy A A
BLASTY y—
DP[3:0] (" DPO ) DP1

READYo#

Timing Diagram 8-82. PCI 9080 Local Bus Read

Ons 50ns 100ns 150ns 200ns 250ns K
I I I L I o
L S e e e e S S B S I e e e
LA I < ——
LD[31:0] @ o~1A0 A DATAL
CS# CS OR LA [31:29] MATCH S[2:0]
ADS#
LBE[3:0# | DATA O BYTE ENABLES DATA 1 BYTE ENABLES \
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Timing Diagram 8-83. PCI 9080 Local Bus Write
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